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SUMMARY 

Introduction and Objectives 

In the 1990s the U.S. Department of Energy (DOE) completed a number of system analyses investigating 
consolidated interim storage as a part of the waste management solution.  These analyses are “dated” and do 
not reflect the present situation regarding at-reactor used nuclear fuel (UNF) management, alternatives for away 
from reactor management of used nuclear fuel, and alternatives for the ultimate disposal of UNF. The Blue 
Ribbon Commission for America’s Nuclear Future and the Nuclear Waste Technical Review Board have also 
pointed out the need for such analyses. 

The Used Fuel Management System Architecture Evaluation effort provides the DOE and others with 
information regarding the various alternatives for managing UNF generated by the current fleet of light water 
reactors operating in the U.S.  The objectives are to: 

• Provide quantitative information with respect to a broad range of UNF management alternatives and 
considerations 

• Develop an integrated approach to evaluating storage, transportation, and disposal options, with 
emphasis on flexibility  

• Evaluate impacts of storage choices on UNF storage, handling, and disposal options  

• Identify alternative strategies and evaluate with respect to cost and flexibility  

• Consider a broad range of factors including repository emplacement capability, thermal constraints, 
repackaging needs, storage and transportation alternatives, and impacts on utility operations. 

 

In Fiscal Year 2012 system-level analyses of the overall interface between at-reactor, consolidated storage, and 
ultimate disposition along with the development of supporting logistic simulation tools were initiated.  The 
objective of the Fiscal Year 2012 effort was two-fold: 1) develop methodologies, approaches, and tools 
(capability development), and 2) evaluate select UNF disposition scenarios (capability demonstration).   The 
scenarios chosen for evaluation and the assumptions, inputs, and boundary conditions selected allowed for an 
initial set of analyses to gain insight regarding integrated system dynamics and an understanding of trends.  
This initial set of analyses also points to where additional system architecture analyses should focus. 

R&D Overview 

An important waste management system interface consideration is the need for ultimate disposal of UNF fuel 
assemblies contained in waste packages sized to be compatible with the geologic medium of the final 
repository.  Thermal analyses completed by the Used Fuel Disposition Campaign indicate that waste package 
sizes for the geologic media under consideration by the Used Fuel Disposition Campaign are significantly 
smaller than the canisters being used for on-site dry storage by the nuclear utilities.  Therefore, at some point 
along the UNF disposition pathway there may be a need to re-package fuel assemblies already loaded into the 
types of dry storage canisters currently in use unless the feasibility of direct disposal of these large canisters can 
be demonstrated. Note that evaluating the feasibility of the direct disposal of dual purpose canisters is 
underway. 

A high-level diagram of the alternative UNF disposition pathways is shown in Figure S-1 and involves UNF 
storage at a consolidated storage facility (CSF) and UNF packaging/re-packaging prior to ultimate disposal. 

Fiscal Year 2012 Activities 

The analysis began with the development of a disposition pathway framework, which is a detailed and 
comprehensive expansion of Figure S-1.  

While the reactors will continue to transfer UNF to dry storage, there will always be UNF in the used fuel 
pools, at least until a reactor is shut down and decommissioned.  Another important aspect is how the UNF 
residing in the used fuel pools is managed when fuel acceptance from the reactor sites begins.  UNF residing in 
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the pools can be transported off-site in re-useable transportation casks, placed in dual-purpose canisters suitable 
for both storage and transportation, or placed in a standard canister once one is designed and licensed.  This 
choice impacts the design of both a CSF (canistered fuel storage only or canistered and bare fuel storage) and 
the quantity of UNF that would ultimately have to be re-packaged. 

 

Figure S-1.  Alternative Used Nuclear Fuel Disposition Pathways 

These considerations resulted in the identification of nine potential disposition pathways that consider how 
UNF would be transported from the reactors, where UNF packaging/re-packaging would be performed 
(repository or CSF), and when UNF packaging/re-packaging would be performed (at CSF receipt or prior to 
shipment from the CSF to a repository).  These nine disposition pathways were evaluated considering 
complexity and flexibility, resulting in a down-select of the disposition pathways that would be considered in 
FY12 to four, representing the possible combinations of two features: what would be accepted from reactors by 
the waste management system (fuel packaged into existing size canisters only, or bare fuel as well as 
canisterized fuel), and where/when the canisterized fuel would be packaged/re-packaged for disposal (at a CSF 
when the fuel is about to be sent to the repository, or at the repository when fuel is received there).   The 
packaging/re-packaging of bare fuel/canisters into disposal size canisters at reactors or into either existing size 
or disposal size canisters at CSF receipt were not evaluated in this phase of the analysis.  

The cases considered are summarized in Table ES-1 (see Section 3.1 for details regarding each case). 
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A range of input parameters was then determined for evaluating each disposition pathway.  Parameters selected 
include start of CSF operations (2020, 2035), start of repository operations (2040, 2055), UNF acceptance rates 
(1500, 3000, and 6000 MTHM/yr), and waste package size (4/9, 12/24, 21/44 PWR/BWR assemblies).  The 
combination of disposition pathways and input parameters results in 36 individual scenarios that were 
evaluated. 

In a parallel, the Transportation-Storage Logistics (TSL) simulator was developed.  This effort involved the 
modification and enhancement of legacy UNF logistics simulators previously developed by the DOE to result 
in a logistic simulator capable of modeling the range of disposition pathways and input parameters discussed 
above.  The TSL was used to simulate each of the 36 individual scenarios to provide information on a range of 
logistic parameters including quantities of UNF in at-reactor dry storage, shipping rates for the different types 
of dry storage canisters and bare fuel assemblies from the reactors, receipt rates at the CSF and the repository, 
quantities of UNF and canister types in dry storage, and number of canisters and UNF assemblies that are 
packaged and re-packaged.   

This quantitative logistic information was then used as input to pre-conceptual design development for 
consolidated storage facilities, packaging/re-packaging facilities and repository surface facilities.  The 
information was also used for making rough order of magnitude cost estimates.   

The CSF design concepts and facility sizes differ depending on the scenario and UNF receipt rates (vertical, 
horizontal, and bare fuel storage).  In addition, the following influence the CSF and packaging/re-packaging 
facility design concepts: 1)  the way existing legacy and continued use of dual purpose canisters (and single 
purpose storage casks) are managed, 2) the inventory and mix of canisters (vertical/horizontal) entering the 
waste management system, and 3) the strategy for managing UNF in fuel pools once CSF begins operation. 

High-Level Insights and Observations 

The objectives of the Fiscal Year 2012 Used Fuel Management System Architecture Evaluation were achieved. 
Methodologies, approaches, and tools were developed (Capability Development) and used to evaluate select 
UNF disposition scenarios (Capability Demonstration).  This effort re-established an important, foundational 
capability to assess potential UNF management options.  The purpose of the evaluation and analysis at this 
stage is to use insights gained to refine and focus the next phase of analysis, rather than to provide a basis for 
any decisions about the design of operation of the waste management system.  These high-level insights 
include: 

The rate that UNF is processed has a significant effect on the used fuel management system:   The results of 
this evaluation confirmed that the rate that UNF is transported between facilities, received at a CSF or a 
repository, and processed through a packaging/re-packaging facility effects the size of the facilities and 
associated infrastructure and the associated costs.  Larger throughput rates result in larger facilities and higher 
costs.  

There is also a trade-off with higher acceptance rates resulting in reduced at-reactor storage requirements, but 
larger facilities down-stream in the waste management system.  A large UNF acceptance rate, 6000 MTHM/yr, 
showed only incremental benefit in reducing on-site storage, but resulted in the largest facility requirements 
down-stream. 

Thermal considerations have a major impact on the operation of the system:  The entire UNF management 
system will have thermal constraints.  There are thermal limits on storage canisters, transportation 
overpacks/casks, and on geologic media.  Thermal constraints on transportation, which are more stringent than 
the constraints on storage canisters, mean that loading fuel into very large storage canisters at reactor sites may 
require storage of those canisters for decades before they could be moved due to thermal limits on the 
transportation overpacks/casks.  These thermal constraints become more of an issue for higher UNF acceptance 
rates from the reactors because the older, cooler fuel is transported from the reactor sites relatively soon after 
acceptance begins, leaving the hotter, younger fuel to be managed.  Lower acceptance rates allow this fuel to 
cool sufficiently and it can be transported. 
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Thermal limits for geologic disposal design concepts, not considered in this evaluation, could also require 
extended decay storage and/or the blending of UNF during packaging/re-packaging, potentially impacting 
when UNF could be shipped to a repository and how it would be managed at the CSF or repository. 

The implications of these thermal constraints and potential UNF management alternatives should be evaluated 
further. 

A large acceptance rate, on the order of 6000 MTHM/yr may result in under-utilized facilities and may not 
be cost-effective:  The analysis of a 6000 MTHM/yr acceptance rate, which is nearly three times the used fuel 
generation rate (~2000 MTHM/yr),shows that such a high rate may not be cost-effective in the long run. Even 
though it removes fuel from reactor sites more quickly, and thereby reduces the costs of at reactor storage, it 
requires large initial infrastructure expenditure in both transportation equipment and receipt facilities at the CSF 
that can only be used at the full capacity for a relatively short period of time.  This is due to fuel shipment 
restrictions based on thermal constraints.  A 6000 MTHM/yr acceptance rate only occurs at the beginning of 
operation of the system until these thermal constraints restrict the achievable acceptance rate to a rate matching 
UNF discharge from the reactors (around 2000 MTHM/yr). It is worth exploring rates in the area of 4000-4500 
MTHM/yr to determine if some of the benefits of an increased acceptance rate can be achieved without the 
spikes in UNF shipments that occur and under-utilization issues observed in the 6000 MTHM/yr acceptance 
scenarios. 

The start of UNF acceptance from the reactors and the UNF acceptance rate will impact on-site dry storage 
requirements:  The results presented in this report show that there is a significant decrease in the maximum 
amount of at-reactor dry storage required when the acceptance rate increases from 1500 MHMT/yr to 3000 
MTHM/yr .  However, there is a much smaller reduction in the maximum at-reactor dry storage capacity 
required when the acceptance rate is increased from 3000 MTHM/yr to 6000 MTHM/yr. 

Higher acceptance rates (3000 MTHM/yr, 6000 MTHM/yr) may not eliminate need for additional on-site dry 
storage when reactor fleet begins to shut down unless acceptance is “managed.” A youngest-fuel-first 
acceptance preference will still require additional dry storage when reactors shut down.  An oldest-fuel-first 
acceptance preference would require additional dry storage both during reactor operation and when the reactors 
shut down as preference would be given to shipping UNF already in dry storage from the reactor sites. 

An oldest-fuel-first (OFF) acceptance preference would also require continued at-reactor dry storage.  
Generally, older fuel is the first UNF loaded into dry storage and would be the first shipped under such an 
acceptance preference.  Since little fuel would be shipped directly from the used fuel pools, the reactors would 
have to transfer fuel from the pools to dry storage to maintain pool capacity. 

Acceptance start date and acceptance rates can reduce flexibility:  Lower UNF acceptance rates or delay in 
start of acceptance results in more UNF being placed into existing large canisters for at-reactor dry storage.  
This “hardens” this “boundary condition,” resulting in reduced flexibility later. 

The transportation capital cost is driven by the number of casks and transportation assets that need to be 
purchased during the campaign.  The rate that UNF is transported between the reactors, CSF, and repository 
and the cycle time needed to transport the UNF affect the size of the transportation fleet.  While the location of 
the storage facilities and repository drive the transportation time, transportation is actually only a small 
contributor to the overall cycle time.  Loading, unloading, and maintenance activities make up the majority of 
the cycle time.  Therefore, the acquisitions required are for the most part relatively independent of the location 
of the storage facility and repository. 

Acceptance priority assumptions have a significant impact on the UNF management system:  The 
management of UNF at the reactor sites define the “boundary condition” to which the system will respond.  
The acceptance priority assumptions, rates, and start dates assumed for this evaluation have a very significant 
impact on the transportation system and on the sizing of facilities. The preliminary analyses presented here 
suggest that there would be value to examining modifications to the acceptance priorities that would smooth out 
some of the sharp peaks and fluctuations that result from strict adherence to simple but rigid priority rules. 

Alternate strategies for acceptance from reactors and subsequent shipment to a repository may allow for 
optimization of down-stream facilities:  This initial evaluation assumed first-in-first-out shipping of UNF from 
the CSF to the repository.  It is unlikely that the waste management system would be operated in this manner.  
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A CSF could be treated as an integrated UNF management facility to act as a buffer between at-reactor UNF 
management needs and future repository requirements.  This would allow for optimizing shipments from 
reactors to minimize additional on-site dry storage requirements and optimizing shipments from the CSF to the 
repository to meet repository requirements while minimizing processing facility requirements.   

In addition, a managed UNF acceptance rate, perhaps giving preference to removing fuel from sites that are 
either shutdown or approaching shutdown, could potentially reduce long-term at-reactor dry storage 
requirements.   

System benefits may also be gained by de-coupling acceptance rates from the reactors to a CSF with shipping 
rates between the CSF and a repository.  For example, a shorter emplacement period with a higher 
emplacement rate at the repository than the acceptance rate from the reactors to the CSF combined with a later 
repository start could result in a large inventory of spent fuel at the CSF that could be more efficiently 
processed when the repository begins operating. 

Such approaches may require additional CSF storage capacity. Additional evaluation of these approaches is 
needed. 

A large-scale UNF handling effort will be needed regardless of the UNF management strategy, acceptance 
rates, and acceptance start dates:  There will always be a need to re-package large canisters unless the direct 
disposability of such canisters is shown to be feasible.  Approximately 11,200 canisters will have to be re-
packaged if all UNF is placed in such canisters.  Maintaining some fraction of the UNF as bare fuel at central 
storage facilities can reduce the number of canisters that would have to be re-packaged.  However, placing the 
entire UNF inventory in large canisters does not appear to require an increase in the packaging/re-packaging 
facility capabilities versus maintaining some fraction of the UNF as bare fuel.  In addition, the capability to 
store bare fuel in addition to storing UNF in canisters would be required.  There could also be broader system-
level impacts associated with maintaining a fraction of the UNF as bare fuel that have yet to be evaluated (e.g., 
worker dose).  Any potential benefit of not having to re-open canisters reduces for lower acceptance rates 
and/or delay in the start of acceptance. 

Smaller waste package sizes have a significant impact on packaging/re-packaging facility and transportation 
system requirements.  Processing a large number of smaller disposal canisters could result in the need for 
larger packaging/re-packaging facilities and a larger transportation infrastructure to meet the desired system 
throughput.  Future work investigating alternative disposal canister/overpack and transportation equipment 
design concepts may identify more efficient concepts. 

Bare fuel storage in wet pools at a CSF will likely lead to high CSF and overall system life-cycle costs.  
Future analyses of scenarios involving CSF storage of bare UNF should investigate alternative bare fuel storage 
concepts (such as dry storage vaults or single-purpose bolted lid bare UNF storage casks). 

At-Reactor operational and logistic constraints could affect the actual rate that UNF could be loaded into 
dry storage canisters or transported off-site.  Logistic analyses typically assume that there are no constraints 
on the ability of the reactor sites to load dry storage systems or transport UNF off-site.  These assumptions 
could potentially be challenged while a reactor is in operation due to multiple requirements and demands on the 
used fuel pool during and operating fuel cycle.  Such demands include receipt of fresh fuel, core re-load, fuel 
inspections/repair, and maintenance of the spent fuel pool. The actual window where fuel handling could occur 
may constrain the amount of used fuel that could be transferred to dry storage when either multiple fuel 
handling activities occur within a given operating fuel cycle (transfer to dry storage and loading for shipping 
off-site) or potentially when smaller capacity canisters are loaded (waste package compatible size canisters).  
These constraints should be further explored and their impacts on at-reactor logistics evaluated. 

Rough order of magnitude life cycle cost (ROM LCC) estimates of the entire nuclear waste management 
system varied depending on the scenario.   The estimated ROM LCC was found to be approximately 10% to 
20% larger when UNF packaging/re-packaging is performed at the CSF versus at the repository.  The estimated 
ROM LCC was also found to be approximately 20% to 85% larger than when all the UNF is loaded into 
existing size canisters at the reactor sites. 

Higher throughput requires larger facilities and infrastructure.  When considering the total away-from-reactor 
estimated ROM LCC, the lowest cost occurs for a UNF processing rate of 1500 MTHM/yr when re-packaging 
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is done at the CSF and for a UNF processing rate of 3000 MTHM/yr when re-packaging is done at the 
repository.   

However, the overall estimated ROM LCC of UNF management (all aspects of the UNF management system) 
is lowest when the UNF processing rate (acceptance from reactors, shipment from CSF to repository) is 3000 
MTHM/yr, CSF operations begin in 2020, and repository operations begin in 2040 for each of the major cases 
considered..   

Delaying the start of repository operations from 2040 to 2055 increases the estimated total UNF management 
ROM LCC by 5% - 10% for a 1500 MTHM/yr throughput rate, 15% - 20% for a throughput rate of 3000 
MTHM/yr, and 10% - 15% for a throughput rate of 6000 MTHM/yr. 
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USED FUEL MANAGEMENT SYSTEM ARCHITECTURE 
EVALUATION, FISCAL YEAR 2012  

1. INTRODUCTION 

The nuclear power industry’s used/spent fuel storage practices have evolved with changes in the nuclear 
industry.  The fuel cycle originally envisioned in which low burn-up fuel is reprocessed quickly to 
provide fresh fuel has evolved to a once-through fuel cycle in which the fuel is burned to reasonably high 
values with the ultimate fuel disposal not yet accomplished.  Delays (since 1989) in establishing a 
permanent repository have also forced evolution of the used/spent fuel storage concept.  What was once 
envisioned as short term wet (pool) storage has been augmented by expanded pool storage (re-racking) 
and by the addition of dry fuel storage.  

A variety of dry fuel storage systems have been and continue to be developed and deployed.  Of the 
approximately 70,000 MTU of UNF estimated to have been generated through 2012, approximately 27% 
is stored in 1,650 dry storage casks.  The amount of fuel that will be transferred from wet to dry storage is 
expected to increase steadily, at least until some off-site option is available.  For economic reasons, the 
nuclear industry is currently using large dry storage systems with canister capacities up to 37 PWR and 80 
BWR fuel assemblies, with larger capacity canisters being considered in the future.  These systems are 
either single purpose (storage only) or dual-purpose (storage and transportation); none of them were 
designed or are currently licensed for disposal.  In addition, such large capacity canisters may not be able 
to be emplaced in a geologic repository due to either physical emplacement constraints or the need for 
long periods of extended storage to allow for the thermal output of the fuel to decay so that repository 
thermal limits are met. While efforts are underway to evaluate the feasibility of directly disposing large 
capacity canisters, repackaging of the fuel assemblies in these large canisters may be required for 
disposal. 

The Blue Ribbon Commission for America's Nuclear Future (BRC 2012), in its report to the Secretary of 
Energy, recommended that: “(Recommendation #5) prompt efforts to develop one or more consolidated 
storage facilities be undertaken.” The Commission further recommended that stranded fuel should be first 
in line for transfer to a consolidated facility so that these plant sites can be completely decommissioned 
and put to other beneficial uses. Finally, the Commission recommended that “Using existing authority in 
the NWPA, DOE should begin laying the groundwork for implementing consolidated storage and for 
improving the overall integration of storage as a planned part of the waste management system without 
further delay.”  The Nuclear Waste Technical Review Board (in June 30, 2011 correspondence to the 
BRC) also emphasized the importance of considering consolidated storage in the context of an integrated 
waste management system and plan, stating that "The Board believes that the system-wide implications of 
developing consolidated interim storage should be considered as part of a detailed evaluation that includes 
the advantages and disadvantages of such an approach," and "Information from the detailed analysis, 
suggested above, also will inform decisions about what technical capabilities may be required at SNF 
storage-site locations. The Board agrees that taking full account of the complex nature and integrated 
dependencies of the entire waste disposal system is vitally important in making any decisions about 
options for managing SNF and HLW. Thus, siting an interim storage facility without an integrated waste 
management plan is not recommended."  

1.1 Objective 

This study, termed the Used Fuel Disposition Campaign (UFD) System Architecture Evaluation starts to 
address the BRC and NWTRB recommendations and investigate the back-end of the current once-through 
nuclear fuel cycle in a systematic manner.  It is a multi-year effort.  
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The objective of the System Architecture Evaluation is to identify and evaluate integrated approaches to 
transportation, storage, and disposal in the waste management system with an emphasis on providing 
flexibility to respond to unexpected situations and developments. As identified by the BRC, much of the 
waste management system flexibility can be provided by consolidated storage. Consequently, the 
integration of consolidated storage into a waste management system is a key aspect of the System 
Architecture Evaluation. 

This effort evaluates the implications of the current strategy for on-site storage of used nuclear fuel in 
large dry storage systems on the subsequent direct disposal of the stored used nuclear fuel in salt, 
clay/shale, and crystalline mined geologic repositories and in deep boreholes. Alternative strategies and 
approaches for managing the used nuclear fuel were identified and evaluated to identify potential benefits 
in cost and flexibility. Factors including emplacement capability, thermal constraints, the need for re-
packaging techniques, storage alternatives, transportation, and impacts on utility operations will 
ultimately be considered. Measures for flexibility and rough order of magnitude cost factors associated 
with each alternative were considered in the Fiscal Year 2012 (FY12) evaluation and, with additional 
factors, will be considered in future evaluations.  Factors associated with potential repository system 
implementation, such as surface and subsurface design, emplacement capability, thermal management, 
the need for waste package overpacks, etc., are developed as part of a companion evaluation related 
repository design and thermal load management (Hardin, et. al. 2012). 

Functional requirements for various cases of consolidated storage, re-packaging, and transportation 
concepts based on various initial conditions and disposition pathways will be determined.  The functional 
requirements allow the development of facility design concepts that are flexible with regard to initial 
conditions, changes in the disposition pathway or changes in the implementation method.  Once the 
consolidated storage functions are identified, alternatives for implementation can be developed and 
evaluated to identify potential benefits and disadvantages for several attributes.   

This study evaluates potential future strategies for managing used nuclear fuel generated by commercial 
power reactors.  DOE-managed spent nuclear fuel and high-level waste are excluded.  This study is 
limited to the current once-through (open) fuel cycle and does not evaluate other fuel cycle technologies 
being investigated by the DOE Office of Fuel Cycle Technologies.  This evaluation is based on the 
management of low enriched uranium dioxide (UOX) used nuclear fuel (UNF) generated by the existing 
fleet of light water reactors (LWR), termed as commercial used nuclear fuel (UNF).  The evaluation is 
also based on current NRC licensing requirements and current transportation requirements (including 
packaging).  

1.1.1 Fiscal Year 2012 Objectives 

The objectives of the System Architecture Evaluation in Fiscal Year 2012 (FY12) are to: 

1. Develop the overall framework of potential future commercial UNF disposition pathways. 

2. Begin the analyses to support determining system operation conditions (i.e., method for 
transporting fuel from reactors, approach for fuel storage at a centralized storage facility) and 
system operating parameters (e.g., facility operation dates, acceptance rates). 

3. Identify metrics that will be used to evaluate the disposition pathways and facility design 
concepts. 

4. Select a limited set of potential disposition pathways and system operating conditions/parameters 
for evaluation and identify those where additional analysis is needed. 

5. Evaluate commercial UNF management logistics for selected disposition pathways and  system 
operating conditions/parameters. 
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Without an operating repository, consolidated storage facility, or reprocessing facility, the only option is 
to build additional onsite storage, either wet or dry. Because at-reactor dry storage systems can be added 
in small increments as needed and are designed to allow passive cooling, their overall cost and 
maintenance are expected to be less than the cost and maintenance for an additional at-reactor pool. The 
commercial nuclear industry uses dry storage to meet its fuel storage needs; no utility has constructed an 
additional pool to meet a portion of its storage needs. Figure 2-2 is a map showing the location of 
currently licensed independent spent fuel storage installations (ISFSIs) as well as the additional 10 sites 
currently pursuing licenses. 

Through 2012, it is estimated that the commercial nuclear industry will have generated approximately 
70,000 MTU of UNF contained in about 245,000 assemblies (140,000 from BWRs and 105,000 from 
PWRs) (Carter et al. 2012). According to data collected by Ux Consulting, as of September 2012 a total 
of 65,261 assemblies were being stored in 1,650 casks, with approximately 73% of the total fuel 
inventory discharged remaining in wet storage (UxC 2011).  It is projected that by 2020, total UNF 
discharges will be approximately 88,000 MTU (Carter et al. 2012). Roughly 35,000 MTHM of that is 
expected to be in dry storage by that time with the remaining 53,000 MTHM in the reactor pools. The fuel 
in dry storage by the time waste acceptance starts represent a legacy that must be dealt with regardless of 
what approach is taken to managing newly discharged fuel going forward.  By 2060, when all currently 
licensed reactors will have reached the end of their operational lives, assuming a 60-year maximum, there 
will be approximately 140,000 MTU of UNF discharged from the reactor fleet (Carter et al.  2012).   

Since the first dry storage facility was licensed in 1986, as of November 2010 the NRC has granted 63 
licenses for ISFSIs for commercial power plants, as well as three additional licenses at DOE facilities 
(two at Idaho National Laboratory [INL] and one at Fort St. Vrain) (NRC 2012). A total of 48 of the 
ISFSIs received a general license granted under U.S. Code of Federal Regulations (CFR) Title 10, Part 72 
(10 CFR 72). An example of an ISFSI is shown in Figure 1-2. One of the commercial licenses is for the 
Private Fuel Storage centralized ISFSI in Utah that has not begun construction because of ongoing 
litigation. It is estimated that by 2020, an additional 34 reactors will require dry storage capability and 
that by 2026, all but three of the currently operating commercial nuclear power plants will require dry 
storage for their UNF. 

When a utility shuts down or decommissions a commercial nuclear power plant, the UNF remains onsite, 
even after all the infrastructure associated with the reactor and its operation is removed. The Blue Ribbon 
Commission for America’s Nuclear Future has recommended that the UNF from these sites with no 
operating reactor be “first in line” for removal to a central storage facility when one is available. An 
additional issue can arise at a shutdown reactor when the spent fuel pool is decommissioned, thus limiting 
the ability to mitigate potential problems with the dry cask storage system (DCSS). The NRC refers to 
sites as “ISFSI Only” when the 10 CFR 50 license for the reactor has been terminated, which can occur 
only when all facilities including the spent fuel pool have been decommissioned, but fuel still remains in 
dry storage onsite. 
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Figure 2-2.  Locations of independent spent fuel storage installations 
(Source: http://www.nrc.gov/waste/spent-fuel-storage/locations.pdf). 

 

There are 15 commercial light water power reactors that have been permanently shut down (NEI 2011b), 
not including the Shoreham reactor (Shoreham completed only low-power testing and has been fully 
decommissioned, with the fuel shipped to another utility). Three other non-light-water commercial 
reactors also have been permanently shut down. Another 10 reactors, either commercially owned but not 
considered power reactors or DOE-owned power reactors, also have been permanently shut down. Of the 
commercial LWR sites that have been shut down, six (Big Rock Point, Connecticut Yankee [Haddam 
Neck], Maine Yankee, Rancho Seco, Trojan, and Yankee Rowe) are currently classified as “ISFSI Only” 
(NRC 2011). Humboldt Bay is effectively in that category as well because the pool has been 
decommissioned, and the license for the reactor is expected to be terminated in 2015. LaCrosse is 
expected to transfer all its fuel to dry storage in the near future, and then to decommission its spent fuel 
pool. The two units at Zion are expected to do the same within the next 3 years. 

Figure 2-3 shows the cumulative number of reactors projected to be shutdown over time, assuming all 
104 operating reactors receive a 20-year extension to their operating license.  With the recent decision to 
shutdown the Kewaunee nuclear power plant, an additional eight reactors will move toward “ISFSI Only” 
by 2030. Shortly after 2040, half the current fleet will become “ISFSI Only” sites as the reactors and 
supporting infrastructure are decommissioned.   

Additional detail regarding the at-reactor management of commercial UNF is provided in Appendix A. 
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2.2 Disposal Media and Repository Design Concepts 

The UFD campaign is currently evaluating the viability of mined geologic disposal concepts in three 
geologic media (clay/shale, salt, and crystalline rock) and deep borehole disposal in crystalline basement 
rock (Rechard et al. 2011). Mined geologic repository design concepts have been developed for each of 
these media (Hardin et al. 2012, Brady et al. 2009).   

Mined geologic repository design concepts for the direct disposal of used/spent fuel fall into one of two 
classes: open or enclosed (Hardin et al. 2012).  The enclosed repository concept calls for waste packages 
to be in direct contact with any surrounding medium such as buffer, backfill, or host geology, while the 
open concept allows an open gap around the packages at the time of waste emplacement.  The choice of 
concepts impacts thermal management because it determines whether there is air space around the waste 
packages in which heat can be dispersed principally (and more efficiently) by thermal radiation and 
natural or forced convection.  Open emplacement concepts are amenable to rock types where excavated 
openings persist for long time periods, because of either the inherent stability of the opening or reliance 
on long-lived ground support.   

Thermal limits for the different repository media constrain the size of the waste packages that could be 
emplaced in them.  Table 2-1 shows the waste package sizes for the different media and facility design 
concepts under consideration by the UFD campaign, based on thermal analyses considering generic 
properties for each medium (Hardin et al. 2012, Arnold et al. 2010).  These waste package sizes are 
similar in size to those being considered in other countries developing geologic repositories. 

It is recognized that evaluations are being conducted to evaluate the feasibility of directly disposing larger 
packages.  However, in this UFD System Architecture evaluation, it is assumed that commercial UNF is 
ultimately packaged into what are termed “waste package compatible” size canisters (WPSCs) of the sizes 
shown in Table 2-1 that would be inserted into final disposal packages for emplacement in a geologic 
repository.   

Table 2-1.  Waste Package Capacity for Generic Media 
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3. DISPOSITION PATHWAY EVALUATION 

Where and when the packaging or re-packaging of commercial UNF will occur is a key question 
addressed in this evaluation.  The evolution of the design for a repository in unsaturated tuff considered 
two alternatives:  

• Shipment of individual fuel assemblies (referred to as “bare fuel”) to the repository in re-useable 
transportation casks for packaging into waste packages and shipment of already loaded dry 
storage canisters/casks to the repository where they would be opened and the fuel assemblies re-
packaged into waste packages. 
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• Canisterization of the majority of the fuel at reactor sites into large (21 PWR/ 44 BWR) 
assembly) Transportation, Aging, and Disposal (TAD) canisters that could be stored at the reactor 
site, transported to the repository, and ultimately disposed inside a waste package overpack.  
Shipment of already loaded dry storage casks to the repository where they would be opened and 
the fuel assemblies re-packaged into waste packages.  Shipment of a limited number (~10%) of 
individual fuel assemblies to the repository in both dual-purpose canisters/casks and re-useable 
transportation casks for packaging into waste packages. 

The surface facility designs for the two alternatives were significantly different.  The first alternative, 
considered initially in the design process, required large throughput capacity bare fuel handling facilities.  
The second alternative required the majority of the canisterization to take place at the reactor sites, with 
lower throughput capacity bare fuel handling facilities at the repository site. The second alternative, based 
on the canisterization of most UNF into TADs at reactor sites, was adopted for the design included in the 
repository license application submitted to the U.S. NRC in 2008.  

The disposition evaluation pathway evaluation discussed in this section considers a broader set of 
alternatives to investigate how they might contribute to the overall flexibility of the UNF management 
system.  These alternatives include the storage of commercial UNF at an off-site Consolidated Storage 
Facility (CSF), canisterization of bare fuel at reactors, packaging/re-packaging of UNF at either the CSF 
or a repository, wet or dry packaging/re-packaging, multiple CSFs with different capacities, different 
repository environments having different waste package size limitations, and different throughputs at the 
CSF and at the repository. 

The overall logistic framework describing the different options/alternatives and disposition pathways is 
shown in Figure 3-1.  The logistic framework shows all the potential pathways for fuel assemblies stored 
at-reactor, either wet or dry, through a CSF (or multiple CSFs), to ultimate disposition in a geologic 
repository. 

This framework begins with an initial state of conditions as they currently exist and are expected to 
continue: 

• Fuel assemblies are stored as bare fuel in the wet pools at each reactor site. 

• Fuel assemblies are transferred from the wet pools to dry storage systems at each reactor site to 
maintain full-core off-load capacity within the wet pools.  The dry storage systems utilized are 
those currently being loaded (termed “existing size” casks/canisters, or ESCs). 

• All remaining fuel assemblies are transferred from the wet pools to existing size dry storage 
systems at each reactor site after the reactor is shut down. 

Three different alternatives for future at-reactor management of UNF were also considered in developing 
the broad UNF disposition framwork: 

• Transfer of bare fuel in re-useable transportation casks directly to the CSF when the reactor is 
shut down and a CSF is available.  This alternative requires bare fuel handling and storage 
capability at the CSF and maintaining the bare fuel in the pools at the reactor sites until it is all 
shipped. 

• Transition from ESCs systems to loading WPSCs at the reactor sites.  Such canisters would not 
have to be re-opened and the individual fuel assemblies re-packaged prior to emplacement in a 
repository.  The maximum fuel assembly capacity of the waste package compatible size canisters 
depends on the media and design concept of the repository assumed (see Table 2-1). 

• Accelerate the transfer of fuel assemblies from the wet pool to at-reactor dry storage.  In this 
option, all fuel assemblies residing in the wet pools for a period of time greater than 5 years post 
reactor discharge would be transferred to dry storage as fast as possible. 
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A range of different options are considered for the CSF facilities: 

• Storage of existing size dry storage canisters 

• Storage of waste package compatible size dry storage canisters 

• Storage of bare fuel 

• Re-packaging capability for existing size canisters (wet or dry) either upon receipt at the CSF or 
prior to transport to a repository 

• Packaging capability for bare fuel (wet or dry) upon receipt at the CSF 

• Bare fuel packaging and/or canister re-packaging either upon fuel assembly receipt at CSF or 
prior to transport to a repository 

Three options are considered for the repository 

• Direct disposal of waste package compatible size canisters 

• Repackaging of existing size canisters (wet or dry) 

• Packaging of bare fuel (wet or dry) 

The overall logistics framework shown in Figure 3-1 was expanded to show the potential disposition 
pathways for an individual fuel assembly given all of the options described above.  This expanded 
framework is shown in Figure 3-2.  The color-coding in Figure 3-2 shows the stage in the disposition 
logic where existing size dry storage canisters (red) are re-packaged into waste package compatible size 
canisters (green) or when bare fuel assemblies (blue) are either packaged into existing size canisters (red) 
or into waste package compatible size canisters (green).  The complexity of each disposition pathway can 
also be seen from the number of steps required between at-reactor storage and ultimate disposal. 

3.1 Case Descriptions 

The commercial used nuclear fuel assembly disposition logic shown in Figure 3-2 was used to develop 
the overall cases that will be evaluated, which are described below.  Each of these cases has the common 
starting point described above - the current status of commercial UNF storage at-reactor and its expected 
evolution over a period of time until decisions are made: 

• Fuel assemblies are stored as bare fuel in the wet pools at each reactor site. 

• Fuel assemblies are transferred from the wet pools to dry storage systems at each reactor site to 
maintain full-core off-load capacity within the wet pools.  The dry storage systems utilized are 
those currently loaded (termed “existing size” casks/canisters, or ESCs). 

• All remaining fuel assemblies are transferred from the wet pools to existing size dry storage 
systems at each reactor site after the reactor is shut down. 

The UNF processing steps for each case are described and the overall requirements to implement that case 
are provided. Each case is mapped to the individual fuel assembly pathways in Figure 3-2. Each case 
description below ends with case identification numbers that map to individual repository disposal boxes 
on the right of Figure 3-2.  All cases assume that a CSF will be provided earlier than the repository. 

Note that the case descriptions that follow do not make any assumptions regarding how the system 
architecture would be operated or the facility design concepts that could be utilized.  The description 
below provides a pathway through which each fuel assembly could pass between at-reactor storage to 
ultimate disposal.  The disposition cases that were selected for evaluation in FY12 are described in 
Section 3.2 and the assumptions, boundary conditions, and input parameters used in the evaluation are 
presented in Section 3.3. 
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Figure 3-2. Fuel Assembly Disposition Logic
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3.1.1 Case 1:  Canisterize at Reactor / Re-Package into Waste Package 
Compatible Size Canisters at a Re-Packaging Facility Co-Located with the 
Repository 

This case is considered as the “base case” in that it is “closest” to the current once-through fuel cycle 
approach and involves the loading of existing size canisters at the reactor site, transporting them to the 
CSF for storage, and transporting them to the repository for re-packaging and ultimate disposal. Once the 
repository is available, the canisters are shipped from the reactors directly to the repository. The CSF 
serves only as a temporary buffer to allow canisters to be accepted from reactors before the repository is 
in operation. 

Logistic Steps 

• Bare fuel transferred to existing size canisters during reactor operation to maintain full core off-

load capacity in the at-reactor wet pool  

o On-Site Storage prior to CSF or repository availability 

o Transported, provided the fuel is sufficiently cool to meet transportation overpack/cask 

thermal limits, from Reactor Site to:   

� CSF prior to repository availability; or 

� Repository when available 

• Bare fuel in the wet pool transferred to existing size canisters during reactor operation for direct 

transport, provided the fuel is sufficiently cool to meet transportation overpack/cask thermal 

limits, to 

o CSF when available and prior to repository availability; or 

o Repository when available 

• Bare fuel transferred to existing size canisters at reactor shutdown  

o On-Site Storage prior to CSF or repository availability 

o Transported provided the fuel is sufficiently cool to meet transportation overpack/cask 

thermal limits, from Reactor Site to:  

� CSF prior to repository availability; or 

� Repository when available 

• Existing size canisters stored at CSF 

• Existing size canisters transported from CSF to repository when repository is available 

• Packaging/Re-Packaging at Repository 

o Wet (Case 1 – R-W, see Figure 3-2) 

o Dry (Case 1 – R-D, see Figure 3-2)  

Capability Requirements: 
Common to all cases: 

• At-reactor bare fuel handling 

• At-reactor existing size canister loading 

• At-reactor storage of existing size canisters 

• Existing size canister/overpack transportation from reactor to CSF �
�
��������	�����������

• Existing size canister storage at the CSF �
• Existing size canister/overpack transportation from CSF to the repository 

• Canister re-packaging at the repository 
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3.1.2 Case 2:  Bare Fuel Handling / Re-Packaging into Waste Package 
Compatible Size Canisters at a Re-Packaging Facility Co-Located with the 
Repository 

This case includes all aspects of Case 1, but transports bare fuel in re-useable transportation casks to the 
CSF when it becomes operational for storage only and to the repository when it becomes available.  All 
packaging / re-packaging into waste package compatible size canisters is performed at a re-packaging 
facility co-located with the repository.  This case allows for use of re-useable transportation casks to 
transport a significant fraction of fuel from reactor sites to the CSF and to the repository and from the 
CSF to the repository. Once the repository is available, the bare fuel and canisters are shipped from the 
reactors directly to the repository. The CSF serves only as a temporary buffer to allow bare fuel and 
canisters to be accepted before the repository is in operation. 

Logistic Steps 

• Bare fuel transferred to existing size canisters during reactor operation to maintain full core off-

load capacity in the at-reactor wet pool  

o On-Site Storage prior to CSF or repository availability 

o Transported, provided the fuel is sufficiently cool to meet transportation overpack/cask 

thermal limits, from Reactor Site to:  

� CSF prior to repository availability; or 

� Repository when available 

• Bare fuel in the wet pool transported in re-useable transportation casks, provided the fuel is 

sufficiently cool to meet transportation cask thermal limits, during reactor operation directly to 

o CSF when available and prior to repository availability; or 

o Repository when available 

• Bare fuel transferred to existing size canisters at reactor shutdown prior to CSF availability  

o On-Site Storage prior to CSF or repository availability 

o Transported, provided the fuel is sufficiently cool to meet transportation overpack/cask 

thermal limits, from Reactor Site to:  

� CSF prior to repository availability; or 

� Repository when available 

• Existing size canisters stored at CSF 

• Bare fuel stored at CSF (wet or dry) 

• Bare fuel transferred to repository in re-useable casks when available 

• Existing size canisters transported from CSF to repository when available 

• Packaging/Re-Packaging at Repository 

o Wet (Case 2 – R-W, see Figure 3-2) 

o Dry (Case 2 – R-D, see Figure 3-2) 

A variant to this case is to maintain bare fuel in wet pools at the end of reactor operations in a safe-storage 
configuration until a CSF or a repository becomes available, when it would then be transported off-site to 
either the CSF or the repository in re-useable transportation casks, provided the fuel is sufficiently cool to 
meet transportation cask thermal limits.  This variant requires that reactor decommissioning and 
demolition be delayed until the bare fuel is moved off-site. 
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Capability Requirements 
 
Common to all cases: 

• At-reactor bare fuel handling 

• At-reactor existing size canister loading 

• At-reactor storage of existing size canisters 

• Existing size canister/overpack transportation from reactor to CSF �
�

�
��������	�����������
• Bare fuel transportation from reactor to CSF  

• Existing size canister storage at the CSF  

• Bare fuel storage at the CSF  

• Existing size canister/overpack transportation from CSF to the repository 

• Bare fuel transportation from CSF to the repository 

• Canister re-packaging at the repository 

• Bare fuel packaging at repository 

3.1.3 Case 3:  Canisterize at Reactor / Re-Package into Waste Package 
Compatible Size Canisters at a Re-Packaging Facility Co-Located with the 
CSF Prior to Repository Transport 

This case similar to Case 1 except all packaging/re-packaging into waste package compatible size 
canisters is done at a re-packaging facility co-located with the CSF prior to transport to repository.  Note 
that there is no direct transport between reactor and repository as all packaging is done at the CSF, which 
eventually handles all commercial UNF destined for the repository. 

Logistic Steps 

• Bare fuel transferred to existing size canisters during reactor operation to maintain full core off-

load capacity in the at-reactor wet pool  

o On-Site Storage prior to CSF availability; or 

o Transported, provided the fuel is sufficiently cool to meet transportation overpack/cask 

thermal limits, from Reactor Site to CSF when available 

• Bare fuel in the wet pool transferred to existing size canisters during reactor operation for 

transport to CSF when available, provided the fuel is sufficiently cool to meet transportation 

overpack/cask thermal limits 

• Bare fuel transferred to existing size canisters at reactor shutdown 

o On-Site Storage prior to CSF availability; or 

o Transported, provided the fuel is sufficiently cool to meet transportation overpack/cask 

thermal limits, from Reactor Site to CSF when available  

• Existing size canisters stored at CSF 

• Existing size canisters re-packaged at CSF prior to Transport to Repository (>5 yr before 

available) 

o Wet (Case 3 – CIST-W, see Figure 3-2) 

o Dry (Case 3 – CIST-D, see Figure 3-2) 

• Waste Package compatible size canisters transported from CSF to repository when available�
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Capability Requirements 
 
Common to all cases: 

• At-reactor bare fuel handling 

• At-reactor existing size canister loading 

• At-reactor storage of existing size canisters 

Existing size canister/overpack transportation from reactor to CSF�
�
�
��������	�����������

• Existing canister storage at the CSF 

• Canister re-packaging at the CSF prior to transport to the repository 

o There could be multiple CSFs to increase re-packaging rate 

o There could be phased deployment:  storage first, re-packaging capability later (when 

the specific repository requirements are known) 

• Waste package compatible size canister/overpack transportation from CSF to the repository 

3.1.4 Case 4:  Bare Fuel Handling / Re-Packaging into Waste Package 
Compatible Size Canisters at a Re-Packaging Facility Co-Located with the 
CSF Prior to Repository Transport 

This is similar to Case 2 except that all packaging/repackaging into waste package compatible size 
canisters is done at a re-packaging facility co-located with the CSF facility prior to transport to the 
repository. Bare fuel is transported to the CSF facility for storage with bare fuel packaging done at CSF 
prior to transport to the repository.  Note that there is no direct transport between the reactor sites and the 
repository as all packaging and re-packaging is done at the CSF.  This case allows for use of re-useable 
transportation casks to transport a significant fraction of fuel from reactor sites to the CSF. 

Logistic Steps 

• Bare fuel transferred to existing size canisters during reactor operation to maintain full core off-

load capability in wet pool 

o On-Site Storage prior to CSF availability 

o Transported from Reactor Site to CSF when available, provided the fuel is sufficiently 

cool to meet transportation overpack/cask thermal limits 

• Bare fuel in the wet pool transported in re-useable transportation casks, provided the fuel is 

sufficiently cool to meet transportation cask thermal limits, during reactor operation to CSF when 

available 

• Bare fuel transferred to existing size canisters at reactor shutdown, prior to CSF availability 

o On-Site Storage prior to CSF availability 

o Transported from Reactor Site to CSF when available, provided the fuel is sufficiently 

cool to meet transportation overpack/cask thermal limits 

• Bare fuel transferred to CSF in re-useable transportation casks for storage, when CSF becomes 

available, provided the fuel is sufficiently cool to meet transportation cask thermal limits, 

• Existing size canisters stored at CSF 

• Bare fuel stored at CSF (wet or dry) 

• Bare fuel is packaged at CSF prior to transport to repository (>5 yr before available) 
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• Existing size canisters re-packaged at CSF prior to Transport to Repository (>5 yr before 

available) 

o Wet (Case 4 – CIST-W, see Figure 3-2) 

o Dry (Case 4 – CIST-D, see Figure 3-2) 

• Waste Package compatible size canisters transported from CSF to repository when available 

Capability Requirements 
 
Common to all cases: 

• At-reactor bare fuel handling 

• At-reactor existing size canister loading 

• At-reactor storage of existing size canisters 

• Existing size canister/overpack transportation from reactor to CSF 

 

�
��������	�����������
• Bare fuel transportation from reactor to CSF 

• Existing canister storage at the CSF 

• Bare fuel storage at the CSF 

• Canister re-packaging at the CSF facility prior to transport to the repository 

o There could be multiple CSFs/re-packaging facilities to increase re-packaging rate 

o There could be phased deployment:  storage first, re-packaging capability later(when the 

specific repository requirements are known) 

• Bare fuel packaging at the CSF prior to transport to the repository 

o There could be multiple CSFs/re-packaging facilities to increase bare fuel packaging 

rate 

o There could be phased deployment:  storage first, bare fuel packaging capability 

later(when the specific repository requirements are known) 

• Waste package compatible size canister/overpack transportation from CSF to the repository 

3.1.5 Case 5:  Canisterize at Reactor / Re-Package into Waste Package 
Compatible Size Canisters at CFS Receipt at a Re-Packaging Facility Co-
Located with the CSF 

This case is similar to Case 1 except all re-packaging into waste package compatible size canisters is done 
at a re-packaging facility co-located with the CSF upon receipt.  Note that there is no direct transport 
between the reactor sites and the repository as all packaging is done at the CSF. 

This case presumes canister size for repository disposal is known, possibly well in advance of when the 
repository would be available (or sited), or that small canisters are used to maximize compatibility with 
any repository design.  It also requires two canisterization steps in very close temporal proximity for the 
existing size canisters loaded at the reactor sites, then re-packaged upon receipt at the CSF facility. 

Logistic Steps 

• Bare fuel transferred to existing size canisters during reactor operation to maintain full core off-

load capacity in the at-reactor wet pool  

o On-Site Storage prior to CSF availability 
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o Transported from Reactor Site to CSF when available, provided the fuel is sufficiently 

cool to meet transportation overpack/cask thermal limits 

• Bare fuel transferred to existing size canisters at reactor shutdown 

o On-Site Storage prior to CSF availability 

o Transported from Reactor Site to CSF when available , provided the fuel is sufficiently 

cool to meet transportation overpack/cask thermal limits, 

• Existing size canisters re-packaged at CSF Receipt 

o Wet (Case 5 – CISR-W, see Figure 3-2) 

o Dry (Case 5 – CISR-D, see Figure 3-2) 

• Waste Package compatible size canisters stored at CSF 

• Waste Package compatible size canisters transported from CSF to repository when available 

Capability Requirements 
 
Common to all cases: 

• At-reactor bare fuel handling 

• At-reactor existing size canister loading 

• At-reactor storage of existing size canisters 

• Existing size canister/overpack transportation from reactor to CSF 

 

�
��������	�����������
• Canister re-packaging into waste package compatible size canisters at the CSF upon receipt 

o There could be multiple CSFs/re-packaging facilities to increase re-packaging rate 

o There could NOT be phased deployment:  re-packaging capabilities would be required at 

the start of facility operations to support storage 

• Waste package compatible size canister storage at the CSF 

• Waste package compatible size canister/overpack transportation from CSF to the repository�

3.1.6 Case 6:  Bare Fuel Processing / Re-Packaging into Waste Package 
Compatible Size Canisters at CSF Receipt at a Re-Packaging Facility Co-
Located with the CSF 

This case is identical to Case 2 except all bare fuel packaging and canister re-packaging into waste 
package compatible size canisters is done a re-packaging facility co-located at the CSF upon receipt. Note 
that there is no direct transport between reactor sites and the repository as all packaging and re-packaging 
is done at the CSF.  This case allows for the use of re-useable transportation casks to transport a 
significant fraction of fuel from reactor sites to the CSF facility. 

This case presumes that the disposal canister size for repository disposal is known, possibly well in 
advance of when a repository would be available (or sited); or that a canister small enough to be 
compatible with a wide range of repository designs is utilized.  It also requires two canisterization steps in 
very close temporal proximity for the existing size canisters loaded at the reactor sites, then re-packaged 
upon receipt at the CSF facility. 

Logistic Steps 

• Bare fuel transferred to existing size canisters during reactor operation to maintain full core off-

load capacity in the at-reactor wet pool  
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o On-Site Storage prior to CSF availability 

o Transported from Reactor Site to CSF when available, provided the fuel is sufficiently 

cool to meet transportation overpack/cask thermal limits 

• Bare fuel transferred to existing size canisters at reactor shutdown prior to CSF availability 

o On-Site Storage prior to CSF availability 

o Transported from Reactor Site to CSF when available , provided the fuel is sufficiently 

cool to meet transportation overpack/cask thermal limits, 

• Bare fuel transferred to CSF in re-useable casks, when available, provided the fuel is sufficiently 

cool to meet transportation cask thermal limits, 

• Bare fuel is packaged and existing size canisters re-packaged into waste package compatible size 

canisters at CSF Receipt 

o Wet (Case 6 – CISR-W, see Figure 3-2) 

o Dry (Case 6 – CISR-D, see Figure 3-2) 

• Waste Package compatible size canisters stored at CSF 

• Waste Package compatible size canisters transported from CSF to repository when available 

Capability Requirements 
 
Common to all cases: 

• At-reactor bare fuel handling 

• At-reactor existing size canister loading 

• At-reactor storage of existing size canisters 

• Existing size canister/overpack transportation from reactor to CSF 

 

�
��������	�����������
• Bare fuel transportation from reactor to CSF 

• Existing-size canister re-packaging at the CSF upon receipt 

o There could be multiple CSFs/re-packaging facilities to increase re-packaging rate 

o There could NOT be phased deployment:  re-packaging capabilities would be required to 

support storage 

• Bare fuel packaging at the CSF upon receipt 

o There could be multiple CSFs/re-packaging facilities to increase re-packaging rate 

o There could NOT be phased deployment:  re-packaging capabilities would be required�at 

the start of facility operations to support storage 

• Waste package compatible size canister storage at the CSF 

• Waste package compatible size canister/overpack transportation from CSF to the repository 

3.1.7 Case 7:  Bare Fuel Processing / Packaging into Existing Size Canisters at 
CSF Receipt –Re-Package into Waste Package Compatible Size Canisters 
at a Re-Packaging Facility Co-Located with the Repository 

 
This case is similar to Case 2 except bare fuel is transported to the CSF facility in re-useable 
transportation casks and packaged into existing size canisters (i.e., single canister design for PWR and 
BWR UNF) and stored, when the CSF becomes available.  All existing size canisters previously loaded at 
the reactors are stored at the CSF facility, then transported to repository and re-packaged into waste 
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package compatible size canisters for disposal.  There is no shipment of fuel from reactors directly to the 
repository. This case allows for use of re-useable transportation casks to transport a significant fraction of 
fuel from reactor sites to the CSF.  It includes two packaging/re-packaging capabilities; one at the CSF at 
receipt and one at the repository. 

Logistic Steps 

• Bare fuel transferred to existing size canisters during reactor operation to maintain full core off-

load capacity in the at-reactor wet pool  

o On-Site Storage prior to CSF availability 

o Transported from Reactor Site to CSF when available, provided the fuel is sufficiently 

cool to meet transportation overpack/cask thermal limits, 

• Bare fuel transferred to CSF at reactor shutdown - prior to CSF availability 

o On-Site Storage prior to CSF availability 

o Transported from Reactor Site to CSF when available , provided the fuel is sufficiently 

cool to meet transportation cask thermal limits 

• Bare fuel transferred to CSF in re-useable casks, when available 

• Bare fuel is packaged into existing size canisters at CSF Receipt 

o Wet (Case 7 – CISR-W - #)  

o Dry (Case 7 – CISR-D - #) 

• Existing Size canisters stored at CSF 

• Existing size canisters transported from CSF to repository when available 

• Packaging/re-packaging at repository 

o Wet (Case 7 – CISR-W – R-W; Case 7 – CISR-D – R-W, see Figure 3-2) 

o  Dry (Case 7 – CISR-W – R-D; Case 7 – CISR-D – R-D, see Figure 3-2)  

 
Capability Requirements 
 
Common to all cases: 

• At-reactor bare fuel handling 

• At-reactor existing size canister loading 

• At-reactor storage of existing size canisters 

• Existing size canister/overpack transportation from reactor to CSF 

Specific to this case 

• Bare fuel transportation from reactor to CSF 

• Bare fuel packaging at the CSF upon receipt 

o There could be multiple CSFs/packaging facilities to increase packaging rate 

o There could NOT be phased deployment:  Packaging capabilities would be required at 

the start of facility operations to support storage 

• Existing size canister storage at the CSF 

• Existing size canister/overpack transportation from CSF to the repository 

• Canister re-packaging at the repository 
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3.1.8 Case 8:  Bare Fuel Processing / Packaging at CSF Receipt – Existing Size 
Canisters, Re-Package at a Re-Packaging Facility Co-Located with the 
CSF Prior to Repository Transport 

This is identical to Case 7 except that all repackaging of fuel from existing size canisters into waste 
package compatible size canisters for disposal is done at the CSF before transportation to the repository 
for disposal.  Like Case 7, this case allows for use of re-useable transportation casks to transport a 
significant fraction of bare fuel from reactor sites to the CSF.  It includes two packaging/re-packaging 
capabilities; one at the CSF upon receipt to load bare fuel into existing size canisters and one at the CSF 
prior to transport to re-package UNF from existing size canisters into waste package compatible size 
canisters. 

Logistic Steps 

• Bare fuel transferred to existing size canisters during reactor operation to maintain full core off-

load capacity in the at-reactor wet pool  

o On-Site Storage prior to CSF availability 

o Transported from Reactor Site to CSF when available, provided the fuel is sufficiently 

cool to meet transportation overpack/cask thermal limits, 

• Bare fuel transferred to CSF at reactor shutdown if CSF is available 

o On-Site Storage prior to CSF availability 

o Transported from Reactor Site to CSF when available, provided the fuel is sufficiently 

cool to meet transportation cask thermal limits  

• Bare fuel transferred to CSF in re-useable casks, when available, provided the fuel is sufficiently 

cool to meet transportation cask thermal limits, 

• Bare fuel is packaged into existing size canisters at CSF Receipt 

o Wet (Case 7 – CISR-W - #) or Dry (Case 7 – CISR-D - #) 

• Existing Size canisters stored at CSF 

• Existing size canisters re-packaged at CSF prior to repository transport (>5 yr ahead of 

availability) 

o Wet (Case 8 – CISR-W – CIST-W; Case 8 – CISR-D – CIST –W, see Figure 3-2) 

o Dry (Case 8 – CISR-W – CIST -D; Case 8 – CISR-D – CIST -D, see Figure 3-2)  

• Waste Package compatible size canisters transported from CSF to repository when available 

Capability Requirements 
 
Common to all cases: 

• At-reactor bare fuel handling 

• At-reactor existing size canister loading 

• At-reactor storage of existing size canisters 

• Existing size canister/overpack transportation from reactor to CSF 

Specific to this case 

• Bare fuel transportation from reactor to CSF 

• Bare fuel packaging capabilities required at the CSF upon receipt 

o There could be multiple CSFs/packaging facilities to increase packaging rate 

o There could NOT be phased deployment of initial capabilities:  Packaging capabilities 

would be required at the start of facility operations to support storage.  There could be 
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phased deployment of any additional re-packaging necessary for waste package 

compatible size canisters. 

• Existing size canister storage at the CSF 

• Re-packaging at the CSF; prior to transport to the repository 

• Waste package compatible size canister/overpack transportation from CSF facility to the 

repository 

3.1.9 Case 9:  Transition to Loading Waste Package Compatible Size Canisters 
at Reactor at Future Time  

This case is a variant to Cases 1, 3, and 5.  It assumes all bare fuel is canisterized at-reactor (no bare fuel 
handling at the CSF facility or at the repository).   The capability and steps are identical to Cases 1, 3, and 
5 above, except further growth of the  inventory of existing size canisters is stopped by creation of waste 
package compatible size canisters at reactor sites instead. 

• Bare fuel transferred to existing size canisters during operation, prior to transition to waste 

package compatible size canisters loaded at-reactor; Time < X (i.e., 10 years in advance of 

repository becoming operational)  

o On-Site Storage prior to CSF availability 

o Transported from Reactor Site, provided the fuel is sufficiently cool to meet 

transportation overpack/cask thermal limits, to:  

� CSF prior to repository availability 

� Repository when available 

• Bare fuel transferred to existing size canisters at shutdown, prior to transition to waste package 

compatible size canisters loaded at-reactor; Time < X  

o On-Site Storage prior to CSF availability 

o Transported from Reactor Site, provided the fuel is sufficiently cool to meet 

transportation overpack/cask thermal limits, to:  

� CSF prior to repository availability 

� Repository when available 

• Bare fuel transferred to waste package compatible size canisters during operation, after transition 

to waste package compatible size canisters loaded at-reactor; Time � X  

o On-Site Storage prior to CSF availability 

o Transported from Reactor Site, provided the fuel is sufficiently cool to meet 

transportation overpack/cask thermal limits, to:  

� CSF prior to repository availability 

� Repository when available 

• Bare fuel transferred to waste package compatible size canisters at shutdown, after transition to 

waste package compatible size canisters loaded at-reactor; Time � X  

o On-Site Storage prior to CSF availability 

o Transported from Reactor Site, provided the fuel is sufficiently cool to meet 

transportation overpack/cask thermal limits, to:  

� CSF prior to repository availability 

� Repository when available 

• Waste Package compatible size canisters stored at CSF 

• Waste Package compatible size canisters transported from CSF to repository when available 
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• Existing size canisters 

o Stored at CSF; Transported to repository for repackaging and disposal 

� Wet (Case 1-R-W, see Figure 3-2) (Case 9-R-W, see Figure 3-2) 

� Dry (Case 1-R-D, see Figure 3-2) (Case 9-R-D, see Figure 3-2) 

o Stored at CSF; Re-packaged at CSF prior to repository transport, transported and 

disposed 

� Wet (Case 3-CIST-W, see Figure 3-2) (Case 9-CIST-W, see Figure 3-2) 

� Dry (Case 3-CIST-D, see Figure 3-2) (Case 9-CIST-D, see Figure 3-2)  

o Re-Packaged at CSF Receipt, waste package compatible size canisters stored, transported 

to repository and disposed 

� Wet (Case 5-CISR-W, see Figure 3-2) (Case 9-CISR-W, see Figure 3-2) 

� Dry (Case 5-CISR-D, see Figure 3-2) (Case 9-CISR-D, see Figure 3-2)  

Capability Requirements 
• Same capability requirements as Cases 1, 3, and 5; plus 

• Storage capability for waste package compatible size canisters required at the reactor and CSF�

The capability requirements for each of the Case 9 variants are shown in Table 3-1. 

Key elements of all cases are summarized briefly in Table 3-2 
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Table 3-1:  Capability Requirement for Case 9 Variants 
Case 9-1 Case 9-3 Case 9-5 

• At-reactor bare fuel handling 

• At-reactor existing size 

canister loading 

• At-reactor waste package 

compatible size canister 

loading 

• At-reactor storage of existing 

size canisters 

• At-reactor storage of waste 

package compatible  size 

canisters 

• Existing size 

canister/overpack 

transportation from reactor to 

CSF 

• Waste Package Compatible 

size canister/overpack 

transportation from reactor to 

CSF 

• Waste package compatible 

size canister storage at the 

CSF 

• Existing size canister storage 

at the CSF 

• Existing size 

canister/overpack 

transportation from CSF to 

the repository 

 
 
 
 
 
 
• Waste package compatible 

size canister/overpack 

transportation from CSF to 

the repository 

• Canister re-packaging at the 

repository 

• At-reactor bare fuel handling 

• At-reactor existing size 

canister loading 

• At-reactor waste package 

compatible size canister 

loading 

• At-reactor storage of existing 

size canisters 

• At-reactor storage of waste 

package compatible  size 

canisters 

• Existing size 

canister/overpack 

transportation from reactor to 

CSF 

• Waste Package Compatible 

size canister/overpack 

transportation from reactor to 

CSF 

• Waste package compatible 

size canister storage at the 

CSF 

• Existing size canister storage 

at the CSF 

• Canister re-packaging at the 

CSF prior to transport to the 

repository 

o There could be multiple 

CSFs to increase re-

packaging rate 

o There could be phased 

deployment:  storage first, 

re-packaging capability 

later 

• Waste package compatible 

size canister/overpack 

transportation from CSF to 

the repository 

• At-reactor bare fuel handling 

• At-reactor existing size 

canister loading 

• At-reactor waste package 

compatible size canister 

loading 

• At-reactor storage of existing 

size canisters 

• At-reactor storage of waste 

package compatible  size 

canisters 

• Existing size 

canister/overpack 

transportation from reactor to 

CSF 

• Waste Package Compatible 

size canister/overpack 

transportation from reactor to 

CSF facility 

• Waste package compatible 

size canister storage at the 

CSF 

• Canister re-packaging at the 

CSF upon receipt 

o There could be multiple 

CSFs to increase re-

packaging rate 

o There could NOT be 

phased deployment:  re-

packaging capabilities 

would be required to 

support storage 

 

 

• Waste package compatible 

size canister/overpack 

transportation from CSF to 

the repository�
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3.2 Initial Qualitative Evaluation of Cases 

This section provides an initial evaluation of the cases presented above.  The commonality of capability 
requirements, the level of complexity, and the flexibility of each of the cases were evaluated to determine 
those cases considered in the Fiscal Year 2012 effort.  This does not necessarily imply that any of the 
cases would not be pursued in the future, but that the focus of efforts will be prioritized. 

3.2.1 Commonality of Capability Requirements 

This section summarizes the commonality of capability requirements for each of the cases identified 
above.  All cases would need to: 

1. Be able to handle bare fuel at-reactor   

It is noted that this is a “given” for all operating reactors and any shutdown reactors that have not 
been decommissioned and does not exist at those reactor sites where the reactor(s) have been 
decommissioned. 

2. Canisterize into existing size dry storage systems 

The quantity of canisters that would have to be stored either at-reactor or at the CSF would differ 
across the different cases (e.g., depending on whether fuel is stored bare, in waste package compatible 
canisters, or existing size canisters at the CSF) and due to the timing of CSF and/or repository 
availability. Throughput rates would also differ – due to the different rates considered in the 
evaluation. 

3. Store existing size canisters on-site pending CSF and/or repository availability 

The quantity of existing size canisters that would have to be stored on-site would depend on both the 
individual case and the timing of CSF and/or repository availability. 

4. Package/re-package into waste package compatible size canisters 

This would have to be done somewhere; either at the reactor sites, at fuel receipt at the CSF, at the 
CSF prior to repository transport, or at the repository. 

5. Transport existing size canisters 

Existing size canisters would have to be transported to the CSF, at a minimum.  Existing size 
canisters have been and will continue to be loaded at-reactor, and will have to be dispositioned.  The 
quantity of existing size casks that would have to be transported would differ across the cases and 
would be affected by the timing of the CSF and/or repository availability. 

6. Storage at the CSF 

The types (existing size canisters or waste package compatible size canisters) and quantities of each 
type would differ for the different cases and would be affected by the timing of the CSF and/or 
repository availability. 

3.2.2 Complexity 

This section summarizes the complexity associated with each of the cases identified above. 

• Cases 1, 3, and 5 involve the least number of “steps” between the reactors and disposal. 

o Existing size canisters have to be transported to the CSF (recognizing that there are a number 
of existing canister systems). 

o Single “type” of storage at the CSF:  existing size (number of different systems) or waste 
package compatible size. 
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o A single repackaging step, somewhere:  Case 1 at repository, Case 3 at CSF prior to 
repository transport, Case 5 upon receipt at the CSF. 

• Cases 2, 4, and 6 are variants to Cases 1, 3, and 5 to include bare fuel handling at the CSF. 

o These cases could reduce the amount of canisterization at reactors.  The trade-off is the need 
to canisterize either at the CSF or the repository as bare fuel ultimately has to be canisterized.   

o These cases could require the capability to store fuel that has been shipped bare from the 
reactors at the CSF (Cases 2 and 4), or possibly at the repository.  In Cases 2 and 4 it is stored 
bare (i.e. in wet pools or in single-purpose storage casks); in Case 6 it is stored in waste 
package size canisters upon receipt at the CSF and stored. 

o Bare fuel canisterization would be needed, in addition to re-canistering of existing size 
canisters.  Note that the same facility could perform both operations in that re-canistering is 
more complex and involves the same functions as bare fuel packaging. 

• Cases 7 and 8 also include bare fuel handling at the CSF, but add more complexity by packaging bare 
fuel into existing size canisters at CSF receipt, which subsequently has to be re-packaged later 

o These cases could reduce the amount of canisterization at reactor. 

o These cases eliminate the need for bare fuel storage at the CSF, as does Case 6. 

o However, a re-packaging step later is required, unlike Case 6. 

• The Case 9 variants add a bit more complexity by introducing canisterization into waste package 
compatible size canisters at-reactor. 

o The same steps as Cases 1, 3, and 5 would still be required, but would reduce the number of 
canisters that would have to be re-packaged later. 

o These cases would increase the amount of canisterization at reactors by having to load more, 
smaller-capacity canisters (compared to existing storage canisters). 

3.2.3 Flexibility 

This section summarizes the features of each case related to flexibility, focusing on two key aspects. (See 
the discussion of flexibility in Appendix A.) 

• Timing of packaging/repackaging fuel into waste package compatible canisters. Decisions about the 
repository (i.e., the disposal medium and facility design) will not be known until well into the future 
and flexibility to respond to future decisions is important.   

o The definition of a waste package compatible size canister would be unknown in situations 
where a CSF would be deployed with no repository defined.  This results in two alternatives 
regarding timing of packaging/re-packaging that can be considered (and associated cases): 

� Package as late as possible (after the repository design is known); either at the CSF or 
at the repository (Cases 1, 2, 3, 4, 7 8) 

� Package/re-package into “small” canisters as early as possible, either at reactors or at 
the CSF upon receipt of fuel, and put in larger capacity waste package overpacks 
later if the final repository allows (Cases 5, 6, 9-3, and 9-5). This would minimize re-
packaging quantities later, but the Case 9 variants would increase canisterization 
efforts at the reactor  
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• Location of re-packaging  at the CSF instead of the repository 

o Could deploy re-packaging in advance of repository availability so as to have canisters ready 
for disposal, showing  early progress towards disposal and facilitating startup of the 
repository 

o Could increase throughput of disposal once a repository is operational 

o Would require individual licensing at each CSF as opposed to single licensing at a repository 

o Allows a single transportation “mode” from CSF to repository 

� No need to maintain a diverse shipping fleet once fuel is removed from reactors 

� Still need diverse fleet to transport from reactors to the CSF, but would not have to 
maintain at the ready to go from the CSF to repository.  However, a new fleet of 
specialized transportation equipment would be needed.  As an example, such a fleet 
could include multi-canister overpacks for transporting several smaller capacity 
canisters. 

3.2.4 Cases for Detailed Qualitative and Quantitative Evaluation 

This section presents the cases that were qualitatively and quantitatively evaluated in Fiscal Year 2012. 
As noted earlier, this does not imply that other cases may not be pursued in the future.  The commonality 
between cases and the complexity/flexibility of the cases, presented above, was used to determine those 
cases considered in Fiscal Year 2012. 

The following cases (highlighted in table 3-2 above) and identified variants were evaluated: 

• Cases 1 and 2:  Re-packaging at repository, bare fuel variant (Case 2), with shipments directly from 
the reactors to the repository once it is available 

o Case 1 variant for future consideration:  Transition to bolted (rather than welded) casks at 
some point in time (to avoid having to cut open canisters that were welded shut for storage), 
store bolted casks at the CSF, re-package into waste package size compatible canisters at 
repository. 

o Case 2 variant for future consideration:  Maintain pool capability after reactor shutdown to 
store bare fuel and transfer to the CSF when available. 

• Cases 3 and 4:  Re-packaging at CSF, bare fuel variant (Case 4), with all fuel channeled through the 
CSF 

o Case 3 variant for future consideration:  Transition to bolted casks at some point in time, store 
bolted casks at the CSF, re-package into waste package compatible size canisters at the CSF. 

o Case 4 variant: Maintain pool capability after reactor shutdown to store bare fuel and transfer 
to the CSF when available. 

Note that it is assumed for the purposes of this initial evaluation that a CSF and a repository are not co-
located in any of the cases under consideration.  This assumption results in there always being a 
transportation step between the CSF and the repository.  In addition, it requires that the CSF and the 
repository be treated as being independent with no common or shared functions. 

The following cases were not pursued in Fiscal Year 2012: 

• Cases 7 and 8 (bare fuel packaging into existing size canisters at CSF receipt):  These cases represent 
a situation where canisterization would be done close in time to shipment of the bare fuel from the 
reactor sites, which is covered by Cases 9-1 and 9-3.    For bare fuel handling (Case 8), it is likely that 
if bare fuel were going to be handled at the CSF, it would likely not be packaged into very large 
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storage canisters that might have a substantial likelihood of having to be reopened due to 
incompatibility with repository capabilities.  It is more likely to be stored bare (Cases 2 and 4) or in 
small canisters designed to be compatible with any repository (Case 6). However, the use of large 
canisters could be evaluated in the future if other options for storing fuel received at the CSF bare 
prove challenging from a system perspective. 

• Cases 5, 6, and 9-5 (canisterize bare fuel/re-package existing size fuel into waste package size 
canisters at CSF receipt):  These are “close” to case 9-1 in terms of the time when waste is canistered 
into waste package compatible size packages.  They also presume that the size of a waste package 
compatible canister would be known early on, or that a small canister that is likely to be compatible 
with any repository concept would be used. 

• Cases 9-1, 9-3, and 9-5:  Cases involving a transition to loading waste package compatible size 
canisters at-reactor will be evaluated under the UFD Standard Canister development effort (Howard 
et al. 2012). 

Future cases for consideration: 

• Variants to cases 1 and 3 that consider a transition to bolted casks (rather than welded canisters) at 
some point in time, store bolted casks at the CSF, re-package into waste package size compatible 
canisters at the repository (Case 1 variant) or at the CSF (Case 3 variant). 

• Variants to cases 2 and 4 that maintain pool capability after reactor shutdown to store bare fuel and 
transfer to the CSF when available. 

• Case 5, in which bare fuel received at CSF is packaged into small disposal-compatible canisters that 
are stored either in large multi-canister overpacks or in a dry vault system designed for canisters 
rather than bare fuel (similar to the Spanish central interim storage facility). Existing size canisters 
received at the CSF are stored until a repository is available, at which time they are reopened and the 
fuel is re-packaged into disposal compatible canisters for shipment to the repository. This option 
allows fuel to be shipped bare from reactors but stored dry at the CSF, avoiding large quantities of 
pool storage at the CSF. Use of small canisters minimizes the likelihood that they would have to be 
reopened for repackaging before disposal, while deferral of repackaging of fuel in existing size 
canisters until the repository is available allows repackaging of that fuel into canisters that are 
optimized for the repository.  

• Variants of cases 1 and 2 in which the CSF continues to function as the receiving facility for all fuel 
shipped from reactors even after the repository comes online, stores the fuel until ready for disposal in 
the repository, and then selects the appropriate fuel to meet repository thermal constraints and ships 
the fuel to the repository using an efficient transportation campaign mode.  This avoids the need for 
buffer storage at the repository to insulate fuel receipt rates from fuel emplacement rates and/or 
provide thermal management, and increases the efficiency of transportation of the fuel over part of 
the distance from the reactors to the repository. 

3.3 Disposition Pathway Evaluation Assumptions and 
Input/Boundary Conditions 

The following assumptions and input/boundary conditions were used to evaluate the disposition pathways 
discussed in Section 3.2 and to give insights about which assumptions and conditions have implications 
that might warrant consideration of alternative assumptions and conditions. 

Assumptions 

• Disposition of Used LWR Fuel in a Once-Through Fuel Cycle 

• Reactor fleet is limited to the current 104 operating reactors 
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• Reactors will receive life extensions to operate for 60 years 

• Projected fuel inventory at reactor; wet and dry 

• Oldest Fuel First allocation priority (determines which reactor sites ship and how much is shipped 
from each site in a given year) 

• Youngest Fuel First shipment from reactors (determines the fuel within the annual allocation is 
shipped from each site) 

• First-In-First Out shipment from storage facility  

• Reactors off-load pools to dry storage 5 years after shutdown 

• Single CSF and geologic repository 

• CSF and repository are not co-located 

• Wet storage for bare fuel at the CSF 

• Wet fuel assembly packaging and re-packaging 

• Thermal constraints on geologic media are not considered, beyond the size of the waste packages 
discussed below 

Input/Boundary Conditions 

• Single CSF and geologic repository 

• CSF available: 2020, 2035 

• Geologic repository available: 2040, 2055 

• Acceptance rates: 1500, 3000, 6000 MTHM per year 

• Waste package sizes: 4, 12, 21 PWR;   9, 24, 44 BWR 

The assumptions and input/boundary conditions were selected to “constrain” the problem, but do provide 
a broad enough range to show trends and gain insight (i.e., the range in acceptance rages and start dates).  
The choice of these assumptions and input/boundary conditions are not meant to imply that the system 
would actually be operated as assumed.  As an example, the allocation priority and shipment schemes are 
those that have been looked at in prior UNF system analyses and provide a logical starting point.  Rather 
the initial set of assumptions, input/boundary conditions, and subsequent analyses allow for gaining 
insight regarding integrated system dynamics and understanding of trends, pointing to where the next set 
of system architecture analyses should focus. 

3.4 Considerations for System Design Flexibility 

The design concepts described here are intended to be part of an overall waste management system that is 
flexible and can adapt to various logistics, construction and operational conditions. This is consistent with 
the BRC's recommendation that DOE perform “the systems analyses and design studies needed to 
develop a conceptual design for a highly flexible, initial federal spent fuel storage facility.”  In this report, 
the phrase “flexibility in design” refers to capabilities built into a facility’s design to accommodate a 
range of possible future conditions. Flexibility in design affords the capability to adapt to different waste 
management policy decisions and directions, waste receipt and operational scenarios and to unanticipated 
conditions encountered during construction.  

Key contingencies that require flexible planning, design, and decision-making that have been identified 
include: 
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1. Uncertainty in the availability and timing of new waste management facilities and any 

operational constraints (e.g. capacity limits or operational restrictions such as limitation to 

canistered fuel) that may be imposed on them. 

2. Uncertainty about repository design 

• Maximum waste package size 

• Thermal constraints potentially requiring extended aging prior to emplacement 

3. Potential need for design or operating mode changes after a repository has received an initial 

license.  

4. Potential interruptions in emplacement at the repository. 

5. Constrained and/or uncertain funding. (While the BRC recommended that the waste 

management funding system be fixed so that program funding will not be constrained or 

subject to the vagaries of the appropriations process, it is not certain when that will occur.) 

6. Uncertainties about future fuel cycles and the associated amounts, types, and timing of waste 

forms requiring storage and disposal. 

7. Uncertainties about whether currently-unanticipated measures will be required to retrieve, 

transport, and handle UNF after extended storage periods. 

It should be noted that the preliminary analyses presented in this report were not designed to evaluate the 
robustness and flexibility of the various system configurations and operating scenarios with respect to 
these uncertainties. The capability to make such evaluations can be added later when potential modular or 
staged development approaches (discussed below) have been better defined, as appropriate. 

3.4.1 Sequential and Modular Facility Development 

The design concepts described in this document are intended to be compatible with a modular approach to 
facility construction. The phrase “modular or sequential implementation” describes a process in which 
decisions concerning facility design, development, operation, and closure are made in a stepwise manner: 
at each step in the process, a decision whether to proceed would be made based on policy direction, the 
licensing and regulatory requirements, funding profile, and operating experience. The next stage of 
construction would proceed informed by the experience gained from the previous stage. The impacts and 
full benefits of sequential and modular facility development have not yet been assessed. 

The possible benefits of a modular or stepwise approach range from incorporation of lessons learned after 
each stage of construction to leveling annual construction costs. [Note: The National Research Council 
issued a report advising the DOE on possible repository development strategies, and the BRC endorsed 
the staged development concept presented in that report.]  

3.4.1.1 Potential Benefits 

Ability to Learn and Improve the System 

Sequential development provides opportunities to apply lessons learned from the construction of one 
module to subsequent modules. The ability to refine designs based on pilot-scale testing of first-of-a-kind 
packaging, handling, and  emplacement equipment could help ensure that the system will perform reliably 
and economically. 
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Increased Confidence in Meeting Schedule Expectations for Waste Receipt and Disposition –  

By reducing not only the investment but also the time required to construct the  initial waste management 
and disposition capability, sequential and modular development can enhance confidence that the schedule 
for the start of facility operations can be met despite funding uncertainties. This development approach 
also offers the flexibility to adapt to unanticipated policy and budget changes and to unexpected 
developments during operation with fewer impacts on schedule and cost. 

3.4.1.2 Potential Impacts 

Sequential and modular facility development could increase the estimated total system life cycle costs of 
the waste management and disposition system by extending operating periods and foregoing some 
economies of scale in design and construction.  However, the impact on the discounted value of disposal 
costs may be smaller because the investments in facilities are spread out over time rather than 
concentrated in the earlier years of the program, and because a sequential, modular approach allows 
unanticipated problems to be detected early and corrected before investment in full-scale facilities that 
could be difficult and expensive to retrofit.  

4. SUMMARY OF LOGISTICS MODELING 

The cases and input parameters presented in Section 3 were simulated using the UFD Transportation 
Storage Logistics (TSL) simulation model to provide quantitative information on (Nutt et al., 2012, Busch 
et.al., 2012): 
 

• At-Reactor UNF management; 
• UNF management at a CSF 
• UNF handling operations at the CSF and the repository 
• UNF transportation between the reactor sites and the CSF and between the CSF and the 

repository 

Detailed results are provided in Appendix A and summary results and insights gained from the logistics 
analyses are provided in this section.  The cases considered are summarized in Table 4-1 (see Section 3.1 
for details regarding each case). 
 

Table 4-1. TSL Case Matrix 
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4.1 Summary of Logistic Simulation Results:  At-Reactor UNF 
Management 

Current and projected trends in at-reactor UNF management, described in Section A-1 of Appendix A, 
projected UNF fuel discharges (Kalinina 2012), the rate that UNF is accepted from the reactor fleet (1500, 
3000, 6000 MTHM/year), and when acceptance begins (2020, 2035), and the preference for UNF 
acceptance from the reactor fleet (OFF, YFF) all affect on-site storage inventories and shipping 
characteristics.  Detailed at-reactor UNF logistic results for the cases identified in Section 3.2.4 with the 
assumptions defined in Section 3.3 are presented in Sections A-2 of Appendix A and are summarized 
herein. 

Summary results for at-reactor dry storage are shown in Table 4-2 and Figure 4-1.  The cumulative 
number of canisters loaded into dry storage and the peak dry storage inventories are shown in Table 4-2 
for the different UNF management cases, acceptance rates, and year that acceptance begins.   

 

Table 4-2.  Summary Level TSL Simulation Results for At-Reactor Dry Storage 
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The results show that the start of acceptance and the acceptance rate will impact on-site dry storage 
requirements.  Peak dry storage inventories decrease significantly when the acceptance rate increases 
from 1500 MTHM/yr to 3000 MHMT/yr acceptance rate.  However, the additional decrease is smaller 
when the acceptance rate is increased from 3000 MTHM/yr to 6000 MT/yr.  Extending the date that 
acceptance begins from 2020 to 2035 results in a significant increase in the amount of UNF placed in at-
reactor dry storage.  There is little difference in the peak dry storage inventories for the different cases 
considered in this evaluation (all canisters, canisters and bare fuel). 

A 1500 MTHM/yr acceptance rate does not overcome the need for additional on-site dry storage after 
UNF acceptance begins because the annual projected discharge rate of UNF from the current fleet is 
approximately 2000 MTHM/yr through approximately 2035 (Kalinina 2012).  Acceptance rates of 3000 
MTHM/yr and 6000 MTHM/yr are larger than the projected discharge rate and reduce the dry storage 
inventory while the reactors are in operation.  However, the logistic results indicate that a higher 
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acceptance rates does not eliminate the need for additional on-site dry storage when the reactor fleet 
begins to shut down (starting in 2029) under a YFF-5 acceptance preference and the assumption that 
reactors will transfer all fuel from the pools to dry storage five years after reactor shutdown. Although the 
ultimate at-reactor dry storage inventory will be reduced in this case, some UNF will continue to be 
transferred to dry storage.  

Figure 4-1 shows the cumulative number of canisters placed into storage at the reactor sites as a function 
of time for each of the acceptance scenarios.  This figure reveals a very important difference between the 
scenarios in which all UNF is placed in existing size canisters at reactor sites before it is moved to a CSF 
or the repository (Cases 1 and 3) and those in which the bare fuel is removed from reactor pools and 
shipped to the CSF or the repository (Cases 2 and 4). For each acceptance rate and start date, more fuel is 
placed into dry storage at the reactor sites in the canister only scenarios (Cases 1 and 3) than in the bare 
fuel plus canister scenarios (Cases 2 and 4). While the expectation for the canister only cases was that 
each reactor's annual allocation would be loaded from the pool into an existing size DPC and shipped 
directly to the CSF or the repository, this proved not to be possible in a significant fraction of cases 
because of thermal loading constraints that prevented immediate shipment of the casks. Specifically, the 
maximum thermal load allowed for transportation is lower than the maximum load for storage. For Cases 
2 and 4, at a 3000 MTHM/yr acceptance rate a significant amount of fuel residing in the pools does not 
meet the thermal limits on the DPC transportation overpacks and cannot be shipped off-site.  In such 
instances, the model selects cooler canisterized fuel that is already in dry storage to be shipped off-site 
and, in order to maintain pool capacity, loads an equal amount of fuel from the pools into canisters that 
are stored onsite until they in turn are cool enough to be transported.  In these cases, two operations are 
required at the reactor – loading a new DPC and placing it in storage on site, and removing an old DPC 
from storage and preparing it for shipment offsite.   

In contrast, in the bare fuel scenarios (Cases 2 and 4), if the characteristics of the spent nuclear fuel 
projected for shipment exceeded the capabilities of one of the bare fuel transportation casks, it was 
assumed that the cask’s capacity is reduced (de-rated) for the affected shipments. This increases the 
number of individual cask shipments that are required to move the amount of fuel that could be placed in 
an existing size canister within acceptable thermal limits, but avoids the additional dry storage at reactor 
sites that would be required to age that canister until it would meet transportation thermal limits.  

The impact of these thermal considerations on the number of canisters that must be stored at reactor sites 
before they can be moved in the all-canisters cases is not small. For example, Figure 4-1 shows if 
acceptance starts in 2020 at a 3000 MTHM/yr acceptance rate, around twice as many additional canisters 
are stored at reactor sites in the canister only case than in the bare fuel case.   In fact, the 3000 MTHM/yr 
acceptance rate, canister-only case performs only marginally better than the 1500 MTHM/yr acceptance 
rate bare fuel case in terms of ability to limit the increase in onsite canister storage.   
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At-reactor logistic summary results pertaining to off-site shipping of used nuclear fuel, both from the used 
fuel pools and from dry storage, are shown in Tables 4-3 and 4-4.  Unlike on-site dry storage inventories, 
there are significant differences in the resulting shipping characteristics for the different cases, acceptance 
rates, and when acceptance begins.  More detailed discussions of the results and trends for each case and 
input variable set are provided in Section A-2.3 of Appendix A.  

The results in Table 4-3 show that increasing the acceptance rate of fuel from the reactors increases the 
peak annual rate that canisters and bare fuel casks are shipped from the reactor sites, as expected.  Except 
for the 6000 MTHM/yr all-canister case, delaying the start of UNF acceptance from the reactors results in 
a reduction in the peak annual shipping rate of canisters.  This is due to having an increased amount of 
cooler fuel in storage that is within the thermal limits of transportation casks and is available for transport.  
This results in fewer “spikes” as can be seen in the results shown in Section A-2.3 of Appendix A and 
reduced peak annual arrivalsa.  This same effect has the opposite impact for a 6000 MTHM/yr acceptance 
rate where the delay allows for a much larger fraction of the fuel to cool, which can then be transported at 
a higher rate as shown by comparing Figures A-23 and A-25 in Appendix A.  Overall, these results show 
that cooler UNF (achieved in these scenarios through delay in the start of acceptance) allows for a much 
smoother shipping profile, either reducing “spikes” that occur in the 1500 and 3000 MTHM/yr acceptance 
rate scenarios or increasing the actual amount of fuel that can be shipped in 6000 MTHM/yr acceptance 
rate scenarios. 

Comparing the cases that involve transporting all UNF in canisters with cases that include transporting 
bare UNF from the used fuel pools shows that the peak annual rate of canister shipments decreases with 
the fraction of the bare fuel being transported in re-useable transportation casks.  On the average, the re-
useable transportation casks carry smaller loads than dual-purpose canistersb because of the thermal 
constraints discussed above and require aging many fully-loaded DPCs on-site before they are cool 
enough to be shipped.  This results in a large peak annual rate of bare fuel cask shipments that exceeds the 
reduction in the peak shipment rate of canisters.  The effect of direct shipment of bare fuel on reduced 
average shipment capacity is shown in table 4-5 below, which presents the shipping data for the three 
acceptance rates with acceptance starting in 2020. While the average capacities for shipments of 
canistered fuel are about the same in both the all canistered and the canister plus bare cases, the average 
capacity of the bare fuel shipments is lower, reducing further as the shipment rate is increased.  Thus, 
total peak annual canister arrivals are larger when transporting both canisters and bare fuel in re-useable 
transportation casks. 

The cumulative canister/cask shipment results in Table 4-4 show that when all UNF is transported from 
the reactors in canisters (Cases 1 and 3) a total of approximately 11,200 canisters are shipped that must be 
subsequently stored and processed.  These results also demonstrate that the amount of UNF shipped as 
bare fuel in re-useable transportation casks (Cases 2 and 4) decreases as the acceptance rate decreases and 
the time that fuel acceptance begins is delayed from 2020 to 2035.  The amount of fuel shipped in 
canisters increases correspondingly.  These results, also represented graphically in Figure 4-2 for 
individual UNF assemblies, show that lower the acceptance rates or delays in the start of acceptance of 
fuel from the reactors “hardens” the “boundary condition” of UNF entering the down-stream UNF 

                                                      
 
 
 
 
a Note that the TSL model assigns acceptance rights to the reactors every year.  If a reactor site has insufficient fuel available to 

meet the allocated acceptance, it maintains the difference between fuel allocated and fuel shipped until the next year.  This 
results in “spiky” behavior shown in the charts in Section A-2.3 of Appendix A. 

bIt is assumed that bare fuel can be transported in either re-useable transportation casks (rail or legal weight truck) that can be de-
rated or in specially designed high-heat re-useable transportation casks.  De-rated casks and high-heat casks are of lower 
capacity than fully loaded bare fuel rail casks and dual purpose canisters.  See Section A-1.3 of Appendix A. 
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management system.  This results in potential reduced flexibility later and is due to more UNF being 
placed in at-reactor dry canister storage systems for lower acceptance rates and/or delay in the start of 
UNF acceptance. 

The at-reactor shipping logistic results are much smoother over time for acceptance rates of 1500 MTHM 
and 3000 MTHM/yr than for an acceptance rate of 6000 MTHM/yr when acceptance begins in 2020.  
There is sufficient fuel in storage when shipping begins in either 2020 or 2035 that is cool enough and can 
be shipped while younger fuel cools.  However, for a 6000 MTHM/yr acceptance rate the inventory of 
UNF that can be transported is rapidly depleted and actual acceptance decreases until the fuel cools 
sufficiently and can be transported. When acceptance begins in 2035 there is sufficient cool fuel available 
to support shipment at or near the desired acceptance rate. 

4.2 Summary of Logistic Results:  Consolidated Storage Facility 
UNF Management 

The shipment of UNF from the reactors to the CSF, summarized above and discussed in more detail in 
Appendix A, has a very strong influence on the characteristics of the CSF.  The rate that fuel arrives at 
and is shipped from the CSF dictates the number of processing facilities (or bays) needed.  In addition, the 
duration between the start of CSF operations and the start of repository operations has a significant effect 
on the peak size of the CSF. 

Detailed CSF UNF management logistic results for the cases identified in Section 3.2.4 with the 
assumptions defined in Section 3.3 are presented in Sections A-3 of Appendix 3 and are summarized 
herein.  The results presented in this section establish requirements for the facilities described in Section 5 
(and in detail in Appendix C) for each of the cases evaluated.  Table 4-6 provides the summary logistics 
results for CSF UNF management.  As expected, higher acceptance rates result in larger facility 
requirements, as indicated by peak canister arrival rates, bare fuel casks arrival rates, and peak inventories 
in storage.   

Increasing the duration between the start of CSF and repository operations leads to a significant increase 
in the inventory of UNF in storage (either dry or as bare fuel).  Higher acceptance rates combined with a 
longer duration between the start of CSF and repository operations results in the largest inventories.  
These trends are shown in Figures 4-3 through 4-5. 

When all UNF is transported from the reactors to the CSF in canisters (Cases 1 and 3), peak annual arrival 
rates increase with larger UNF acceptance rates, as shown in Table 4-6 and in Figures 4-6 through 4-8.  
There is no difference in peak annual canister arrival rates at the CSF as the duration between start of CSF 
and repository operations increases for either re-packaging at the repository or at the CSF.   
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Figure 4-5. Peak Inventory in Dry Storage at the CSF (Cases 2 and 4, Canisters and Bare Fuel) 

 

Where re-packaging occurs, either at the repository or at the CSF, does not affect the peak annual canister 
arrival rates at the CSF for acceptance rates of 1500 and 6000 MTHM/yr.    However, for an acceptance 
rate of 3000 MTHM/yr, the peak canister acceptance rate is higher when re-packaging is performed at the 
CSF.  This is solely due to a spike of vertical canisters arriving at the CSF in 2055 from the South Texas 
Project.  Figures A-45 and A-63 in Appendix A show the comparison of arrivals at the CSF in more detail 
(the 3000 MTHM/yr curves overlap with the 6000 MTHM/yr curves in Figure A-63 and the South Texas 
spike is difficult to see).  Figure A-19 in Appendix A clearly shows this spike occurring in shipments 
from the reactors.  This spike occurs because of the thermal limits on the transportation overpacks/casks 
used for the South Texas canisters resulting in the canisters having to remain in at-reactor storage until 
they have sufficiently cooledc (not that this occurs for other reactors, but is most evident for the South 
Texas Project because their canisters/overpacks are tracked).  

When bare fuel from the UNF pools at the reactor sites is sent to the CSF there is a reduction in the peak 
annual arrival rate of canisters to the CSF, corresponding with arrivals of re-useable transportation casks 
carrying bare fuel assemblies.  The peak annual arrival rate of bare fuel casks increases with larger UNF 
acceptance rates as shown in Table 4-6, but is not affected by the duration between start of CSF and 
repository operations.  Delaying the start of CSF operations decreases the peak annual arrival rate of bare 
fuel because more fuel is transferred to canisters for at-reactor dry storage, decreasing the bare fuel 
shipping rates from the reactors (see Table 4-3).   

There is no difference in the peak annual arrival rate of bare fuel casks at the CSF when packaging/re-
packaging occurs at either the CSF or the repository.  This is because the two cases have identical YFF-5 
acceptance preferences, which result in identical bare UNF shipments from the reactors to the CSF.   

While the peak annual arrival rates for bare fuel transportation casks are not affected by where 
packaging/re-packaging occurs or the duration between the start of CSF and repository operations, the 
peak annual canister arrival rates do differ.  Peak canister arrival rates are higher when packaging/re-

                                                      
 
 
 
 
c Note that this also occurs for other reactors, but is most evident for the South Texas Project canisters those canisters are would 

be designed differently to accommodate the longer South Texas Project reactor fuel assemblies and as such the 
canisters/overpacks are tracked separately in TSL. 
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The rate that UNF is shipped from the reactors and/or the CSF to the repository, and how the UNF is 
managed (all canisters or canisters and bare fuel) has a very strong influence on the characteristics of the 
packaging/re-packaging operation: 

• The rate that UNF is transferred to waste package compatible size canisters affects the number of 
packaging stations required.   

• The rate that canisters are opened affects the number of cutting stations required.   

• The rate that waste package compatible size canisters are produced affects the number of welding 
stations and release bays required.  

The results show that a large-scale UNF handling effort will be needed regardless of the UNF 
management strategy, acceptance rates, and acceptance start dates. There is always a need to re-package 
large, existing-size canisters for each scenario considered in this evaluation. 

In total, approximately 205,000 PWR UNF assemblies and approximately 275,000 BWR assemblies have 
to be packaged into waste package compatible size canisters.  If all UNF is transferred into existing size  
canisters prior to shipment from the reactors, approximately 11,200 canisters would have to be opened 
and the contents re-packaged.  

Higher throughput leads to higher peak annual processing rates throughout the fuel handling operation.  
Loading smaller waste package compatible size canisters requires more handling operations (i.e., moving 
into the facility, applying closure welds, and preparing for off-site transport if at the CSF).  It can be seen 
that where the packaging/re-packaging operation is performed results in very little difference in the peak 
annual re-packaging rates. 

The results shown in Table 4-7 show that regardless of the whether the entire UNF inventory is 
canisterized or if some is maintained uncanisterized, peak annual UNF handling rates are similar for a 
given scenario.  The peak UNF handling rates increase for larger throughput rates, as expected, because a 
finite number of fuel assemblies have to be processed to meet the throughput rate regardless of whether 
they are canistered or bare.  The main difference between the two broad sets of cases (all canisters or 
canisters and bare fuel) is associated with the need to open the canisters, which is greater in the all 
canister cases.  

Figure 4-9 shows the peak rates that existing size canisters are re-packaged for each of the different cases 
considered. It can be seen that maintaining UNF uncanistered reduces the peak annual rate that canisters 
must be re-packaged, most significantly for a throughput rate of 6000 MTHM/yr and less significantly for 
a throughput rate of 3000 MTHM/yr.  There is no significant difference in the peak canister re-packaging 
rate for a throughput rate of 1500 MTHM/yr because a larger fraction of the UNF assemblies end up 
being transferred to existing size canisters for dry storage at the reactors to maintain pool capacity.  This 
indicates that the any potential benefit in terms of reducing the need to re-package existing size canisters 
would be realized at higher acceptance rates with little benefit associated with maintaining bare fuel at 
low acceptance rates (1500 MTHM/yr).  This same trend can be seen with respect to the total number of 
canisters that are re-packaged shown in Figure 4-10. 

The peak annual generation rate of waste package compatible size canisters increases with increasing 
throughput and decreasing fuel assembly capacity.  These rates not only affect the number of welding 
stations and release bays required, but also the size of the transportation fleet to ship fuel from the CSF to 
the repository when the packaging/re-packaging is performed at the CSF (see Section 4.5 for additional 
discussion).  Since a large number of waste package compatible size canisters would be generated, 
especially if smaller capacity canisters are used, evaluations and design of alternative canister concepts 
(i.e., can-in-canister, multi-overpack transportation casks) and processing techniques is future work worth 
considering. 
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Figure 4-9. Peak Annual Canister Re-Packaging Rates 
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4.4 Summary of Logistic Results:  Repository 

Summary level results for repository operations are shown in Table 4-8.  These results only show the 
quantities of canisters and re-useable transportation casks.  When re-packaging occurs at the CSF, only 
waste package compatible size canisters arrive at the repository for disposal.  When re-packaging occurs 
at the repository, canisters (Case 1) or canisters and bare fuel (Case 2) arrive for subsequent re-packaging 
prior to disposal.  Operations related to disposing disposal canisters are discussed elsewhere (Hardin et al. 
2012). 

4.5 Summary of Logistic Results:  Transportation 

Summary results of the transportation logistics modeling for each case are shown in Table 4-9 and details 
are provided in Appendix A (Section A-4).  Overall, the results show that higher UNF acceptance rates 
(either from the reactor sites or from the CSF) lead to larger infrastructure requirements, as expected.   

When considering scenarios where all UNF is loaded into canisters at the reactor sites prior to transport 
either to the CSF or the repository (Cases 1 and 3), it can be seen that when the packaging/re-packaging 
facility is located at the CSF the required transportation fleet is larger.  In a sense, essentially two 
transportation fleets are required to ship UNF both to the CSF and from the CSF to the repository.  Recall, 
when the repository starts operations, the rate of UNF transfer to the repository is the same as the rate of 
UNF transfer from the reactors to the CSF.  

In addition, a larger number of lower capacity canisters are shipped between the CSF and the repository to 
maintain the overall UNF transfer rate, resulting in larger transportation fleet requirements.  This trend 
can be seen in Table 4-9 where there is a difference in fleet requirements for 12 and 21 PWR assembly 
capacity canisters at a throughput of 3000 MTHM/yr when all UNF is transported canisters and re-
packaging occurs at the CSF.  No difference is seen when re-packaging occurs at the repository since the 
casks being transported from the CSF to the repository contain large, existing size canisters.  In cases 
where re-packaging occurs at the CSF there is a need to acquire a large number of casks, rail cars, etc. 
when the repository begins operation in either 2040 or 2055 (see Table A-33 of Appendix A). 

The results in Table 4-9 show that the transportation fleet requirements are larger for the cases that 
transport UNF in the used fuel pools to the CSF when it begins operations (Cases 2 and 4).  This is 
because the re-useable transportation casks may be loaded to a lower capacity than dual-purpose canisters 
due to heat content of the UNF in the pools as opposed to the existing size dual-purpose canisters, which 
although fully loaded may have to be stored on-site for a period before they are cool enough to transport 
(see Table 4-5 above)d.  In addition, those reactor sites that currently cannot directly load rail casks are 
assumed to utilize legal-weight truck shipping in the scenarios (Cases 2 and 4) that involve bare fuel 
shipments (although it is assumed that they can ship dual purpose canisters by heavy-haul to the nearest 
rail head for the scenarios that involve all canisters, Cases 1 and 3).  This assumption leads to the need for 
a legal weight truck transportation fleet in addition to the rail fleet in bare fuel scenarios (this assumption 
will be revisited in future analyses).   

As before, the transportation fleet requirements are larger when bare fuel packaging and DPC re-
packaging occurs at the CSF for the same reasons as discussed above.

                                                      
 
 
 
 
d It is assumed that bare fuel can be transported in either re-useable transportation casks (rail or legal weight truck) that can be de-

rated or in specially designed high-heat re-useable transportation casks.  De-rated casks and high-heat casks are of lower 
capacity than fully loaded bare fuel rail casks and dual purpose canisters.  See Section A-1.3 of Appendix A. 
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Table 4-8. Repository Logistic Summary Results 

��� ��##)�!��&&�*�!'� �)")!�(�*���&&�*�!'�

���#�&�$� ����%(�#���
��(��

����
�(�&(�

��%$'�($&-�
�(�&(�

��'%$'�!�
��#�'(�&�
��.��

��&��
�)�!�

�,�'(�#��
��.��

��#�'(�&'�

��'(��
��� ����
��.��

��#�'(�&'�

��&��
�)�!�

�,�'(�#��
��.��

��#�'(�&'�

��'(��
��� ������.��
��#�'(�&'�

��$ )*�()�
�$"/�5�

��5���!����
�*�

��&%) *%(/�
6��)��=7�

=A<<� ><><� ><@<� @�

��

=?>�

�� ��

==><D�

��

?<<<� ><><� ><@<� @� ?@D� ===B@�
?<<<� ><><� ><@<� =>� ?@D� ===B@�
?<<<� ><><� ><@<� >=� ?@D� ===B@�
B<<<� ><><� ><@<� @� A@?� ===@C�
=A<<� ><><� ><AA� @� =?>� ==><D�
?<<<� ><><� ><AA� @� ?@D� ===B@�
B<<<� ><><� ><AA� @� A@B� ===@C�
?<<<� ><?A� ><AA� @� >AC� ==>=C�

��$ )*�()�
�$����(��

�+�"��5��
��5���!����

�*�
��&%) *%(/�

6��)��>7�

=A<<� ><><� ><@<� @� ==?� =?<�

��

?<?>� D=EB�

��

?<<<� ><><� ><@<� @� >>D� >@B� B>@A� A=<B�
?<<<� ><><� ><@<� =>� >>D� >@B� B>@A� A=<B�
?<<<� ><><� ><@<� >=� >>D� >@B� B>@A� A=<B�
B<<<� ><><� ><@<� @� ADA� >=B� E@AB� >D=>�
=A<<� ><><� ><AA� @� ==?� =?<� >E@A� D=EB�
?<<<� ><><� ><AA� @� >>D� >@B� ADED� A=<B�
B<<<� ><><� ><AA� @� @B@� >>A� D=B?� >D=>�
?<<<� ><?A� ><AA� @� =DD� >A>� >B<B� DA@C�

��$ )*�()�
�$"/�5���5
���!�����*�

����
6��)��?7�

=A<<� ><><� ><@<� @�

�� ��

=<<D�

�� ��

D>>=<�
?<<<� ><><� ><@<� @� =EA<� D>>=<�
?<<<� ><><� ><@<� =>� ?DA� =B<E>�
?<<<� ><><� ><@<� >=� ?DA� =B<E>�
B<<<� ><><� ><@<� @� ?D<<� D>>=<�
=A<<� ><><� ><AA� @� =<<D� D>>=<�
?<<<� ><><� ><AA� @� =EA<� D>>=<�
B<<<� ><><� ><AA� @� ?D<<� D>>=<�
?<<<� ><?A� ><AA� @� =E>@� D>>=<�

��$ )*�()�
�$����(��
�+�"�5���5

���!�����*�
����

6��)��@7�

=A<<� ><><� ><@<� @�

�� ��

=E@@�

�� ��

D>==<�
?<<<� ><><� ><@<� @� =E@@� D>>=<�
?<<<� ><><� ><@<� =>� ?D?� =B<E>�
?<<<� ><><� ><@<� >=� ?D?� =B<E>�
B<<<� ><><� ><@<� @� ?CDC� D>>=<�
=A<<� ><><� ><AA� @� EE@� D>>=<�
?<<<� ><><� ><AA� @� =E@@� D>>=<�
B<<<� ><><� ><AA� @� ?CDC� D>>=<�
?<<<� ><?A� ><AA� @� =E=A� D>>=<�

 
 
  



Used Fuel Management System Architecture Evaluation, Fiscal Year 2012  
October 2012 A-51 

 

 

Table 4-9.  Transportation Acquisition Summary 
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5. FACILITY DESCRIPTION SUMMARY  

As noted in Section 3.4 above, the design concepts described here are intended to be part of an overall 
waste management system that is flexible and can adapt to various logistics, construction and operational 
conditions.  Flexibility in design affords the capability to adapt to different waste management policy 
decisions and directions, waste receipt and operational scenarios, and unanticipated conditions 
encountered during construction.  

The type, total quantity (capacity) and annual quantity (throughput) of material that must be handled 
under a given UNF system architecture scenario will determine the size, configuration, and functional 
capability of the facilities that are needed to support  that scenario.  Each facility required by a scenario 
must be equipped with sufficient infrastructure to process the quantity of material, or throughput, assigned 
to it by the scenario.  The throughput capacity is a function of the time needed to accomplish each 
material handling or processing sequence through each element of the facility. Because a given 
throughput must be processed through all facility elements and different facility elements may require 
different time periods to process the same throughput quantities, each facility processing element must be 
sized accordingly.  In order to address this variability in size, configuration, and functional capability of 
facilities required by a wide spectrum of waste management scenarios, modular design concepts have 
been developed and adopted to support the system analyses.  The modules are then combined in 
appropriate configurations, combinations, and quantities to address the system needs dictated by a given 
scenario’s functional capability, capacity, and throughput requirements.  Separate unit costs for each 
module or facility element are developed (described in Appendix B and summarized here) are combined 
to develop the various Scenario Costs in Section 6. 

Using a modular approach is not only useful for developing system costs using a consistent basis across 
all scenarios, it is also a reasonable approach for developing and implementing a flexible and integrated 
commercial used nuclear fuel system over a multi-decade period of time.  As noted in Section 3.4.1, 
modularity allows an incremental and stepwise approach to system implementation rather than 
committing to and locking in on exceptionally large, single function facilities up front.  

The disposition pathway evaluation described in Section 3 suggests an integrated used fuel management 
system will account for the following major system components:  

• used fuel management at utilities 
• used fuel acceptance and transportation 
• used fuel management at one or more consolidated storage facilities 
• used fuel repackaging (if necessary) either at a consolidated storage facility, a repository, or as a 

standalone facility. 
• used fuel management at a repository 

Utility facilities and equipment are generally assumed to already exist and are not described further.   
Transportation facilities (cask and fleet maintenance facilities) have not been developed and their 
associated construction costs are not included in this study although they are assumed to be co-located 
with a consolidated storage facility as noted in Section 6.4.  Repository waste handling facilities are 
developed separately in Disposal Concepts/Thermal Load Management (FY11/12 Summary Report) 
(DOE 2012c).  The remainder of Section 5 focuses on the facility elements needed to address the 
consolidated storage and UNF re-packaging functions.  

5.1 Consolidated Storage Facility (CSF) Scope and Functionality 

The scope of the CSF includes the following major functions: 
• Receiving fuel from reactors, currently in various wet and dry storage configurations, that 

will need to be considered by consolidated storage (all Cases) 
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• Receiving canisterized fuel from a co-located re-packaging facility (Case 5, Case 6, Case 7, 
Case 8, and Case 9-5) 

• Storing dry fuel on pads (all Cases) 
• Storing dry canisterized fuel in vaults (as an alternative to pads) 
• Storing bare fuel in pools (Case 2 and Case 4) 
• Transferring fuel to a Repackaging Facility where it would be processed into waste package 

sized containers, with the size dependent upon specific repository geologic conditions (Case 
3, Case 4, Case 8, Case 9-3) 

• Transferring fuel to a Repository for final disposition (all Cases) 

 

5.1.1 CSF Modules 

The CSF physical features were subdivided into the following potential stand-alone facility modules.  
These include: 

• Cask Receipt and Canister Transfer (CRCT) Facility 
• Dry Storage Pads (Vertical and Horizontal) 
• Dry Storage Canister (DSC) Storage Vault Canister Transfer (SVCT) Facility 
• Bare Fuel Receipt and Storage (FRS) Facility 

 
Basic facility modules are then combined into configurations necessary to the facility size and throughput 
requirements dictated by each given scenario.  Sections 5.1.2 through 5.1.6 below summarize these 
facilities and associated operations. Appendix B summarizes the unit operations activities times 
associated with the facilities and tabulates the key facility element quantities (e.g. number of carrier 
receipt bays, number of carrier release bays, number of fuel pools and basins etc.) associated with the 
scenarios developed in this study. 
 

5.1.2 CSF Facility Modules Design Concepts 

The CSF will receive commercial UNF, currently in various wet and dry storage configurations, from 
reactor sites.  The CSF module dry storage design concepts are based on receiving and storing 
cask/canister systems whose designs are similar to the commercially available vertical and horizontal 
systems designs.   

In general, the cask and canister handling, and storage design concepts are similar to concepts developed 
for DOE’s past repository surface facility designs and the  Private Fuel Storage L.L.C. (PFS) facility 
proposed for Toole County, Utah. The receipt and the vertical storage design concepts are based closely 
on the PFS facility that the US NRC licensed (US NRC-PFS).  

5.1.3 Cask Receipt and Canister Transfer Facility 

The scope for the CRCT facility includes the following processes.  The pre-conceptual layout of the 
CRCT facility is illustrated in Figures B-17, B-18, and B-19 of Appendix B.  

• Receiving containerized fuel from the reactors in legacy existing storage systems  
• Removing canisters from the transport overpacks (or casks)  
• Transferring canisters to facility overpacks (or casks) 
• Transferring loaded overpacks to CSF dry storage 

The CRCT facility will be located at the CSF and is envisioned as a structural steel high-bay structure, 
consisting of one or more receipt bays, each on the order of 168.5 ft. wide, 162 ft. long, and between  70 
and 90 ft. high.  This structure will have rail carrier access into each cask bay for cask handling and 
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canister unloading/transfer operations.  Each CRCT building transfer bay would contain a 250 ton single 
trolley overhead bridge crane.  This crane would also be equipped with a 25 ton auxiliary hoist  

Each bay would receive the transportation cask on its rail carrier, remove the transportation cask impact 
limiters and remove the transportation cask from the carrier, open the transportation casks, unload the 
UNF canisters from the cask, and place the canisters into a facility storage cask for transfer to the dry 
storage pads.   

The loaded storage casks and empty transportation casks would be removed from the building by the 
same rail carrier “pusher engine” used to deliver the loaded rail cars from the Site security rail inspection 
siding, located at the site perimeter, as reflected in, Figures B-4 and B-5   The CRCT facility will have the 
ability to provide localized (at the work site) HEPA filtered ventilation for cask venting and sampling 
operations. 

Following removal of the loaded storage cask from the building, the transportation cask would be 
radiologically surveyed, decontaminated if necessary, and reassembled for shipment offsite.  Each loading 
bay would provide for rail carrier pass through for fuel transportation cask receipt/returns, and storage 
cask transfer to dry storage.   

5.1.4 Dry Storage Pads 

The loaded CSF storage cask would be mounted on a self-propelled modular transporter (SPMT) at the 
CRCT facility and transferred to a dry storage pad or vault.    The storage casks are equipped with vents 
and channels that provide cooling by passive, natural convection processes.  It is assumed that the storage 
casks and pads would be constructed to the respective licensed storage unit design on an as needed basis.  
A concrete batch plant will be located within the boundary of the CSF to support on-site final fabrication 
of the storage units.      

5.1.4.1 Dry Storage - Pads (Horizontal) 

Horizontal storage systems, such as shown in Appendix B, Figure B-6, can be aligned with multiple 
single-canister horizontal storage units in a module. Horizontal storage module arrays containing 12 
canisters are assumed for layout purposes. Each module is approximately 52 ft. wide by 89 ft. long, 
containing 12 horizontal storage units.  Rows of modules would be separated by approximately 50 ft. to 
allow access for the SPMT shielded transporter.  Areas between the modules would have transporter 
access and be surfaced sufficiently to allow travel of heavy lift equipment.  

5.1.4.2 Dry Storage – Pads (Vertical) 

There are multiple licensed vertical dry storage systems and the vertical dry storage design concept would 
have to accommodate all vertical dry storage systems in use. Multiple vertical cask storage pads are 
needed. Each pad is assumed to hold 8 storage casks.  Each storage pad would be constructed flush with 
grade level and accept up to eight storage casks in a 2 x 4 array.  The typical vertical storage pad 
dimensions would be on the order of approximately 67 feet long by 30 feet wide by 3 feet thick.  Each 
cask would contain approximately 10 to 14 MTHM of UNF, assuming a basis of 68 BWR or 32 PWR 
assemblies in each cask, although canister loading densities will be a function of licensed canister design 
and actual loading densities achieved at reactor source sites.  Although other pad configurations can be 
designed, each pad is assumed to be surrounded by a compacted gravel skirt, on the order of 30 feet wide.  
Areas between the pads would have transporter access and be surfaced sufficiently to allow travel of 
heavy lift and transfer equipment such as a SPMT. 

5.1.5 DSC Storage Vault and Canister Transfer Facility 

The scope for the Storage Vault Canister Transfer (SVCT) facility includes the following functions.  The 
pre-conceptual layout of the SVCT has been illustrated in Figure B-6 of Appendix B. 
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• Receiving canisterized fuel from the reactors in either existing storage systems or newly designed 
disposal canisters that are compatible with future repository disposal criteria.    

• Removing canisters from the transport over packs (or casks)  
• Transferring canisterized fuel to CSF DSC vaults  

A dry storage vault concept for the receipt, unloading, and storage of 3,000 MTHM of fuel in existing 
size canisters was previously developed in the Engineering Alternative Study (EAS) for Separations –
Summary Report (McConnel et al. 2007).  The basic receipt and storage concept has been adopted for the 
SVCT with an expansion of the module storage capacity to 7,500 MT.   

The SVCT facility is envisioned to receive commercial UNF packaged in welded or bolted canisters in 
transportation overpacks.  The initial inspection and receipt operations would be similar to the receipt bay 
operations described in Section 5.1.3 above.  When received, the licensed transportation cask will be 
opened and unloaded by removal of its sealed fuel canister into a transfer cask. The canister will be 
moved to an underground transfer shuttle cart, which moves the canister into the vault operations area. 
Overhead crane mounted shielded transfer casks are then used to locate the canister in the desired vault 
storage location.  The underground vault ventilation is assumed to provide cooling by passive, natural 
convection; thermal analyses will be necessary to evaluate this assumption for canisters with higher 
burnup, newly discharged (5-10 years old) used fuel.   

Following transfer of the fuel canisters to the storage vault, the transportation cask would be 
radiologically surveyed, decontaminated if necessary, and reassembled for shipment offsite.  Each loading 
bay would provide for railroad pass through of fuel transportation cask carriers.   

5.1.6 Bare Fuel Receipt and Storage Facility 

The scope of the bare Fuel Receipt and Storage (FRS) Facility for the pool storage includes the following 
functions.  The pre-conceptual layout is illustrated in, Figures B-22, B-23, and B-24. 

• Receiving bare fuel transportation cask from the reactors loaded on a transportation cask 
carrier. 

• Removing bare fuel transportation cask from the transportation cask carrier  
• Transferring bare fuel from the transportation cask to CSF pool storage 

 

A pool storage concept for the receipt, unloading, and storage of 3,000 MTHM was previously developed 
in the Engineering Alternative Study (EAS) for Separations –Summary Report (McConnell et al. 2007).  
The basic receipt concept was adopted for this study with an expansion of the storage capacity to 7,500 
MT. 

The wet storage pool is separated from the cask receipt bays by an airlock.  The transportation cask is 
moved from the cask receipt bays, through the airlock, lowered into the pool and flooded with water prior 
to removal of the inner container lid.  Once the lid is removed, the individual fuel assemblies are 
transferred to the desired fuel assembly storage rack location. 

The pool consists of 8 interconnected basins.  Each basin is approximately 158 ft. long by 60 ft. wide and 
55 ft. deep.  Each basin contains 100 storage racks providing 35 assembly storage positions using a 15 by 
15 inch array.  Thus each fuel pool basin corresponds to 3500 bare fuel assembly storage positions. 

If an 8 basin, 28,000 assembly pool (3500 assemblies per basin, separate PWR and BWR UNF assembly 
basins) were fully loaded with high-burn-up UNF, on a ratio of 43% PWR fuel assemblies and 57% BWR 
assemblies, the total assemblies of each type would be about 12,040 PWR and 15,960 BWR.  On that 
basis, at approximately 0.436 MTU per PWR assembly and 0.179 MTU per BWR assembly, the total 
decay heat (60GWd/MT PWR fuel is ~3,530 watts/MT and 50 GWd/MT BWR fuel is ~2,920 watts/MT) 
would be about 26.9 MW.  The decay heat is discharged to the atmosphere by cooling towers.  Water 
treatment, ventilation, and support areas are adjacent to the pools. 
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Used nuclear fuel assemblies will arrive onsite via commercially licensed transport vehicle.  The transport 
vehicle will consist of a special railcar or special truck with casks specifically designed for the safe and 
secure transport of UNF.  All shipping casks will be NRC licensed, and contents will be within license 
constraints.  For baseline planning purposes, it can be assumed that rail casks contain approximately 26 
PWR fuel assemblies (or 61 BWR assemblies) and truck casks contain approximately 4 PWR fuel 
assemblies (or 9 BWR assemblies).  

The fuel transportation casks will be received and initially staged in a receipt area where contamination 
surveys, other integrity checks and transportation & shipment documentation verification can be 
performed, to assure that receipt documentation and package condition are in order and that 
decontamination or repairs are not required before unloading.   

Upon completion of the radiological survey, the transport vehicle and transportation cask will proceed to 
the Fuel Receipt and Storage (FRS) facility for removal, inspection, survey and storage of the bare spent 
fuel assemblies.  Cameras, scanners, manipulators and similar equipment are likely to be required to 
perform this function.   

5.2 Repackaging Facility  

The repackaging of the canisters could be accomplished either at a stand- alone facility or a facility co-
located with a CSF or Mined Geologic Repository. The scenarios defined in this study only contemplate 
waste management system configurations where the repackaging facility is co-located with another 
system facility (CSF or repository) thus eliminating another major transportation step if the repackaging 
facility were to be totally stand alone. The pre-conceptual design of the RF is illustrated in Figure 5-1 and 
in more detail in Appendix B  The scope for the Repackaging Facility (RF) includes the following 
processes.   

• Receiving bare fuel or canisterized fuel from either a utility site, a consolidated storage 
facility or both 

• Unloading the transportation cask from the transportation carrier or unloading a transfer cask 
from a CSF SPMT  

• Opening bare fuel transportation casks 
• Cutting open welded dual purpose canisters 
• Unloading used fuel assemblies from casks or canisters and packaging the assemblies into 

disposal canisters 
• Transferring re-packaged fuel to a CSF or a Repository 

 

The RF module is sized for 1500 MTU/yr throughput.  The main sub-structures within the module include 
a Carrier Receipt Bay, a Waste Handling Building (WHB), and a Carrier Release Bay. Two air locks are 
included—one between the Receipt Bay and the WHB and one between the WHB and the Release Bay 
(Figure 3-1).  The configurations of the Receipt Bay and the Release Bay may vary considerably 
depending on whether the RF is co-located with a CSF or a Mined Geologic Repository, or is a stand-
alone facility.  For example, if the repackaging facility is co-located with a Mined Geologic Repository, 
then the Release Bay would not necessarily be needed and could potentially be replaced with a transfer 
corridor to a facility for placing waste package over packs on the canisters as described in Disposal 
Concepts/Thermal Load Management (FY11/12 Summary Report) (Hardin et al. 2012).   
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Figure 5-1. Isometric view of the overall Repackaging Facility Module Concept, including Carrier 
Receipt Bay, Airlocks, Waste Handling Building and Carrier Release Bay  

The Carrier Receipt Bay and Carrier Release Bay designs are similar to the receipt facility design 
concepts for the CSF concepts. The bulk of the operations in the Re-Packaging Facility would be 
conducted in the Waste Handling Building (WHB) module, where the packaging of UNF into waste 
package compatible size canisters occurs. The WHB is a multi-level reinforced concrete structure made of 
noncombustible materials with interior and exterior shear walls, concrete floor, concrete roof slab 
diaphragms, concrete mat foundations, and a transfer pool. The nominal footprint of the WHB, including 
air locks is about 282 ft by 92 ft.   The maximum height of the building is about 100 ft above grade, with 
the majority of the building under a roof approximately 80 ft above grade. The WHB pool substructure 
includes the rooms surrounding the pool that provide internal buttresses for the actual pool and space for 
make-up tanks, pumps and filters, ion exchangers, etc. The concrete base mat for the basement structure 
(pool and surrounding rooms) is 55 ft below the top of the at-grade concrete mat.  The spent fuel pool is 
sized hold approximately 750 MTU of used nuclear fuel (6 month worth of spent fuel assembly inventory 
for a 1500 MTU module.)  This will allow some flexibility for fuel blending as a thermal management 
strategy as well as decouple waste receipt and unloading critical path operations from waste package 
canister loading and closure operations.  The pool is split into separate basins and storage racks for BWR 
assemblies and PWR assemblies and includes separate spent fuel transfer machines (handling cranes) for 
BWR and PWR assemblies to avoid change out operations of lifting grapples. 
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6. ROUGH ORDER OF MAGNITUDE COST ESTIMATES 

Facilities that are needed to support a given UNF management scenario vary in size and configuration, 
relative to other scenarios, principally as a function of the type and quantity of material that must be 
handled under that scenario.  To support its mission, a facility must be equipped with sufficient 
infrastructure to process the quantity of material, or throughput, assigned to each operational scenario as a 
function of the time needed to accomplish each material handling or processing sequence through each 
element of the facility.   

The UNF logistic analyses summarized in Section 4 above and described in more detail in Appendix A 
are used along with unit cost factors for the facilities summarized in Section 5 and described in more 
detail in Appendix B to estimate the annual and life cycle costs for each scenario described above. The 
unit cost factors used are described in Appendix C. 

 
This section presents rough order of magnitude cost estimates for: 

• At reactor costs 
• Consolidated storage and an associated test and validation facility to support extended dry 

storage,  
• Fuel repackaging, and  
• Transportation 
 

All cost used are presented in calendar year 2012 dollars. 

Again, as discussed in Sections 3.2 and 3.3, disposition pathways to evaluate along with the assumptions 
and input/boundary conditions were selected to “constrain” the problem, but do provide a broad enough 
range to show trends and gain insight.  The choice of these assumptions and input/boundary conditions 
are not meant to imply that the system would actually be operated as assumed.  Rather the initial set of 
assumptions, input/boundary conditions, and subsequent analyses allows for gaining insight regarding 
integrated system dynamics and an understanding of trends to give overall insights about which 
assumptions and conditions have implications that might warrant consideration of alternative assumptions 
and conditions. 

The rough order of magnitude cost estimates presented in this section are affected by the selected 
assumptions and input/boundary conditions through the logistic modeling results.  As such, the costs 
should not be considered as “absolute” costs of a UNF management system.  Rather, as with all the 
results presented in this report, they should be used to determine overall trends and insights associated 
with potential UNF management system architectures. 

6.1 At Reactor Rough Order of Magnitude Cost Estimates 

The costs for at-reactor used fuel management have been estimated in a number of different sources as 
shown in Table 6-1.  The estimated unit costs assumed in this evaluation for at-reactor used fuel 
management, based on these sources, is also shown in Table 6-1. 

These estimated unit costs assumed in this evaluation for at-reactor used fuel management were used to 
project annual and total costs of at-reactor used fuel management based on the at-reactor logistic results 
obtained using the TSL.  The estimated total cost is provided in Table 6-2 for the cases described in 
Section 3.2.4 with the assumptions presented in Section 3.3; from 2012 until the last fuel assembly is 
transported off-site.  The estimated total costs of each major item associated with at-reactor used fuel 
management are also shown.  Table 6-3 shows the fraction of the total cost associated with each of these 
major items.  
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As expected, the total at-reactor storage cost decreases as the acceptance rate increases and increases as 
the start of acceptance is delayed from 2020 to 2035.  There is no significant difference in total cost 
between the cases where fuel is transported from the used fuel pools in transportable canisters (Case 1 & 
3) or in re-useable transportation casks (Case 2 & 4).  This trend is shown in Figure 6-1. 

The major cost drivers are the continued maintenance of the dry storage facility after reactor shutdown 
and the cost of procuring dry storage canisters and overpacks.   An exception is for an acceptance rate of 
6000 MTHM/yr starting in 2020 where the cost of maintaining the dry storage facility after reactor 
shutdown is a small fraction of the total cost since the entire dry storage inventory is removed by 2040.   

The cost of loading fuel into canisters (for dry storage or transportation), into re-useable transportation 
casks, and preparing canisters in dry storage for transportation are each a relatively small contributor to 
the total cost.  However, when combined these fuel handling operations can become significant. 

The cost of deploying new dry storage facilities at reactor sites is relatively insignificant (1-3% of total 
projected cost) and does not change for the different cases.  This is because most dry storage facilities 
have been deployed prior to 2012 and each case requires the deployment of 22 new at-reactor dry storage 
facilities which will need to be put in place before the earliest assumed date for the start of UNF 
acceptance.  The cost of dry storage facility maintenance and operation while reactors are in operation is 
also a small contributor to the total cost (2-6% of total projected cost) and does not change significantly 
for the different cases.  

The cost of maintaining the used fuel pools after the reactors have shut down is relatively insensitive to 
the cases considered.  This is because it is assumed that any fuel remaining in the used fuel pools is 
transferred to dry storage five years following reactor shutdown. Giving acceptance priority to removal of 
fuel from shutdown sites, combined with acceptance of bare fuel directly from the pools, might lead to 
significant differences, however. 

Figures 6-2 and 6-3 show the annual cost of at-reactor management of used nuclear fuel.  It can be seen 
that annual costs peak during the period when the reactors shut down and all fuel is being transferred to 
dry storage because of the large number of storage casks being purchased, loaded, and stored to unload 
the pools at the reactors.    
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6.2 Consolidated Storage Rough Order of Magnitude Cost Estimates 

Previously developed unit costs for UNF storage, presented in Appendix C, were used as the basis for 
estimating the rough order of magnitude costs for the facility configurations used in this evaluation 
(Rodwell et al. 2007, McConnell et al. 2007, DOE 2008, Carter et al 2012).  These costs are then applied 
via the methodology described in Appendix C to the CSF requirements presented in Section 4.   

The resulting CSF annual operations and maintenance costs are summarized in Table 6-4.  As expected, 
the annual costs vary with fuel acceptance rate and the storage type (dry only or a combination of dry and 
pool).  There are small variations driven by small differences in the characteristics of the UNF received at 
the CSF (canisters only or canisters and bare fuel). 

Table 6-5 extends the annual cost to the total life cycle.  The annual cost for labor, utilities, materials & 
contracts and decommissioning and demolition (D&D) are extended as point estimates based on the 
scenario schedule (see below).  The D&D and additional capital costs are derived by algorithm (Appendix 
C) based on Total Project Cost (TPC).  The point values can be converted to a low and high range by an 
80%, 120% algorithm.  

The operations and maintenance (O&M) life-cycle costs (LCC) vary due to differences in the operations 
schedules for the different cases.  The CSF is expected to be in operation from the CSF start date (Table 
6-5) through the repository start date (20 or 35 years depending on the scenario) and until the repository 
emplacement is finished (23, 47 or 97 years to dispose of 140,000 MTHM of UNF, depending upon the 
acceptance rate).  The scenario schedule ranges from 43 to 120 years and is the largest driver in the 
variation of the O&M LCC.  

The TPC, shown in Table 6-5, is limited to the facilities required for storage for the first two years of 
operation. The variation reflects the storage type for each scenario.  The additional capital, also shown in 
Table 6-5, provides the cost of the vertical and horizontal dry and the pool storage facilities required for 
the UNF inventory storage beyond the first two years. 

For scenarios that include bare fuel storage, the capital requirements for pool storage of bare fuel are 
greater than those for dry storage for the canisters.  Wet storage is a large driver in the total consolidated 
storage costs for these scenarios.  

The Blue Ribbon Commission on America’s Nuclear Future (BRC 2012, Section 5.2.5) recommended 
that a laboratory with hot cell facilities for research and development on long term performance of storage 
systems be included in the considerations on consolidated storage.  Table 6-6 summarizes the annual cost 
of a Test and Validation Facility (TVF) that would perform such functions.  In all scenarios the annual 
cost are the same as the facility is assumed to not vary in the analytical capacity with acceptance rate, 
overall storage capacity nor storage type.   

The facility is assumed to operate over the same time period as the consolidated storage facility. Because 
the assumed annual TVF O&M costs are comparable to those for the storage facility and represent a 
significant fraction of the TVF LCC costs, those cost (Table 6-7) vary by the length of time the storage 
facility operates in each scenario.  The LCC cost is indicated to range from about $2.9B to $4.7B across 
all scenarios, or an additional 4% of the cost for a large CSF to 60% of the cost for a small CSF , 
depending upon the scenario selected.   

An alternative to the vertical pad and horizontal module dry storage configurations substituting a large 
dry storage vault to hold the large existing size dry storage canisters  received from utilities was 
considered.  The total capital (TPC and additional capital) required for the horizontal plus vertical dry 
storage is compared to the large vault concept in Table 6-8.  The comparison does not indicate a cost 
advantage for the large vault system for storing large canisters received from utilities, which was expected 
to be more capital intensive, compared to using modular storage systems for which such canisters were 
designed.  The LCC for the two alternatives were not compared but the alternate large vault does not 
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appear to be attractive based on the large difference in the TPC, which would have to be “overcome” by a 
lower operational cost.   

Note that the option discussed in section 3.2.4 of packaging bare fuel received at the CSF into small 
disposal-compatible canisters that are stored in a dry vault system designed for such canisters and would 
not have to be re-opened, as would have to be done with the large canisters considered in this comparison, 
has not yet been evaluated.
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6.3 Packaging/Re-Packaging Facility Rough Order of Magnitude 
Cost Estimates 

Previously developed unit costs for fuel handling, presented in Appendix C,  were used as the basis for 
estimating the rough order of magnitude costs for the packaging/re-packaging facility configurations  
(Rodwell et al. 2007, McConnell et al. 2007, DOE 2008, Carter et al 2012).  These costs are then applied 
via the methodology described in Appendix C to the packaging/re-packaging facility requirements 
presented in Section 4. 

The resulting packaging/re-packaging facility annual operations and maintenance costs are summarized in 
Table 6-9.  As expected, the annual costs vary with fuel acceptance rate and the waste package disposal 
canister size, which is directly related to the processing repackaging throughput.  There are small 
variations driven by small differences in the characteristics of the UNF received at the CSF (canisters 
only or canisters and bare fuel).  

Table 6-10 extends the annual cost to the total life cycle.  The annual cost for labor, utilities, materials & 
contracts and D&D are extended as point estimates, based on the scenario schedule (see below).  The 
D&D cost is derived by algorithm (Appendix C) based TPC and additional capital (see below).  

The O&M life-cycle costs (LCC) vary due to differences in the operations schedules for the different 
cases.  The packaging/re-packaging facility is expected to be in operation from the start date of repository 
operations (Table 6-10) until the repository emplacement is finished (23, 47 or 97 years to dispose of 
140,000 MTHM of UNF, depending upon the acceptance rate).  The scenario schedule ranges from 43 to 
120 years and is the largest driver in the variation of the O&M LCC. 

The variation in TPC reflects the differences in functional requirements for each scenario, presented in 
Section 5.  The packaging/re-packaging facility complex is large and will likely be split into multiple 
buildings to obtain the desired acceptance rate, especially if the 6,000MT/yr processing rate were 
selected.  For this LCC study, all packaging/re-packaging facility costs are included in TPC and no 
additional capital is assumed to be required. 

Locating the packaging/re-packaging facility at the repository has a lower LCC compared to the same 
scenario when the facility is located at the CSF.  This difference is mostly due to the lower capital cost 
associated with reduced shipping bay facility requirements since a Department of Transportation shipping 
overpack would not be required when the waste package is transferred directly to the repository from the 
packaging/re-packaging facility for emplacement.
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6.4 Transportation Rough Order of Magnitude Cost Estimates 

Table 6-11 presents the estimated costs for each of transporting UNF for each of the cases considered in 
this evaluation.  These estimated costs were calculated using the Transportation Operations Model (TOM) 
portion of the TSL framework (Busch et al., 2012). 

The capital cost is driven by the number of casks and transportation assets that need to be purchased 
during the campaign.  This is in turn driven by the cycle time needed to transport the spent fuel.  While 
the location of the storage facilities and repository drive the transportation time, transportation is actually 
only a small contributor to the overall cycle time.  Loading, unloading, and maintenance activities make 
up the majority of the cycle time.  Therefore, the acquisitions required are for the most part relatively 
independent of the location of the storage facility and repository. 

Maintenance costs are directly related to the number of casks and transportation assets that are being 
used, so these costs will vary as the capital cost value does. 

The operations cost is a function of the distance that the spent fuel is transported.  This distance is highly 
dependent on where the storage facilities and repository are located.  Since these locations have not yet 
been determined, the analysis arbitrarily assumed that the CSF was located in the Eastern United States 
and the repository was located in the Western United States.  The cask maintenance facility and fleet 
maintenance facility were assumed to be co-located with the CSF.  Operations costs are expected to have 
the most variability as the storage locations change. 

Overall, the largest transportation costs occur when packaging/re-packaging occurs at the CSF (Cases 3 
and 4).  This results from having to acquire essentially a “second” transportation fleet to ship the smaller 
waste package compatible size canisters from the CSF to the repository.  The capital and maintenance 
costs are larger simply because the fleet is larger.  However, operations costs are also larger because the 
smaller capacity canisters require significantly more shipments to achieve a given UNF transportation rate 
(i.e. 3000 MTHM/yr) between the CSF and the repository.  Future work investigating alternative waste 
package compatible canister/overpack and transportation equipment design concepts may identify more 
efficient concepts for transportation. 

Transportation costs are also larger when bare fuel is accepted from the reactor sites (Cases 2 and 4).  As 
discussed above, re-useable transportation casks are generally of smaller capacity than dual-purpose 
canisters, requiring a larger number of shipments to achieve a desired UNF transportation rate (i.e., 3000 
MTHM/yr) and therefore a larger transportation fleet.   

Overall, the largest transportation costs are when bare fuel is accepted from the reactor sites and re-
packaging occurs at the CSF.  The smallest transportation costs are when all fuel is placed in dual-purpose 
canisters and they are re-packaged at the repository. 
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Table 6-11 UNF Transportation Life Cycle Costs 
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6.5 Back-End Total Life Cycle Rough Order of Magnitude Cost 
Estimates 

Table 6-12 summarizes all of the LCC information presented above and provides a roll-up of the total 
cost of UNF management for each of the cases considered in this evaluation.  Two sets of roll-up costs are 
provided.  One considers all aspects of the UNF management system, less the at-reactor estimated costs.  
This allows for comparison of the costs of future waste management options and how they compare with 
on-site UNF management requirements.  The second considers all aspects of the UNF management 
system and allows for an overall estimate of the potential costs of managing UNF. 

The rows in Table 6-12 representing the three acceptance rates considered in this study are shaded with 
different colors to facilitate comparisons. Since Table 6-12 presents a number of 3,000 MTHM/year cases 
that are not comparable to the cases for the other acceptance rates because of assumptions about the CSF 
start, repository start, or the disposal canister size that are considered only for the 3,000 MTHM/year 
cases, Table 6-13 presents a subset of the data in Table 6-12 related to the comparable 4/9 PWR/BWR 
assembly capacity waste package compatible size canister cases with the CSF starting in 2020 and the 
repository starting in 2040.  Table 6-13 also shows both the magnitude of the costs in each category and 
the percentage of the total. This simpler table allows the main effects (except for the effect of a delayed 
repository or CSF) to be seen more clearly. 

Table 6-12 shows that the total estimated LCC of UNF management is largest when 1) re-packaging 
occurs at the CSF, and 2) when bare fuel is accepted from the reactors and stored in wet pools at the CSF. 
The combination of the two (canisters and bare fuel, re-packaging at the CSF) yields the largest costs.  
These larger costs are driven by: 

• The cost of wet storage pools at the CSF 

• An increased number of release bays at the packaging/re-packaging facility to process the smaller 
capacity waste package compatible size canisters 

• The need for a “second” transportation fleet to ship the larger number of smaller capacity 
canisters from the CSF to the repository. 

The total estimated UNF management LCC when packaging/re-packaging is approximately 10% to 20% 
larger when packaging/re-packaging is performed at the CSF, depending on the assumed processing rate 
and CSF/repository start dates, regardless of whether the UNF is all loaded into canisters at the reactor 
sites or whether some fraction is maintained as bare fuel.   

The total estimated UNF LCC when some fraction of UNF is maintained as bare fuel ranges from 20% to 
85% larger than when all the UNF is loaded into existing size canisters at the reactor sites, depending on 
the assume processing rate and CSF/repository start dates, regardless of where the UNF is packaged/re-
packaged. 

Table 6-12 shows that the total estimated UNF management LCC of away from reactor UNF management 
increases with increasing UNF throughput.  As discussed above and shown in the summary LCCs in 
Table 6-12, higher throughput requires a larger CSF, packaging/re-packaging facility, and transportation 
fleet.  When considering the total away-from-reactor costs, the lowest cost occurs for a UNF processing 
rate of 1500 MTHM/yr when re-packaging is done at the CSF and for a UNF processing rate of 3000 
MTHM/yr when re-packaging is done at the repository.   

However, the overall cost of UNF management (all aspects of the UNF management system) is lowest 
when the UNF processing rate (acceptance from reactors, shipment from CSF to repository) is 3000 
MTHM/yr, CSF operations begin in 2020, and repository operations begin in 2040 for each of the major 
cases considered (all canisters/bare fuel, re-package at the CSF/repository).   
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Delaying the start of repository operations from 2040 to 2055 increases the total UNF management LCC 
by 5% - 10% for a 1500 MTHM/yr throughput rate, 15% - 20% for a throughput rate of 3000 MTHM/yr, 
and 10% - 15% for a throughput rate of 6000 MTHM/yr.  This is driven by increased storage capacity 
required at the CSF. 

For a UNF throughput rate of 3000 MTH/yr, delaying the start of CSF operations from 2020 to 2035 
increases the total estimated UNF management LCC by 15% - 18% when all UNF is loaded into dual-
purpose canisters at the reactor sites regardless of where re-packaging is performed.  However, when 
UNF is transported from the reactors in re-useable transportation casks as bare fuel there is essentially no 
difference.  When bare fuel is considered, the delay in beginning acceptance from the reactors results in 
more fuel being transferred to canisters for at-reactor dry storage and a reduction in the amount of bare 
fuel that has to be stored at the CSF.  Thus, the delay results in having to construct wet storage basins at 
the CSF and a cost savings.  However, this savings is essentially equal to the increase in at-reactor LCC 
costs due to the delay.  

Utilizing larger waste packages, should that prove possible at the repository, also results in lower 
estimated total UNF management LCC.  This is because of a reduced number of closure and receipt bays 
within the packaging/re-packaging facility and lower transportation fleet requirements.  Of course, this is 
not a design choice, but rather will be an option dictated by the capabilities of the repository site and 
medium ultimately selected. 

Throughput rates of 6000 MTHM/yr result in the largest estimated away from reactor UNF management 
LCC.  This is partially compensated by the reduced at-reactor UNF management LCC.  However, as 
discussed above, the lowest total UNF management LCC occurs at a throughput rate of 3000 MTHM/yr. 

Table 6-14 shows the total UNF management cost and the away from reactor UNF management cost, 
normalized to 140,000 MTHM of UNF ultimately processed into disposal canisters. 
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7. CONCLUSIONS 

The objectives of the Fiscal Year 2012 Used Fuel Management System Architecture Evaluation were 
achieved. Methodologies, approaches, and tools were developed (Capability Development) and used to 
evaluate select UNF disposition scenarios (Capability Demonstration).  This effort re-established an 
important, foundational capability to assess potential UNF management options.  The purpose of the 
evaluation and analysis at this stage is to use insights gained to refine and focus the next phase of 
analysis, rather than to provide a basis for any decisions about the design of operation of the waste 
management system.   

The rate that UNF is processed has a significant effect on the used fuel management system:   The 
results of this evaluation confirmed that the rate that UNF is transported between facilities, received at a 
CSF or a repository, and processed through a packaging/re-packaging facility effects the size of the 
facilities and associated infrastructure and the associated costs.  Larger throughput rates result in larger 
facilities and higher costs.  

There is also a trade-off with higher acceptance rates resulting in reduced at-reactor storage requirements, 
but larger facilities down-stream in the waste management system.  A large UNF acceptance rate, 6000 
MTHM/yr, showed only incremental benefit in reducing on-site storage, but resulted in the largest facility 
requirements down-stream. 

Thermal considerations have a major impact on the operation of the system:  The entire UNF 
management system will have thermal constraints.  There are thermal limits on storage canisters, 
transportation overpacks/casks, and on geologic media.  Thermal constraints on transportation, which are 
more stringent than the constraints on storage canisters, mean that loading fuel into very large storage 
canisters at reactor sites may require storage of those canisters for decades before they could be moved 
due to thermal limits on the transportation overpacks/casks.  These thermal constraints become more of an 
issue for higher UNF acceptance rates from the reactors because the older, cooler fuel is transported from 
the reactor sites relatively soon after acceptance begins, leaving the hotter, younger fuel to be managed.  
Lower acceptance rates allow this fuel to cool sufficiently and it can be transported. 
 
Thermal limits for geologic disposal design concepts, not considered in this evaluation, could also require 
extended decay storage and/or the blending of UNF during packaging/re-packaging, potentially impacting 
when UNF could be shipped to a repository and how it would be managed at the CSF or repository. 
 

The implications of these thermal constraints and potential UNF management alternatives should be 
evaluated further. 

A large acceptance rate, on the order of 6000 MTHM/yr may result in under-utilized facilities and may 
not be cost-effective:  The analysis of a 6000 MTHM/yr acceptance rate, which is nearly three times the 
used fuel generation rate (~2000 MTHM/yr),shows that such a high rate may not be cost-effective in the 
long run. Even though it removes fuel from reactor sites more quickly, and thereby reduces the costs of at 
reactor storage, it requires large initial infrastructure expenditure in both transportation equipment and 
receipt facilities at the CSF that can only be used at the full capacity for a relatively short period of time.  
This is due to fuel shipment restrictions based on thermal constraints.  A 6000 MTHM/yr acceptance rate 
only occurs at the beginning of operation of the system until these thermal constraints restrict the 
achievable acceptance rate to a rate matching UNF discharge from the reactors (around 2000 MTHM/yr). 
It is worth exploring rates in the area of 4000-4500 MTHM/yr to determine if some of the benefits of an 
increased acceptance rate can be achieved without the spikes in UNF shipments that occur and under-
utilization issues observed in the 6000 MTHM/yr acceptance scenarios. 
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The start of UNF acceptance from the reactors and the UNF acceptance rate will impact on-site dry 
storage requirements:  The results presented in this report show that there is a significant decrease in the 
maximum amount of at-reactor dry storage required when the acceptance rate increases from 1500 
MHMT/yr to 3000 MTHM/yr .  However, there is a much smaller reduction in the maximum at-reactor 
dry storage capacity required when the acceptance rate is increased from 3000 MTHM/yr to 6000 
MTHM/yr. 

Higher acceptance rates (3000 MTHM/yr, 6000 MTHM/yr) may not eliminate need for additional on-site 
dry storage when reactor fleet begins to shut down unless acceptance is “managed.” A youngest-fuel-first 
acceptance preference will still require additional dry storage when reactors shut down.  An oldest-fuel-
first acceptance preference would require additional dry storage both during reactor operation and when 
the reactors shut down as preference would be given to shipping UNF already in dry storage from the 
reactor sites. 

An oldest-fuel-first (OFF) acceptance preference would also require continued at-reactor dry storage.  
Generally, older fuel is the first UNF loaded into dry storage and would be the first shipped under such an 
acceptance preference.  Since little fuel would be shipped directly from the used fuel pools, the reactors 
would have to transfer fuel from the pools to dry storage to maintain pool capacity. 

Acceptance start date and acceptance rates can reduce flexibility:  Lower UNF acceptance rates or delay 
in start of acceptance results in more UNF being placed into existing large canisters for at-reactor dry 
storage.  This “hardens” this “boundary condition,” resulting in reduced flexibility later. 

The transportation capital cost is driven by the number of casks and transportation assets that need to 
be purchased during the campaign.  The rate that UNF is transported between the reactors, CSF, and 
repository and the cycle time needed to transport the UNF affect the size of the transportation fleet.  
While the location of the storage facilities and repository drive the transportation time, transportation is 
actually only a small contributor to the overall cycle time.  Loading, unloading, and maintenance 
activities make up the majority of the cycle time.  Therefore, the acquisitions required are for the most 
part relatively independent of the location of the storage facility and repository. 

Acceptance priority assumptions have a significant impact on the UNF management system:  The 
management of UNF at the reactor sites define the “boundary condition” to which the system will 
respond.  The acceptance priority assumptions, rates, and start dates assumed for this evaluation have a 
very significant impact on the transportation system and on the sizing of facilities. The preliminary 
analyses presented here suggest that there would be value to examining modifications to the acceptance 
priorities that would smooth out some of the sharp peaks and fluctuations that result from strict adherence 
to simple but rigid priority rules. 

Alternate strategies for acceptance from reactors and subsequent shipment to a repository may allow 
for optimization of down-stream facilities:  This initial evaluation assumed first-in-first-out shipping of 
UNF from the CSF to the repository.  It is unlikely that the waste management system would be operated 
in this manner.  A CSF could be treated as an integrated UNF management facility to act as a buffer 
between at-reactor UNF management needs and future repository requirements.  This would allow for 
optimizing shipments from reactors to minimize additional on-site dry storage requirements and 
optimizing shipments from the CSF to the repository to meet repository requirements while minimizing 
processing facility requirements.   

In addition, a managed UNF acceptance rate, perhaps giving preference to removing fuel from sites that 
are either shutdown or approaching shutdown, could potentially reduce long-term at-reactor dry storage 
requirements.   

System benefits may also be gained by de-coupling acceptance rates from the reactors to a CSF with 
shipping rates between the CSF and a repository.  For example, a shorter emplacement period with a 
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higher emplacement rate at the repository than the acceptance rate from the reactors to the CSF combined 
with a later repository start could result in a large inventory of spent fuel at the CSF that could be more 
efficiently processed when the repository begins operating. 

Such approaches may require additional CSF storage capacity. Additional evaluation of these approaches 
is needed. 

A large-scale UNF handling effort will be needed regardless of the UNF management strategy, 
acceptance rates, and acceptance start dates:  There will always be a need to re-package large canisters 
unless the direct disposability of such canisters is shown to be feasible.  Approximately 11,200 canisters 
will have to be re-packaged if all UNF is placed in such canisters.  Maintaining some fraction of the UNF 
as bare fuel at central storage facilities can reduce the number of canisters that would have to be re-
packaged.  However, placing the entire UNF inventory in large canisters does not appear to require an 
increase in the packaging/re-packaging facility capabilities versus maintaining some fraction of the UNF 
as bare fuel.  In addition, the capability to store bare fuel in addition to storing UNF in canisters would be 
required.  There could also be broader system-level impacts associated with maintaining a fraction of the 
UNF as bare fuel that have yet to be evaluated (e.g., worker dose).  Any potential benefit of not having to 
re-open canisters reduces for lower acceptance rates and/or delay in the start of acceptance. 

Smaller waste package sizes have a significant impact on packaging/re-packaging facility and 
transportation system requirements.  Processing a large number of smaller disposal canisters could result 
in the need for larger packaging/re-packaging facilities and a larger transportation infrastructure to meet 
the desired system throughput.  Future work investigating alternative disposal canister/overpack and 
transportation equipment design concepts may identify more efficient concepts. 

Bare fuel storage in wet pools at a CSF will likely lead to high CSF and overall system life-cycle costs.  
Future analyses of scenarios involving CSF storage of bare UNF should investigate alternative bare fuel 
storage concepts (such as dry storage vaults or single-purpose bolted lid bare UNF storage casks). 

At-Reactor operational and logistic constraints could affect the actual rate that UNF could be loaded 
into dry storage canisters or transported off-site.  Logistic analyses typically assume that there are no 
constraints on the ability of the reactor sites to load dry storage systems or transport UNF off-site.  These 
assumptions could potentially be challenged while a reactor is in operation due to multiple requirements 
and demands on the used fuel pool during and operating fuel cycle.  Such demands include receipt of 
fresh fuel, core re-load, fuel inspections/repair, and maintenance of the spent fuel pool. The actual 
window where fuel handling could occur may constrain the amount of used fuel that could be transferred 
to dry storage when either multiple fuel handling activities occur within a given operating fuel cycle 
(transfer to dry storage and loading for shipping off-site) or potentially when smaller capacity canisters 
are loaded (waste package compatible size canisters).  These constraints should be further explored and 
their impacts on at-reactor logistics evaluated. 

Rough order of magnitude life cycle cost (ROM LCC) estimates of the entire nuclear waste 
management system varied depending on the scenario.   The estimated ROM LCC was found to be 
approximately 10% to 20% larger when UNF packaging/re-packaging is performed at the CSF versus at 
the repository.  The estimated ROM LCC was also found to be approximately 20% to 85% larger than 
when all the UNF is loaded into existing size canisters at the reactor sites. 

Higher throughput requires larger facilities and infrastructure.  When considering the total away-from-
reactor estimated ROM LCC, the lowest cost occurs for a UNF processing rate of 1500 MTHM/yr when 
re-packaging is done at the CSF and for a UNF processing rate of 3000 MTHM/yr when re-packaging is 
done at the repository.   

However, the overall estimated ROM LCC of UNF management (all aspects of the UNF management 
system) is lowest when the UNF processing rate (acceptance from reactors, shipment from CSF to 
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repository) is 3000 MTHM/yr, CSF operations begin in 2020, and repository operations begin in 2040 for 
each of the major cases considered..   

Delaying the start of repository operations from 2040 to 2055 increases the estimated total UNF 
management ROM LCC by 5% - 10% for a 1500 MTHM/yr throughput rate, 15% - 20% for a throughput 
rate of 3000 MTHM/yr, and 10% - 15% for a throughput rate of 6000 MTHM/yr. 
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APPENDIX A 

AT-REACTOR LOGISTICS RESULTS 

A-1. At-Reactor Used Fuel Management 

This section discusses the management of used nuclear fuel at reactor sites in the U.S.  The first section 
describes the overall strategy for managing UNF both during normal reactors and when the reactors are 
shut down.  This section also discusses the types of dry storage systems currently in use and the general 
processes for loading on-site dry storage facilities.  A discussion of the processes used for transporting 
UNF from the reactor sites and potential re-useable transportation casks systems is then presented.  Last, 
assumptions used in the conduct of logistic evaluations of at-reactor management and cost estimating 
information are then presented. 

A-1.1 Used Fuel Management Strategy 

This section discusses the current strategy in use at the existing reactor fleet for managing UNF while the 
reactors are in operation and when they are shut down. 

A-1.1.1 Normal Operations 

UNF is initially stored at the nuclear plants in water filled pools. Typically, a power plant desires to 
maintain sufficient capacity within the used fuel pool to off-load the entire content of the reactor core to 
the pool.  The used fuel pools were not originally designed for long-term storage and the nuclear utilities 
have implemented two strategies for managing used nuclear fuel on-site.  First, the fuel assembly capacity 
of most used fuel pools has been increased, typically termed as “re-racking” the pool.  This increased the 
capacity of the used fuel pools beyond the original design. 
 
However, even with increased capacity many facilities have run out of capacity to store all of the UNF in 
their pools.  At these facilities, above ground dry storage systems are utilized to store the UNF. As more 
facilities run out of pool storage the amount of used fuel placed in dry storage will increase.   Through 
2012, it is estimated that the commercial nuclear industry will have generated an estimated approximately 
70,000 MTU of UNF contained in approximately 242,000 assemblies (175,000 from BWRs and 105,000 
from PWRs) (Carter et al. 2012). It is projected that by 2020, total UNF discharges will be approximately 
88,000 MTU (Carter et al. 2012). By 2060, when all currently licensed reactors will have reached the end 
of their operational lives, assuming a 60-year maximum, there will be approximately 140,000 MTU of 
UNF in storage (Carter et al.  2012).  According to data collected by Ux Consulting, a total of 65,261 
assemblies were being stored in 1,650 casks (UxC 2012), with approximately 73% of the total fuel 
inventory discharged remaining in wet storage.   
 
In order to decrease the risk of terrorism and to decrease the potentially vulnerability of the used fuel 
pools during severe accidents, it has been suggested that used nuclear fuel be moved to dry storage as 
early as possible, for example five years after discharge from the reactors.   The Electric Power Research 
Institute evaluated both the economic and worker exposure impacts of such early movement of spent fuel 
and concluded that the impacts would be significant while providing no safety benefit to the public (EPRI 
2010a).  However, this is being evaluated by the U.S. NRC as reported at the Nuclear Waste Technical 
Review Board meeting on October 17th, 2012. 
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A-1.1.2 Reactor Shutdown 

When a reactor is shut down all fuel must be removed from the used fuel pool before the plant can be 
decommissioned and demolished.  At present, there are nine sites where plants that have been shutdown.  
These sites are shown in Table A-1.  The used nuclear fuel at seven of the sites has been transferred from 
the pool to dry storage and the plants have been decommissioned and demolished.  The fuel at the 
LaCrosse and Zion sites has just begun to move or is planned to be moved to dry storage in the near-term 
and those plants will then be decommissioned and demolished. 

 

Table A-1.  Shutdown Reactor Sites 

Reactor Site Type 
Shutdown 

Date 
ISFSI Load 

Date 

Total 
Casks 

Fuel/GTCC 

Total 
Assemblies 

Total 
MTHM 

Big Rock Point BWR 8/97 12/02 – 3/03 8/1 441 58 
Connecticut 
Yankee 

PWR 12/96 5/04 - 3/05 40/3 1019 412 

Maine Yankee PWR 8/97 8/02 - 3/04 60/4 1434 29 
Yankee Rowe PWR 9/91 6/02- 6/03 15/1 5333 127 
Rancho Seco PWR 6/89 4/01 - 8/02 21/1 493 228 
Trojan PWR 11/92 12/02 - 9/03 34/ 780 359 
Humbolt Bay BWR 7/76 8/08 - 12/08 5/1 390 29 
LaCrosse BWR 4/87 Planned 3/12 5 (estimated) 333 38 

Zion 1 and 2 PWR 7/98 Planned 2013 
61 

(estimated) 
2226 1018 

 

Table A-2 shows the status of commercial reactor operating licenses, including when the operating 
license was renewed and the current operating license expires for each reactor (NRC 2011).  Some 
reactors have yet to have their operating license renewed.  Table A-2 also shows the anticipated operating 
license expiration date for those plants assuming they would receive a twenty-year license extension.  The 
current and anticipated license expiration dates shown in Table A-2 were assumed for this evaluation. 

There is considerable uncertainty regarding when the used nuclear fuel in the pool at a site that shuts 
down in the future would be transferred to dry storage and the plant decommissioned and demolished.  
Some utilities may desire to proceed to decommission and demolish the shutdown plant as soon as 
possible while others may desire to maintain the plant in a safe-storage mode for a period of time.  Table 
A-1 shows a significant range in time between when a reactor was shutdown and when the used fuel was 
transitioned to dry storage.  However, it must be recognized that only a few reactors have been shutdown 
and their decommissioning was somewhat of a unique, first-of-a-kind effort.  Future reactor 
decommissioning may be more efficient, resulting in shorter durations between reactor shutdown and fuel 
off-load. 

For this evaluation, it was assumed that the transfer the fuel from the pools of future shutdown reactors to 
dry storage this transfer occurrs five years after shutdown.  As discussed in Section 3.2.4, a variant to 
Case 2 that assumes the used fuel remains in the pools for a more extended period after reactor shutdown 
will be evaluated in the future.
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A-1.2 Dry Storage Systems 

Dry storage in the U.S can be divided into two broad categories, those in which the fuel is stored bare in a 
fuel basket inside a metal cask and those in which the fuel is stored in a welded canister inside a vented 
concrete overpack or a metal dual purpose cask.   

Most fuel assemblies in dry storage in the U.S. are in welded metal canisters inside vented concrete 
vertical overpacks or a horizontal storage module.  For this configuration, the canister with its internal 
basket, fuel and fuel component contents is the only portion of the storage cask system that is transported.  
These systems all require a separate transportation cask with a type B containment vessel to overpack the 
fuel canister.  The transfer usually requires the use of a transfer cask except for the NUHOMS 
transportation casks, which can interface directly with the horizontal storage module.  Some welded metal 
canisters cannot currently be transported for various design reasons. 

There are four categorical descriptions of dry cask storage:  

1. Metal canisters in vertical concrete overpacks or horizontal concrete modules,  

2. Metal canisters in metal overpack/storage/shipping casks,  

3. Metal canisters in concrete vaults and  

4. Bare fuel casks that provide both primary containment and shielding for storage and 
transportation. 

Details on these categories are provided elsewhere (Leduc 2012). 

The type of dry storage system cask utilized at each reactor site, number of casks loaded, and the number 

of fuel assemblies loaded are shown in Table A-3 (UxC 2012).  A summary of near- and longer-term 

plans for dry storage at plants with existing ISFSIs is shown in Table A-4 (UxC 2012) and a summary of 

plants that plan to deploy ISFSIs in the next few years is shown in Table A-5 (UxC 2012). 

The information shown in Table A-3 shows that while a number of different casks types have been 

utilized over the years, recent trends and future plans indicate that the nuclear industry is primarily 

loading fuel into the following systems at operating plants: 

• Holtec HISTORM MPC-32 (32 assembly capacity) PWR casks; 

• Holtec HISTORM MPC-68 (68 assembly capacity) BWR casks; 

• NAC UMS-24 (24 assembly capacity) PWR casks ; 

• NUHOMS 24 and 32 assembly capacity PWR casks; and 

• NUHOMS 61 assembly capacity BWR casks. 

The information shown in Tables A-4 and A-5 also indicate that there is significant inertia within the 
nuclear industry regarding the dry storage systems.  Several utilities have made significant investments 
into ISFSI licensing, design, pad/module construction, and have established contracts with vendors to 
procure canisters/casks to supply storage capacity for a number of years.  Many utilities envision using 
the same dry storage system already in use or planned to be deployed in the next few years through the 
operational life of their plants.  Thus, it is expected that a variety of dry storage systems will continue to 
be loaded for the foreseeable future.
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Table A-3 Commercial UNF Dry Storage by Cask System 

Vendor Cask System 
Canister 

Type 
Reactor 

Reactor 
Type 

Reactor State Utility Casks Assemblies 

GNB Castor 
V/21 and 
X33 Surry PWR Virginia Dominion 26 558 

DOE Foster Wheeler MVDS Ft. St. Vrain HTGR Colorado PS Colorado   1464 

BFS/ES Fuel Solutions VSC-24 ANO PWR Arkansas Entergy 24 576 

Fuel Solutions W150 
Big Rock 
Point1,3 BWR Michigan Consumers 8 441 

Fuel Solutions VSC-24 Palisades PWR Michigan Entergy 18 432 

Fuel Solutions VSC-24 Point Beach PWR Wisconsin FPL 16 384 
Holtec HI-STAR MPC-80 Humboldt Bay1,3 BWR California PG&E 5 390 

HI-STAR MPC-68 Hatch BWR Georgia Southern Nuclear 3 204 

Hi-STAR MPC-68 Dresden BWR Illinois Exelon 4 272 

TranStor  
MPC-
24E/EF Trojan PWR Oregon Portland GE 34 780 

HI-STORM MPC-68 Browns Ferry BWR Alabama TVA 39 2652 

HI-STORM MPC-32 Farley PWR Alabama Southern Nuclear 16 512 

HI-STORM MPC-24 ANO PWR Arkansas Entergy 22 528 

HI-STORM MPC-32 ANO PWR Arkansas Entergy 16 512 

HI-STORM MPC-32 Diablo Canyon PWR California PG&E 23 736 

HI-STORM MPC-32 Comanche Peak PWR Texas Luminant 9 288 

HI-STORM MPC-68 Hatch BWR Georgia Southern Nuclear 47 3196 

HI-STORM MPC-32 Byron PWR Illinois Exelon 14 448 

 HI-STORM MPC-32 Braidwood PWR Illinois Exelon 3 96 

HI-STORM MPC-68 Dresden BWR Illinois Exelon 49 3332 

HI-STORM MPC-68 LaSalle BWR Illinois Exelon 6 408 

HI-STORM MPC-68 Quad Cities BWR Illinois Exelon 35 2380 

HI-STORM MPC-68 River Bend BWR Louisiana Entergy 15 1020 

HI-STORM MPC-68 Grand Gulf BWR Mississippi Entergy 17 1156 

HI-STORM MPC-68 Hope Creek BWR New Jersey PSE&G 16 1088 

HI-STORM MPC-32 Salem PWR New Jersey PSE&G 16 512 

HI-STORM MPC-68 Fitzpatrick BWR New York Entergy 15 1020 

HI-STORM MPC-32 Indian Point 13 PWR New York Entergy 5 160 

HI-STORM MPC-32 Indian Point 2 PWR New York Entergy 14 448 

HI-STORM MPC-32 Sequoyah PWR Tennessee TVA 32 1024 

HI-STORM MPC-68 Vermont Yanke BWR Vermont Entergy 14 952 

HI-STORM MPC-32 Waterford PWR Louisiana Entergy 9 288 

HI-STORM MPC-68 Columbia BWR Washington Energy Northwest 27 1836 

Westinghouse MC-10 MC-10 Surry PWR Virginia Dominion 1 24 

NAC NAC-I28 NAC-I28 Surry PWR Virginia Dominion 2 56 

NAC-MPC MPC-26 Conn Yankee2,3 PWR Connecticut Ct. Yankee 43 1019 

NAC-MPC MPC-36 Yankee Rowe2,3 PWR Massachusetts YAEC 16 533 

 NAC-MPC LACBWR LaCrosse BWR Wisconsin Dairyland 4 272 

NAC-UMS UMS-24 Palo Verde PWR Arizona APS 91 2184 

NAC-UMS UMS-24 Maine Yankee2,3 PWR Maine Maine Yankee 64 1434 

NAC-UMS UMS-24 McGuire PWR North Carolina Duke 28 672 

NAC-UMS UMS-24 Catawba PWR South Carolina Duke 24 576 
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Table A-3 (Con’t) 

Vendor Cask System 
Canister 

Type 
Reactor 

Reactor 
Type 

Reactor State Utility Casks Assemblies 

Trans Nuclear NUHOMS 24PT Rancho Seco1 PWR California SMUD 22 493 

NUHOMS 24PT1 SONGS 11,3 PWR California 
Southern Cal 
Edison 18 395 

NUHOMS 24PT4 SONGS 2, 3 PWR California 
Southern Cal 
Edison 29 696 

NUHOMS 32PT Millstone PWR Connecticut Dominion 18 576 

NUHOMS 32PTH St. Lucie PWR Florida FPL 14 448 

 NUHOMS 32PTH Turkey Point PWR Florida FPL 18 576 

NUHOMS 12T INEEL PWR Idaho DOE 20 1220 

NUHOMS 61BT Duane Arnold BWR Iowa FPL 48 1152 

NUHOMS 24P Calvert Cliffs PWR Maryland Constellation 22 704 

NUHOMS 32P Calvert Cliffs PWR Maryland Constellation 13 312 

NUHOMS 24PHT Palisades PWR Michigan Entergy 11 352 

NUHOMS 32PT Palisades PWR Michigan Entergy 10 610 

NUHOMS 61BT Monticello BWR Minnesota Xcel Energy 8 488 

NUHOMS 61BT Cooper BWR Nebraska NPPD 10 320 

NUHOMS 32PT Fort Calhoun PWR Nebraska OPPD 6 192 

 NUHOMS 32PHT Seabrook PWR 
New 

Hampshire FPL 23 1403 

 NUHOMS 61BT Oyster Creek BWR New Jersey Exelon 6 192 

 NUHOMS 32PT Ginna PWR New York Constellation 8 488 

 NUHOMS 61BTH Brunswick BWR North Carolina Progress 3 72 

 NUHOMS 24P Davis-Besse PWR Ohio FirstEnergy 19 1159 

 NUHOMS 61BT Limerick BWR Pennsylvania Exelon 27 1404 

 NUHOMS 52B Susquehanna BWR Pennsylvania PPL 41 2501 

 NUHOMS 61BT Susquehanna BWR Pennsylvania PPL 38 912 

 NUHOMS 24PHB Oconee PWR South Carolina Duke 84 2016 

 NUHOMS 24P Oconee PWR South Carolina Duke 14 336 

 NUHOMS 24PTH Robinson PWR South Carolina Progress 8 56 

 NUHOMS 7P Robinson PWR South Carolina Progress 13 416 

 NUHOMS 32PTH North Anna PWR Virginia Dominion 18 576 

 NUHOMS 32PTH Surry PWR Virginia Dominion 8 256 

 NUHOMS 32PT Kewaunee PWR Wisconsin Dominion 17 544 

 NUHOMS 32PT Point Beach PWR Wisconsin FPL 29 1160 

 TN Metal Casks TN-40 Prairie Island PWR Minnesota Ecel Energy 10 320 

 TN Metal Casks TN-32 McGuire PWR North Carolina Duke 59 4012 

 TN Metal Casks TN-68 Peach Bottom BWR Pennsylvania Exelon 27 864 

 TN Metal Casks TN-32 North Anna PWR Virginia Dominion 26 832 

 TN Metal Casks TN-32 Surry PWR Virginia Dominion 22 493 

 
Source:  The Ux Consulting Company, LLC, StoreFUEL and Decomissioning Report, Volume 13, No. 169, September 4, 2012 
1One cask is storing GTCC waste is in use 

2CY has 3 casks storing GTCC waste; Yankee Rowe has one and Maine Yankee has four casks 
3All spent fuel from the shutdown plant 
Yellow highlight shows sites where used fuel loading into dry storage occurred between December 2010 and September 2012, showing recent activity 
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Table A-4 Summary of Near- and Long-Term Plans for Existing ISFIs 
Reactor Site Near-Term and Long-Term Plans 

D.C. Cook Plan to load 14 casks (Holtec MPC 32/HISTORM) by November 2012. 

Palo Verde 
ISFSI has sufficient capacity for all spent fuel that will be generated.  Has ordered a total of 104 NAC UMS systems.  
Will eventually transition to MAGNASTOR system 

Calvert Cliffs 
Has two open horizontal storage modules of the 72 currently (NUHOMS 32P) installed with plans to load in 
September 2012. Another 24 storage modules to be added in 2013.  Pad being expanded to accommodate a total of 
60 more horizontal storage modules. 

Ginna 
ISFSI designed for a 30 horizontal storage module capacity.  12 modules are in place and 6 NUHOMS 32 PT 
canisters have been loaded.  Next loadings planned in 2016 

LaCrosse 
Initial dry storage campaign began in June 2012.  68 assemblies per canister.  333 assemblies total, 155 are 
damaged and will be put in damaged fuel canisters 

Surry 
55 metal storage casks are on two pads, using 5 different casks designs storing 1470 assemblies under site specific 
license.  This is complete.  A third pad, operating under general license, using NUHOMS 32PTH canisters, is being 
used.  This pad is designed for 40 modules and 18 have been loaded (through 2020). 

North Anna 
The loading of one pad, under a site specific license, that has 27 TN-32 casks is complete.  A second pad, operating 
under general license, using NUHOMS 32PTH canisters is being used.   The pad is designed for 40 modules, 26 are 
in place, and 13 have been loaded. 

Millstone 
18 NUHOMS 32PT canisters are in place, and 19 horizatonal storage modules have been installed.  Has permission 
to place 135 storage modules at site (for Units 1,2, and 3). 

Catawba 
24 NAC UMS systems on storage pad.  Has two storage pads capable of various dry storage sytems (horizontal and 
vertical) 

McGuire Plans to begin using NAC MAGNASTOR system in 2012, but has not yet deployed any systems 

Oconee 
Site specific ISFSI license has been renewed until January 31, 2050.  The licensed capacity is 88 NUHOMS 24P 
storage units. 

Columbia 
27 MPC-68 canisters are in place.  Two separate pads have been built, each can hold 18 casks.  9 additional cask 
loads are planned in 2014.  Three more pads are scheduled to be constructed in 2016, bringing total to 90 (enough to 
store all fuel that would be generated through more than 60 years of operation). 

ANO Plan to load 3 MPC-24 casks from unit 1 pool and 3 MPC-32s from unit pool beginning in fall of 2012 

River Bend ISFSI has a 44-cask capacity with capability to expand.  Plan to load 4 MPC-68 casks in 2012. 

Waterford ISFSI has 72 cask capacity (MPC-32); 9 have been loaded to-date 

Indian Point 
ISFSI is sized to accommodate Unit 2 and Unit 3 operations (full-core discharge capability) through 20 years beyond 
current operating license and to store 5 casks with 160 Unit 1 assemblies. 

Vermont 
Yankee 

ISFSI has capacity to store 36 systems (MPC-68 canisters).  

Palisades Plans to continue using higher heat load NUHOMS 24PTH casks for all remaining loads. 

Braidwood Braidwood contract is for 24 HI-STORM 100 systems (MPC 32). 

Byron Byron contract is for 24 HI-STORM 100 systems (MPC-32) 

LaSalle Contract is for 24 HI-STORM 100 systems (MPC-68). 

Limerick Contract is for 24 NUHOMS 61 BT systems 

Oyster Creek Expanding ISFSI and installing additional horizontal storage modules (NUHOMS 61BT) 

St. Lucie 14 NUHOMS 32PTH systems deployed.  Will procure additional modules as needed 

Seabrook Construction of eight horizontal storage modules (NUHOMS 32 PTH) on-going in 2012 and will be loaded in 2013 

Cooper ISFSI designed to support 52 horizontal storage modules.  Next loading campaign is planned for 2013. 

Diablo 
Canyon 

Currently in a campaign to load seven casks.  Holtec has delivered 12 additional systems in June 2011.  PG&E is 
ordering 10 more systems for delivery at the end of 2012. 
 
Initial ISFSI has capacity for 40 casks, which is sufficient capacity through end of operating license; could add 
additional capacity for 3,136 assemblies.  The ISFSI is planned for a total of 7 pads, 138 casks.  2 pads have been 
constructed and expansion is needed in the 2012-2013 timeframe 

H.B. Robinson ISFSI designed to provide life-of-plant storage 
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Table A-4 (cont) Summary of Near- and Long-Term Plans for Existing ISFIs 

Reactor Site Near-Term and Long-Term Plans 

Brunswick A loading campaign is planned in 2013.  Anticipate loading campaigns every 2 years for life of plant 

Salem/Hope Creek Share single ISFSI, designed to store 200 casks; 89 from Salem, the rest from Hope Creek. 

Sequoyah ISFSI has capacity for 90 casks.  Plans to add a second pad by 2028 if needed. 

Browns Ferry ISFSI has capacity for 96 casks.  A second pad could be built in 2018 if needed. 

Prairie Island 
ISFSI has two pads; 24 cask capacity each.  The Minnesota Public Utilities Commission approved plan to 
accommodate up to 35 additional casks to support continued operation through licenses.   

Monticello 30 systems are expected to be needed and the facility has room to add 35 more if needed. 

Source:  The Ux Consulting Company, LLC, StoreFUEL and Decomissioning Report, Volume 13, No. 169, September 4, 2012 
 

Table A-5.  Near-Term Planned New ISFSIs and Loadings 

Vendor Cask System 
Canister 

Type Reactor 
Reactor 

Type Utility 
Estimated 
First Load Comments 

Holtec 

HI-STORM 100 MPC-68 Fermi-2 BWR 
Detroit 
Edison 

2014 
Contracted with HOLTEC for 12 systems for 
capacity through 2016.  ISFSI will 
accommodate 64 casks, but can be expanded 

HI-STORM 100 MPC-68 Perry BWR FirstEnergy 2012 

Under contract for 16 canisters/overpacks.  
ISFSI designed for 80 casks capacity.  Six 
casks planned to be loaded in 2012.  Up to 74 
additional systems will be added as needed. 

HI-STORM 100 MPC-32 DC Cook PWR 
American 
Electric 

2012 

Estimates cask loading every 2-3 years.  90 
casks needed to get to end of operating 
license in 2037.  Additional 112 for 
decommissioning. 

HI-STORM 100 MPC-32 Vogtle PWR 
Southern 
Nuclear 

2013 

Plan loading 4 systems in 2013, 6 in 2015, 6 
in 2016, 8 in 2018 - then 8 in every year 
except in years where both units are re-
fuelled.  80 casks expected to be loaded by 
2035 

HI-STORM 100 MPC-32 
Indian 
Point 3 

PWR Entergy 2013 
Plan to move Unit 3 fuel to Unit 2 pool for 
transfer into dry storage at existing ISFSI 

HI-STORM 100 MPC-68 Pilgrim BWR Entergy 
2013 - 
2014 

Plans to load 3 MPC-68 casks in 2013 or 
2014.  Pad construction to begin in 2012 

Hi-STORM FW MPC-32 Summer PWR 

South 
Caroling 
Electric & 

Gas 

2015 
Contract with Holtec for three loading 
campaigns (initial loading of 4 systems in 
2015, then seven in 2019 and seven in 2022 

NAC 

MAGNASTOR MPC-37 Zion PWR Exelon 2013 
2226 fuel assemblies to be loaded in up to 61 
storage systems, plus 4 for GTCC waste 

Trans-
nuclear NUHOMS 

32PT 
32PT 

Crystal 
River 

PWR Progress 2014 
Date being delayed due to extended 
shutdown.  ISFSI will have a 80 storage 
module capacity 

NUHOMS 
61BT 

61BT 
Nine Mile 

Point 
BWR Constellation 2012 

First loading scheduled for September 2012; 
six canisters to be loaded.  Thirty horiztonal 
modules have been constructed and the 
future capacity is planned up to 200 horizontal 
storage modules.  Plans for initial construction 
of 30 modules to load between 2012 and 
2015.  30 canisters are being acquired. 
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Table A-5.  Near-Term Planned New ISFSIs and Loadings (continued) 

To Be 
Determi

ned 

Trans-nuclear TBD 
Beaver 
Valley 

PWR  FirstEnergy 2014 First load planned for 2014. 

Holtec - TBD TBD Watts Bar PWR� TVA 
2014 - 
2015 

Originally planning on re-racking and building 
AN ISFSI by 2020.  As a result of the 
Fukushima accident, TVA has decided to 
implement dry storage by 2014, planning to 
load 10 systems that first year.  

TBD TBD Clinton BWR� Exelon 2015 ISFSI construction planned to begin in 2012. 

TBD TBD 
South 
Texas 

PWR� South Texas 
Project 

2016 Planning to implement dry storage in 2016. 

Holtec - TBD TBD Callaway PWR� AmerenUE 
2016 - 
2019 

Selected Holtec.  Spent fuel pool will lose full 
core discharge capability in 2019. 

TBD TBD 
Wolf 

Creek 
PWR� WCNOC 

2016 - 
2019 

Expects to have ISFSI operational no later 
than 2019, possibly by 2016 if driven to do so. 

Source:  The Ux Consulting Company, LLC, StoreFUEL and Decomissioning Report, Volume 13, No. 169, September 4, 2012 

Thus, it was assumed in this evaluation that plants already loading fuel into dry storage will continue to 

utilize the systems they are already loading or plan to load.  To ensure consistency for purposes of this 

analysis, plants that have not yet made decisions regarding dry storage systems were assumed to load 

Holtec MPC-32 and MPC-68 systems.  This assumes that the utilities will make whatever upgrades 

necessary to handle these large size casks. 

The Transportation Logistics Simulation – CALVIN (TSL-CALVIN) model (Nutt et al. 2012) was used 

to project dry storage inventories through 2035.  Figure A-1 shows the number of casks systems that will 

be loaded over time through 2035 and Table A-6 shows the projected number of casks, the number of fuel 

assemblies, and the amount (MTHM) of material loaded for each system in 2020 and 2035.   

A-1.2.1 At-Reactor Operations for On-Site Dry Storage 

Each canister-based or cask storage system has specific procedures associated with the fuel loading 
operation, however in general the steps are similar.  The high level steps are (EPRI 2010b): 
 

1. Receipt and inspection of canister/cask 
2. Cleaning, decontamination, and inspection of transfer cask (if utilized) 
3. Transfer of canister/cask (and transfer cask if utilized) into the fuel pool 
4. Filling the canister/cask with water 
5. Transfer fuel from the fuel pool storage racks into the canister/cask 
6. Seat closure lid on top of the canister/cask 
7. Remove the loaded canister/cask (and transfer cask if utilized) from the fuel pool 
8. Seal the canister/cask (welded or bolted closure) 
9. Drain water from the canister/cask cavity (vacuum or forced helium drying system) 
10. Backfill cavity with helium to provide an inert atmosphere 
11. For canister systems 

a. Place canister in transfer cask  
b. Move canister/transfer cask to ISFSI and place canister inside storage overpack (vertical) 

or inside storage module (horizontal) 
12.  For storage casks – transfer cask to ISFSI 
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Table A-6.  Projected Dry Storage Inventory at 2020 and 2035 
2020 

System Assemblies Casks MTHM 
Total 111149 2618 31568.0 
Holtec MPC-68 42131 621 7599.2 
Holtec MPC-32 13970 437 6275.5 
NUHOMS 24P 8100 340 3527.8 
NAC UMS-24 6690 279 2807.3 
NUHOMS 32P 8672 271 3605.4 
NUHOMS 61B 15311 251 2749.2 
TransNuclear TN-32 2494 78 1137.6 
Fuel Solutions VSC-24 1368 57 567.5 
TransNuclear TN-68 3740 55 694.8 
Holtec MPC-24 1116 47 504.3 

NUHOMS 52B (Susquehanna) 2236 43 404.5 

TransNuclear TN-40 1680 42 625.2 
NAC MPC-26 1019 40 412.3 
NAC MPC-37 925 25 405.5 

NAC MPC-36 (Maine Yankee) 533 15 127.1 

Fuel Solutions W-150 (Big Rock Point) 441 7 57.9 

Holtec MPC-80 (Humbolt Bay) 390 5 28.9 
NAC MPC-68 (LaCrosse BWR) 333 5 38.0 

Castor V21 and X33 558 26   
NUHOMS 7P 56 8   

2035 
System Assemblies Casks MTHM 

Total 224320 5205 63517.0 
Holtec MPC-68 84971 1251 15121.5 
Holtec MPC-32 36146 1130 15951.2 
NUHOMS 32P 20520 642 8539.6 
NUHOMS 61B 38847 638 6866.2 
NUHOMS 24P 12890 540 5662.3 
NAC UMS-24 11226 468 4818.3 
TransNuclear TN-32 2494 78 1137.6 
NAC MPC-37 2590 70 1164.2 
TransNuclear TN-40 2560 64 934.2 
Fuel Solutions VSC-24 1368 57 567.5 
TransNuclear TN-68 3740 55 694.8 
South Texas (18) 900 50 486.7 
Holtec MPC-24 1116 47 504.3 

NUHOMS 52B (Susquehanna) 2236 43 404.5 

NAC MPC-26 1019 40 412.3 

NAC MPC-36 (Maine Yankee) 533 15 127.1 

Fuel Solutions W-150 (Big Rock Point) 441 7 57.9 

Holtec MPC-80 (Humbolt Bay) 390 5 28.9 

NAC MPC-68 (LaCrosse BWR) 333 5 38.0 

Castor V21 and X33 558 26   
NUHOMS 7P 56 8   
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A-1.3 At-Reactor Operations for Transportation 

A-1.3.1 Bare Fuel 

The cases being evaluated consider two alternatives for transporting bare fuel from the used nuclear fuel 
pools; using re-useable transportation casks and using dual- or multi-purpose canisters/overpacks. 

The concept for at-reactor-loading of bare fuel into re-useable transportation casks includes the following 
activities (DOE 2002, Section J.1.3.1.1): 

1. Receiving the empty transportation cask at the site fence  

2. Preparing and moving the cask into the facility loading area  

3. Removing the cask from the site prime mover trailer  

4. Preparing the cask for loading and placing it in the water-filled loading pit  

5. Transferring spent nuclear fuel from its pool storage location to the cask  

6. Removing the cask from the pool and preparing it for shipment  

7. Placing the cask on the site prime mover trailer  

8. Moving the loaded cask to the site fence where the trailer is connected to the transportation 
carrier’s prime mover for offsite shipment  

Consistent with the mostly rail scenario previously considered by the DOE (DOE 2012), 17 shipping cask 
configurations were assumed for the transportation of bare fuel assemblies from reactor sites: 8 for legal-
weight truck casks and 9 for rail casks. Table A-7 lists the legal-weight truck and rail cask configurations 
used in the analysis and their capacities. It was assumed that all shipments would use one of the 17 
configurations. If the characteristics of the spent nuclear fuel projected for shipment exceeded the 
capabilities of one of the casks, it was assumed that the cask’s capacity is reduced for the affected 
shipments. The reduction, which is sometimes referred to as cask de-rating, is needed in certain instances 
to satisfy nuclear criticality, shielding, and thermal constraints. 

For the concept for at-reactor loading of bare fuel residing in the used fuel pools into dual-purpose 
canisters for off-site transportation involves all steps for loading a dry storage canister described in 
Section A-1.2.1, through step 10 followed by steps 7 and 8 immediately above.  For such scenarios, it was 
assumed that Holtec MPC-32 and MPC-68 systems would be used. 

A-1.3.2 Casks/Canisters in Dry Storage 

Table A-8 shows the dry storage systems that have been or are currently being loaded at reactor sites 
(Leduc 2012).  Table A-8 also shows the storage configuration and the required operations to transition to 
transporting those canisters/casks from the reactor sites.  These operations involve either direct transport 
of a transportable shielded cask or the transfer of a dry storage canister to a transportation overpack/cask.  
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Table A-7.  Bare Fuel Shipping Cask Configurations 
 

����������	���

�	�	�����
����
���������
�����
������ ������������

����� �� ��

����$#�	�� $#� �������������������������������������

����$#�	����� $#� ������������������������������������������������������

����%%�	�� %%� ��������������������������������������������

����&(�	�� &(� �������������������������������������������

����"#�	�� "#� 	������������������������������������������

����"#�	����� "#� 	�����������������������������������������������������������

����#"�	�� #"� ��������������������������������������������

����#%�	�� #%� �������������������������������������������

����'�	����� '� ���������������������������������������

�	
��� �� ��

��
�)�)�	�� )� �������������������������������������

��
�)�'�	�� '� ���������������������������������������������

��
�%�%�	�� %� �������������������������������������

��
�%�$�	�� $� ���������������������������������������������

��
�%�#�	�� #� ���������������������������������������������

��
�%�%�	��	
� %� ��������������������������������������������������

��
�%�$�	��	
� $� ����������������������������������������������������������

��
�%�%�	����� "� ��������������������������������������������������

Source:  DOE 2002, Table J-3. 

  

 



Used Fuel Management System Architecture Evaluation, Fiscal Year 2012  
October 2012 A-17 

 
Table A-8 UNF Dry Storage Cask/Vault Systems 

Vendor Cask System 
  

Canister 
Type 

Storage 
Configuration 

Transition to 
Transport Required 
Operation 

Welded Metal Canister in Vented Concrete Overpack (84.1%)a 

Fuel Solutions  W150 Vertical 
Cylinder 

Canister Transfer to 
Transport Cask 

  VSC-24 Vertical 
Cylinder 

Canister Transfer to 
Transport Caskd 

NAC NAC-MPC MPC-26 Vertical 
Cylinder 

Canister Transfer to 
Transport Cask 

  MPC-36 Vertical 
Cylinder 

Canister Transfer to 
Transport Cask 

 NAC-UMS UMS-24 Vertical 
Cylinder 

Canister Transfer to 
Transport Cask 

TransNuclear NUHOMS 7P Horizontal 
Rectangular 

Canister Transfer to 
Transport Caske 

  24P Horizontal 
Rectangular 

Canister Transfer to 
Transport Caske 

  32P Horizontal 
Rectangular 

Canister Transfer to 
Transport Caske 

  24PT Horizontal 
Rectangular 

Canister Transfer to 
Transport Caske 

  24PT1 Horizontal 
Rectangular 

Canister Transfer to 
Transport Caske 

  24PT4 Horizontal 
Rectangular 

Canister Transfer to 
Transport Caske 

  32PT Horizontal 
Rectangular 

Canister Transfer to 
Transport Caske 

  12T Horizontal 
Rectangular 

Canister Transfer to 
Transport Caske 

  24PTH Horizontal 
Rectangular 

Canister Transfer to 
Transport Caske 

  32PTH Horizontal 
Rectangular 

Canister Transfer to 
Transport Caske 

  24BHP Horizontal 
Rectangular 

Canister Transfer to 
Transport Caske 

  61BT Horizontal 
Rectangular 

Canister Transfer to 
Transport Caske 

  61BTH Horizontal 
Rectangular 

Canister Transfer to 
Transport Caske 

  52B Horizontal 
Rectangular 

Canister Transfer to 
Transport Caske 
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Table A-8 (Continued) 

Vendor Cask System 
  

Canister 
Type 

Storage 
Configuration 

Transition to 
Transport Required 
Operation 

HOLTEC HI-STORM MPC-24 Vertical 
Cylinder 

Canister Transfer to 
Transport Cask 

  MPC-32 Vertical 
Cylinder 

Canister Transfer to 
Transport Cask 

  MPC-68 Vertical 
Cylinder 

Canister Transfer to 
Transport Cask 

HOLTEC TransStor MPC-
24E/EF 

Vertical 
Cylinder 

Canister Transfer to 
Transport Cask 

Welded Metal Canister in Metal Sealed Overpack (1.4%) 
HOLTEC HISTAR 100 MPC-68 Vertical 

Cylinder 
Direct Ship Possible 

  MPC-80 Vertical 
Cylinder 

Direct Ship Possible 

Welded Metal Canister in Vault Storage (2.4%) 

Foster Wheeler MVDS 6 
assembly 
canisters 

Vault Canister Transfer to 
Transport Cask 

Bare Fuel Casks with Bolted Closure (12.8%) 
NAC NAC I28 I28 Vertical 

Cylinder 
Fuel Transfer to 
Transport. Caskb 

TransNuclear TN Metal 
Casks 

TN-32 Vertical 
Cylinder 

Fuel Transfer to 
Transport. Caskc 

  TN-40 Vertical 
Cylinder 

Direct Ship Possible 

  TN-68 Vertical  
Cylinder 

Direct Ship Possible 

GNB  CASTOR V/21 Vertical 
Cylinder 

Fuel Transfer to 
Transport Caskd 

Westinghouse MC-10 MC-10 Vertical 
Cylinder 

Fuel Transfer to 
Transport. Caskd 

Source:  Leduc 2010, Table 2-1 
a% of assemblies in dry storage 
b Direct shipment of the NAC I28 may be possible (see Leduc 2012, Section 3.1.3) 
c Direct shipment of the TN-32 may be possible (see Leduc 2012, Section 3.1.1) 
d Cannot currently be transported for various design reasons (see Leduc 2012, Sections 3.1.2 and 
3.1.4) 
e NUHOMS 7P, 12T, 24P, 24PHB, 32P, and 52B cannot currently be transported for various 
design reasons; however, NUHOMS 24PT, 24PT1, 24PT4, 24PTH, 32PT, 32PTH, 61BT, and 
61BTH are transportable by canister transfer to transport cask. 
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Table A-8 shows that several of the canisters/casks cannot presently be transported for different design 
reasons (Leduc 2010).  If an engineering solution cannot be developed to allow for the transport of these 
casks or canisters, it would be necessary to re-package the used fuel assemblies into a transportable cask 
or canister.  Such a re-packaging operation could be performed within the used fuel pool, provided that 
the pool is still available.  This would not be the case for shut down reactors that have been 
decommissioned and demolished.  In such a situation, a facility to re-package the fuel would have to be 
either constructed on-site or a portable re-packaging facility, which has yet to be developed, would have 
to be deployed. The U.S. Government Accountability Office has estimated the cost of constructing a 
generic wet or dry re-packaging facility at a reactor site at $300M (± 50%) (GAO 2009). 

In general, the dry storage cask or canister would have to be moved from the on-site storage facility to a 
re-packaging facility.  A new transportable canister or cask would have to be moved into the re-packaging 
facility.  The lid would have to be removed to access the fuel; either by un-bolting the lid or cutting it off 
if it is a welded canister.  The fuel assemblies would then be transferred to the new cask/canister 
following the steps described above.  The old canister/cask would then have to be cleaned, 
decontaminated and disposed of, likely as low-level radioactive waste. 

A canister/cask re-packaging operation would be costly and increase worker radiation exposures.  As an 
example, the Virginia Electric Power Company (Dominion) has estimated that the total cost of re-
packaging some of their dry storage canisters would be $1.5 million per storage canister ($150K for 
unloading, $150K for re-loading, $1M for a new canister, and $200K for disposal of the old canister/cask) 
(Rice 2011).  In addition, they estimate that re-packaging would increase personnel radiation exposure by 
an estimated 250 mRem per canister. 

Comparing Table A-3 and Table A-8 indicates that seven sites have dry storage systems that are presently 
not transportable for different design reasons.  Table A-9 shows these sites, the canisters types, and the 
number of canisters that are not presently transportable.  These seven reactor sites have pools in 
operation, so re-packaging could be done there until the reactors shut down and are decommissioned and 
demolished.  The fuel assemblies either in dry storage or soon to be placed in dry storage at the nine 
shutdown reactor sites are in transportable dry storage systems and could be transported from the sites 
provided that the infrastructure is in place to support transportation off-site. 

Table A-9 also shows the estimated costs and worker exposures that would be incurred to re-package the 
fuel assemblies in these casks (presumably into the same cask design), assuming the Virginia Electric 
Power Company estimates.  Table A-9 also shows the estimated cost of constructing new re-packaging 
facilities at these sites in the future, should they be required.  Re-packaging costs may be lower as this 
simple analysis assumes re-packaging into the same size canisters.  In reality, re-packaging would likely 
be into larger capacity canisters and the costs would be lower. 

Table A-9 shows the potential costs and worker exposures that could be avoided by identifying an 
engineering solution for the transportation of these canisters (based on the Virginia Electric Power 
Company estimates presented above).  This evaluation does not address this issue further and assumes 
that these dry storage canisters are transportable when evaluating the various cases described in Section 3. 
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Table A-9  Impacts of On-Site Used Nuclear Fuel Re-Packaging 

Site 
Canister Type/ 

Number 

Estimated 
Re-Packaging 

Cost ($M) 

Estimated  
Re-Packaging 

Exposure 
(mRem) 

Estimated 
Re-Packaging 
Facility Cost 

($M) 

Surry 
V/21 and X33: 26 

40.5 6,750 300 
MC-10: 1 

ANO VSC-24: 24 36 6,000 300 

Calvert Cliffs 
24P: 48 

103.5 17,250 300 
32P: 32 

Davis Besse 24P: 3 4.5 750 300 

Susquehanna 52B: 27 40.5 6,750 300 

Oconee 
24PHB: 38 

183 30,500 300 
24P: 84 

Robinson 7P: 8 12 2,000 300 

Total �	�� ���� ������� ������
Note:  Calvert Cliffs plans to continue loading 32P canisters and Oconee plans to continue loading 24PHP canisters 

 

A-1.3.3 Additional Evaluation Assumptions for At-Reactor Operations 

The following additional assumptions, beyond those described above, were made to evaluate at-reactor 
impacts for the different evaluation cases described in Section 3.  Generally speaking, these are analytical 
assumptions for convenience, rather than hard and fast constraints. Future analyses will explore the 
implications of changing these assumptions. 

• Reactor sites utilize dry storage to maintain full-core off-load reserve capacity in the used fuel 
pools.  When the fuel pool assembly inventory exceeds the full-core off-load reserve capacity in a 
year, it is assumed that fuel is moved to dry storage.  It is recognized that some utilities may 
allow the available pool capacity to be smaller than the full-core off-load reserve capacity and 
also strive to load fuel in campaigns that transfer large amounts of fuel to dry storage.  As such, 
the actual rate that fuel would be moved from the pools to dry storage over time will likely differ 
from a rate projected using the full-core off-load reserve capacity assumption, however the 
overall trends and amounts of fuel being transferred to dry storage will be similar. 

• The ability to load fuel assemblies into dry storage at reactor sites is unconstrained, except by 
canister/cask thermal limits.  In other words, all fuel that needs to be transferred to dry storage in 
a given year to maintain pool capacity can be moved, within the thermal limits of the storage 
canister/cask.   

• An oldest-fuel-first (OFF) allocation is used to determine the amount of fuel, in terms of MTHM, 
that will be accepted from each reactor site when fuel is transported away from reactor sites. 

• A youngest-fuel-first, minimum 5-year out of reactor (YFF-5) fuel prioritization is used to 
determine the number of fuel assemblies that are transported within the allocated MTHM amount 
for each reactor site.  It is assumed that reactor operators would prefer to transfer younger fuel 
from the used fuel pools first and leaving the generally older fuel in dry storage to both increase 
the available capacity in the used fuel pools and to reduce or eliminate the need to transfer 
additional fuel to dry storage. 
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• No inter-utility or intra-utility trading of allocation rights. 

• The ability to load fuel assemblies into either re-useable transportation casks or transportable 
canisters for subsequent shipping from reactor sites is not constrained, except by thermal limits.  
All fuel that is allocated for shipping from a reactor site in a year is loaded into a re-useable 
transportation casks or transportable canisters can be moved, unless constrained by thermal limits. 

• Thermal limits on transportation overpacks/casks for canisters, and re-useable bare fuel 
transportation casks apply.  Only full canisters and/or re-useable transportation casks that meet 
the thermal limits are shipped.  Any remaining fuel allocation that cannot be shipped due to 
thermal constraints is carried into the next year and added to the reactor’s allocation for that year. 

• For cases where all fuel assemblies from the pool are transferred to dry storage at reactor 
shutdown, this transition occurs five years after shutdown. 

• The minimum time that fuel can either be moved to dry storage or transported off site is five 
years. 

The following assumptions were made with respect to transport away from the operating and shutdown 
reactor sites for a mostly rail transportation scenario involving the transport of bare fuel from the reactor 
sites, consistent with the Yucca Mountain FEIS: 

• Six sites without sufficient crane capacity to lift a rail cask or without other factors such as 
sufficient floor loading capacity or ceiling height were assumed to ship by legal-weight truck.  

• These six sites will be upgraded to handle rail casks once the reactors are shut down, and all 
remaining spent nuclear fuel would ship by rail.  

• Of these six sites, two are direct rail and four are indirect rail sites. Of the four with indirect rail 
access, three have access to a navigable waterway.  

• Twenty-four sites with sufficient crane capacity but without direct rail access were assumed to 
ship by heavy-haul truck to the nearest railhead. 

It was assumed for scenarios involving the transport of all fuel from the reactor sites in large existing size 
canisters that  

• Sufficient crane capacity would be added to the six sites currently without sufficient capacity to 
handle large canisters. 

• Shipment of canisters away from these sites would be by direct rail or heavy-haul truck 

• Twenty-four sites with sufficient crane capacity but without direct rail access were assumed to 
ship by heavy-haul truck to the nearest railhead. 

 

A-2. Projections of At-Reactor Used Nuclear Fuel Inventories and 
Acceptance 

The TSL model was used to project used nuclear fuel inventories at each of the reactor sites, the number 
of bare fuel casks and dry storage canisters that would be shipped for the different start dates for fuel 
acceptance (2020, 2035) and fuel acceptance rates (1500, 3000, 6000 MT/yr).  Again, a YFF-5 fuel 
shipping prioritizaton was used. 

Summary results are presented and discussed in this section.  The TSL produces much more detailed 
results (i.e., individual cask/canister shipments and quantities) that can be used for additional analysis. 
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A-2.1 At Reactor Logistics 

The logistic steps for the cases under consideration are described in detail in Section 3.1.  This section 
repeats those logistic steps; focusing on those that affect at-reactor used fuel management operations. 

Cases 1 and 3 

Cases 1 and 3, described in Sections 3.1.1 and 3.1.3, respectively, involve the loading of exising size 
canisters/casks at the reactor sites for storage and subsequent transportation.  The logistic steps are: 

• Bare fuel transferred to existing size canisters during reactor operation to maintain full core off-

load capacity in the at-reactor wet pool  

o On-Site Storage prior to destination availability (CSF or repository) 

o Transported from Reactor Site when destination is available, provided the canisters are 

within the thermal limits of transportation casks/overpacks (CSF or repository) 

• Bare fuel in the wet pool transferred to existing size canisters during reactor operation for 

transport to destination when available (CSF or repository) 

• Bare fuel transferred to existing size canisters at reactor shutdown  

o On-Site Storage prior to destination availability (CSF or repository) 

o Transported from Reactor Site when destination is available, provided the canisters are 

within the thermal limits of transportation casks/overpacks (CSF or repository)  

For these cases, it was assumed that the Holtec MPC-32 and MPC-68 systems would be used for 
transporting bare fuel residing in the used nuclear fuel pools. 
 
Cases 2 and 4 

Cases 2 and 4, described in Sections 3.1.2 and 3.1.4, respectively, both involve the loading of exising size 
canisters/casks at the reactor sites for storage to maintain fuel pool capacity and when a reactor shuts 
down.  However, any fuel transportation to the CSF from the spent fuel pools is done as bare fuel 
transport using re-usable transporation casks.  The logistic steps are: 

• Bare fuel transferred to existing size canisters during reactor operation to maintain full core off-

load capacity in the at-reactor wet pool  

o On-Site Storage prior to destination availability (CSF or repository) 

o Transported from Reactor Site when destination is available, provided the canisters are 

within the thermal limits of transportation casks/overpacks (CSF or repository) 

• Bare fuel in the wet pool transported in re-useable transportation casks during reactor operation 

when destination is available (CSF or repository) 

• Bare fuel transferred to existing size canisters at reactor shutdown  

o On-Site Storage prior to destination availability (CSF or repository) 

o Transported from Reactor Site when destination is available, provided the canisters are 

within the thermal limits of transportation casks/overpacks (CSF or repository) 

A-2.2 At Reactor Logistic Results:  On-Site Dry Storage Inventories 

This section presents the at-reactor logistic results obtained from the TSL simulations pertaining to at-
reactor dry storage inventories and requirements.  The results of the TSL simulations indicate that the 
inventory of used nuclear fuel in on-site dry storage depends primarily on the acceptance rate and when 
acceptance begins.  There is little to no difference in the maximum used nuclear fuel inventory in dry 
storage for the different cases for a given acceptance rate and acceptance start date.  Except for the 3000 
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MTHM/yr acceptance rate, the time dependent trend in the at-reactor dry storage inventory is also very 
similar for the different cases for a given acceptance rate and acceptance start date (see Section A-2.2.3 
for more details).  Summary-level results are shown in Table A-10. 

The total amount of used fuel loaded into at-reactor dry storage also depends on the acceptance rate and 
when acceptance begins.  However, unlike the maximum dry storage inventory, the total number of 
canisters loaded into at-reactor dry storage does change for the different cases for a given acceptance rate 
and acceptance start date.  In particular, those cases where used fuel from the pools is transported from 
the reactors in DPCs (Cases 1 and 3) result in a larger total amount of fuel being loaded into at-reactor dry 
storage compared to cases where fuel from the pools is transported using re-useable transportation casks 
(Cases 2 and 4). 

 

Table A-10.  Summary Level TSL Simulation Results for At-Reactor Dry Storage 
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Recall that in Cases 1 and 3 it is assumed that the Holtec MPC-32 and MPC-68 systems would be used 
for transporting bare fuel residing in the used nuclear fuel pools and no other bare fuel transportation 
casks would be used.  It was assumed that the thermal output of a fuel assembly was limited at 201 watts 
for BWR fuel and 532 watts for PWR fuel to maintain the total thermal output of the transportation 
overpacks within their certified limits.  Under a YFF-5 fuel acceptance scenario, in some years there was 
no fuel available in the used fuel pools at certain reactors that met these thermal output limits and fuel in 
dry storage was transported off-site instead to achieve that reactor’s annual allocation of fuel to ship.  This 
then necessitated those reactors to off-load fuel from the pools to dry storage to maintain pool capacity.  

This behavior results from the assumptions presented in Sections A-1.3 and A-1.4: 1) reactor sites will 
utilize dry storage to maintain full-core off-load reserve capacity in the used fuel pools, and 2) the ability 
to load fuel assemblies into dry storage at reactor sites is unconstrained.   

These assumptions could potentially be challenged while a reactor is in operation due to multiple 
requirements and demands on the used fuel pool during and operating fuel cycle.  Such demands include 
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receipt of fresh fuel, core re-load, fuel inspections/repair, and maintenance of the spent fuel pool.  As an 
example, it has been estimated that a used fuel pool would potentially be available for approximately 30 
weeks during an operating fuel cycle to support used fuel transfer activities (Leblang 2011).  Such a 
window may constrain the amount of used fuel that could be transferred to dry storage when either 
multiple fuel handling activities occur within a given operating fuel cycle (transfer to dry storage and 
loading for shipping off-site) or potentially when smaller capacity canisters are loaded (waste package 
compatible size canisters).  These constraints should be further explored and their impacts on at-reactor 
logistics evaluated.  

A-2.2.1 1500 MTHM/year YFF-5 Acceptance, Starting in 2020 

Figure A-2 shows the inventory of used nuclear fuel (assemblies, MTHM) and casks in at-reactor dry 
storage as a function of time for a 1500 MTHM/yr – YFF-5 acceptance rate, starting in 2020 assuming 
UNF in the pools is all placed in DPCs prior to transport (Cases 1 and 3).  Figure A-3 shows the inventory 
of used nuclear fuel (assemblies, MTHM) and casks in at-reactor dry storage as a function of time for a 
1500 MTHM/yr – YFF-5 acceptance rate, starting in 2020 assuming UNF in the pools is transported 
using re-useable transportation casks (Cases 2 and 4).  Figure A-14 shows the cumulative number of 
canisters placed in dry storage. 

A 1500 MTHM/yr used fuel acceptance rate beginning in 2020 does not overcome the need for reactor 
sites to continue transferring fuel from the used fuel pools into dry storage because it does not even keep 
up with the rate at which fuel is being discharged from the reactor fleet (~2000 MTHM/yr).  The sharp 
increase in the rate that used fuel is transferred to dry storage coincides with the shutdown of the reactor 
fleet that begins in 2029 and runs through 2055.  The peak total inventory of approximately 83,000 
MTHM (53,000 MTHM PWR, 30,000 MTHM BWR) occurs in 2054, coinciding with the date of the last 
reactor shutdown.  It is only after all the reactors have shutdown does the inventory of used fuel in dry 
storage begin to decrease with the inventory of used nuclear fuel being removed from the reactor sites in 
2113.  

A-2.2.2 1500 MTHM/year YFF-5 Acceptance, Starting in 2035 

Figure A-4 shows the inventory of used nuclear fuel (assemblies, MTHM) and casks in at-reactor dry 
storage as a function of time for a 1500 MTHM/yr – YFF-5 acceptance rate, starting in 2035 assuming 
UNF in the pools is all placed in DPCs prior to transport (Cases 1 and 3).  Figure A-5 shows the inventory 
of used nuclear fuel (assemblies, MTHM) and casks in at-reactor dry storage as a function of time for a 
1500 MTHM/yr – YFF-5 acceptance rate, starting in 2035 assuming UNF in the pools is transported 
using re-useable transportation casks (Cases 2 and 4).  Figure A-14 shows the cumulative number of 
canisters placed in dry storage.  

A 1500 MTHM/yr used fuel acceptance rate beginning in 2035 also does not overcome the need for 
reactor sites to continue transferring fuel from the used fuel pools into dry storage.  The sharp increase in 
the rate that used fuel is transferred to dry storage again coincides with the shutdown of the reactor fleet 
that begins in 2029 and runs through 2054.  The peak total inventory of approximately 105,000 MTHM 
(68,000 MTHM PWR, 37,000 MTHM BWR) occurs in 2055, coinciding with the date of the last reactor 
shutdown.  It is only after all the reactors have shutdown does the inventory of used fuel in dry storage 
begin to decrease with the inventory of used nuclear fuel being removed from the reactor sites in 2128 (15 
years later than starting in 2020).  Initiating acceptance in 2035 results in an additional 20,000 MTHM of 
used nuclear fuel being transferred to dry storage. 
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Figure A-2.  Cases 1 & 3: Total At-
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A-2.2.3 3000 MTHM/year YFF-5 Acceptance, Starting in 2020 

Figure A-6 shows the inventory of used nuclear fuel (MTHM) and casks in at-reactor dry storage as a 
function of time for a 3000 MTHM/yr – YFF-5 acceptance rate, starting in 2020 assuming UNF in the 
pools is all placed in DPCs prior to transport (Cases 1 and 3).  Figure A-7 shows the inventory of used 
nuclear fuel (assemblies, MTHM) and casks in at-reactor dry storage as a function of time for a 3000 
MTHM/yr – YFF-5 acceptance rate, starting in 2020 assuming UNF in the pools is transported using re-
useable transportation casks (Cases 2 and 4).  Figure A-14 shows the cumulative number of canisters 
placed in dry storage. 

A 3000 MTHM/yr used fuel acceptance rate beginning in 2020 overcomes the need for reactor sites to 
continue transferring fuel from the used fuel pools into dry storage while in the reactors are in operation.  
This is shown in the decreasing dry storage inventory that occurs when acceptance begins in 2020.  
However, when the reactor fleet begins to shutdown, starting in 2029 and running through 2055, the 3000 
MTHM/yr acceptance rate is not sufficient to overcome the need to transfer the remaining used fuel from 
the wet pools to dry storage.  This is shown in the increase in the dry storage inventory that begins in 
2029.   

This trend is seen in both Figure A-6 (Cases 1 & 3) and Figure A-7 (Cases 2 & 4) and is evident by the 
two peaks that occur.   The first is at 2020, when acceptance begins, and the second at 2055, coinciding 
with the date of the last reactor shutdown.  Only after all the reactors have shutdown does the inventory of 
used fuel in dry storage begin to decrease with the inventory of used nuclear fuel being removed from the 
reactor sites in 2067. 

The time-dependent dry storage inventory shown in Figure A-6 (Cases 1 & 3) and Figure A-7 (Cases 2 & 
4) are quite different as is the cumulative number of canisters placed in dry storage, shown in Figure A-
14.  For Cases 2 and 4, at 3000 MTHM/year fuel is predominately shipped from the pools, however there 
is still a need to transfer fuel into dry storage at some reactor sites.  Shipments from dry storage do not 
occur until later, after the pools are depleted of fuel available for transport.  There is a larger amount of 
fuel being transferred into dry storage than is being removed after acceptance begins.  When the reactor 
fleet begins to shut down, the additional canisters loaded to dry storage add to a larger inventory already 
in dry storage.  Thus, although the cumulative number of canisters loaded into dry storage is larger for 
Cases 1 and 3, the peak number of canisters loaded into dry storage is larger for Cases 2 and 4. 

The peak total inventory is approximately 34,000 MTHM (20,000 MTHM PWR, 14,000 MTHM BWR), 
with two peaks occurring for Cases 1 and 3.  The peak total inventory is approximately 39,000 MTHM 
(22,000 MTHM PWR, 17,000 MTHM BWR) for Cases 2 and 4.   

The peak on-site dry storage requirements are significantly less for an acceptance rate of 3000 MTHM/yr 
as compared to 1500 MTHM/yr; 34,000 – 39,000 MTHM versus 83,000 MTHM.  Thus, a 3000 
MTHM/yr acceptance rate beginning in 2020 essentially “maintains” the overall on-site dry storage needs 
at 2020 levels, with the inventory first decreasing, then increasing as reactors shut down. 

A-2.2.4 3000 MTHM/year YFF-5 Acceptance, Starting in 2035 

Figure A-8 shows the inventory of used nuclear fuel (MTHM) and casks in at-reactor dry storage as a 
function of time for a 3000 MTHM/yr – YFF-5 acceptance rate, starting in 2035 assuming UNF in the 
pools is all placed in DPCs prior to transport (Cases 1 and 3).  Figure A-9 shows the inventory of used 
nuclear fuel (assemblies, MTHM) and casks in at-reactor dry storage as a function of time for a 3000 
MTHM/yr – YFF-5 acceptance rate, starting in 2035 assuming UNF in the pools is transported using re-
useable transportation casks (Cases 2 and 4).  Figure A-14 shows the cumulative number of canisters 
placed in dry storage.   

A 3000 MTHM/yr used fuel acceptance rate beginning in 2035 does not overcome the need for reactor 
sites to continue transferring fuel from the used fuel pools into dry storage while in they are in operation 
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and after the reactors begin to shut down, starting in 2029 and running through 2055.  The acceptance of 
used nuclear fuel, beginning in 2035, reduces the rate that fuel is transferred to dry storage, but the 3000 
MTHM/yr acceptance rate is not sufficient to eliminate the need to transfer fuel from operating and 
shutdown reactors to dry storage. 

The peak total inventory is approximately 77,000 MTHM (49,000 MTHM PWR, 28,000 MTHM BWR) 
and occurs in 2055.  It is only after all the reactors have shutdown does the inventory of used fuel in dry 
storage begin to decrease with the inventory of used nuclear fuel being removed from the reactor sites in 
2081.  The peak inventories are essentially double that of a 3000 MTHM/yr acceptance rate starting in 
2020.  The peak inventory is significantly less than that for a 1500 MTHM/yr acceptance rate starting in 
2035 (105,000 MTHM total, 68,000 MTHM PWR, 37,000 MTHM BWR). 
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A-2.2.5 6000 MTHM/year YFF-5 Acceptance, Starting in 2020 

Figure A-10 shows the inventory of used nuclear fuel (assemblies, MTHM) and casks in at-reactor dry 
storage as a function of time for a 6000 MTHM/yr – YFF-5 acceptance rate, starting in 2020 assuming 
UNF in the pools is all placed in DPCs prior to transport (Cases 1 and 3).  Figure A-11 shows the 
inventory of used nuclear fuel (assemblies, MTHM) and casks in at-reactor dry storage as a function of 
time for a 6000 MTHM/yr – YFF-5 acceptance rate, starting in 2020 assuming UNF in the pools is 
transported using re-useable transportation casks (Cases 2 and 4).  Figure A-14 shows the cumulative 
number of canisters placed in dry storage.   

A 6000 MTHM/yr used fuel acceptance rate beginning in 2020 overcomes the need for reactor sites to 
continue transferring fuel from the used fuel pools into dry storage while in they are in operation when 
fuel residing in the pools is transported off-site using re-useable transportation casks (Cases 2 and 4).  
This is shown in the decreasing dry storage inventory that occurs when acceptance begins in 2020.  The 
results show that all of the used fuel placed in dry storage by 2020 would be removed by 2040.  No 
additional dry storage is likely beyond that required through 2020. 

However, as discussed above, when fuel residing in the pools is transported off-site using DPCs, the 
thermal constraints on the DPC transportation overpacks limits the amount of fuel that is shipped directly 
from the pools.  This necessitates shipping cooler fuel from dry storage and the subsequent transfer of fuel 
from the pools to dry storage.  Thus, although additional dry storage capacity would not be needed 
because old casks would be removed at the same rate as new ones are added, loading additional storage 
casks and continued use of the at reactor dry storage facilities would be needed.  This is evident by the 
trends shown in Figure A-10 after about 2035. 

The peak total inventory is approximately 30,000 MTHM (19,000 MTHM PWR, 11,000 MTHM BWR), 
with the peak occurring in 2020.  The dry storage requirements are similar to that of the 3000 MTHM/yr 
starting in 2020 case (39,000 MTHM total, 22,000 MTHM PWR, 17,000 MTHM BWR).  This indicates 
that the increased acceptance rate somewhat reduces the peak at-reactor dry storage requirements.  In 
addition, the increased acceptance rate decreases the duration that dry storage needs to be in place at 
reactor sites by approximately 25 years (primarily for Cases 2 and 4 which utilize re-useable 
transportation casks). 

A-2.2.6 6000 MTHM/year YFF-5 Acceptance, Starting in 2035 

Figure A-12 shows the inventory of used nuclear fuel (assemblies, MTHM) and casks in at-reactor dry 
storage as a function of time for a 6000 MTHM/yr – YFF-5 acceptance rate, starting in 2035 assuming 
UNF in the pools is all placed in DPCs prior to transport (Cases 1 and 3).  Figure A-13 shows the 
inventory of used nuclear fuel (assemblies, MTHM) and casks in at-reactor dry storage as a function of 
time for a 6000 MTHM/yr – YFF-5 acceptance rate, starting in 2035 assuming UNF in the pools is 
transported using re-useable transportation casks (Cases 2 and 4).  Figure A-14 shows the cumulative 
number of canisters placed in dry storage.   

A 6000 MTHM/yr used fuel acceptance rate beginning in 2035 overcomes the need for reactor sites to 
continue transferring fuel from the used fuel pools into dry storage while in they are in operation.  
Beginning acceptance in 2035 coincides with the time that reactors begin to shutdown (starting in 2029 
and running through 2055).  The TSL results show a non-linear decrease in the dry storage inventory once 
acceptance begins.  This again results from used fuel at shutdown reactors being transferred to dry storage 
five years following shutdown and due to thermal constraints on the DPC transportation overpacks when 
used to transport fuel from the pools (Cases 1 & 3).   

When the reactor fleet begins to shutdown, starting in 2029 and running through 2055, the 6000 
MTHM/yr TSL simulations indicate that some used nuclear fuel will be transferred to dry storage five 
years after reactor shutdown (note the continued inventory increase after 2035 shown in Figure A-13). In 
reality, it is likely that the fuel prioritization strategy under a 6000 MTHM/yr acceptance rate (or any 
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acceptance rate) would not follow a strict OFF allocation/YFF acceptance approach and would give 
priority to removing fuel from those reactors sites that are ready to move to decommissioning and 
demolition.  If that were done, no additional dry storage would be likely beyond that required through 
2035. 

The peak total inventory at 2035 is approximately 61,000 MTHM (39,000 MTHM PWR, 22,000 MTHM 
BWR) for Cases 1 and 3 and approximately 65,000 MTHM (40,000 MTHM PWR, 25,000 MTHM BWR) 
for Cases 2 and 4.  These are essentially double that seen for the 6000 MTHM acceptance rate starting in 
2020 (30,000 MTHM total, 19,000 MTHM PWR, 11,000 MTHM BWR).  The dry storage requirements 
are less than that of the 3000 MTHM/yr starting in 2035 case (77,000 MTHM total, 49,000 MTHM PWR, 
28,000 MTHM BWR).  This is due to not having to transfer any fuel from shutdown reactors to dry 
storage for the 6000 MTHM/yr acceptance rate.   
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A-2.3 At Reactor Logistic Results:  Shipping Logistic Simulations - 
Cases 1 & 3 and Cases 2 & 4 

This section presents the at-reactor logistic results obtained from the TSL simulations pertaining to off-
site shipping of used nuclear fuel, both from the used fuel pools and from dry storage.  Unlike on-site dry 
storage inventories presented in Section A-2.2, there are significant differences in the resulting shipping 
characteristics for the different cases, acceptance rates, and when acceptance begins. 

Summary-level results are shown in Tables A-11 through A-14.  More detailed discussions of the results 
and trends for each case and input variable set are provided further in this section. 

A-2.3.1 At Reactor Logistic Results:  Shipping Logistic Simulations - Cases 1 and 3 

This section presents the at-reactor logistics results for case 1 which considers that all used fuel is 
transported off-site, either from the used fuel pool or from dry storage, in existing size canisters.  No used 
fuel is transported in re-useable transportation casks.  The assumptions presented in Section A-1.3.3 
regarding site capabilities were considered in these analyses and it was assumed that all fuel could be 
transported from every reactor using existing size canisters. 

1500 MTHM/year YFF-5 Acceptance, Starting in 2020 

Figure A-15 shows the annual shipping of canisterized fuel from the reactor sites for this case.  The 
shipping remains relatively constant over the entire 92-year period, ending in 2112, due to the relatively 
low acceptance rate.  Figure A-16 shows the annual shipping of casks for each of the major cask vendors. 

Table A-15 shows the summary results for shipping used nuclear fuel from the reactor sites.  As shown in 
Table A-15, these cases do not involve the transportation of used fuel in re-useable transportation casks 
and all fuel is shipped in existing size canisters.  The peak shipping rate of assemblies, MTHM, and 
canisters are shown along with the average shipping rate over the period where transportation occurs.  
Also shown are the cumulative amount of assemblies, canisters, and MTHM that are shipped.  Table A-15 
also shows the peak, average, and cumulative number of canisters that are shipped for each of the major 
dry storage system vendors. 

1500 MTHM/year YFF-5 Acceptance, Starting in 2035 

Figure A-17 shows the annual shipping of canisterized fuel from the reactor sites for this case.  The 
shipping remains relatively constant over the entire 92-year period due to the relatively low acceptance 
rate.  Figure A-18 shows the annual shipping of casks for each of the major cask vendors. 

Table A-16 shows the summary results for shipping used nuclear fuel from the reactor sites.  As shown in 
Table A-16, these cases do not involve the transportation of used fuel in re-useable transportation casks 
and all fuel is shipped in existing size canisters.  The peak shipping rate of assemblies, MTHM, and 
canisters are shown along with the average shipping rate over the period where transportation occurs.  
Also shown are the cumulative amount of assemblies, canisters, and MTHM that are shipped.  Table A-12 
also shows the peak, average, and cumulative number of canisters that are shipped for each of the major 
dry storage system vendors. 

The summary results shown in Table A-16 are similar to those shown in Table A-15 for 1500 MTHM/yr 
acceptance starting in 2020.  This is as expected since all used fuel is being shipped in canisters with the 
only difference being the date that acceptance begins (and ends). 
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3000 MTHM/year YFF-5 Acceptance, Starting in 2020 

Figure A-19 shows the annual shipping of canisterized fuel from the reactor sites for this case.  The 
shipping remains relatively constant over the entire 47-year period, ending in 2067, due to the availability 
of used fuel for shipping.  Figure A-20 shows the annual shipping of casks for each of the major cask 
vendors. 

Table A-17 shows the summary results for shipping used nuclear fuel from the reactor sites.  As shown in 
Table A-17, these cases do not involve the transportation of used fuel in re-useable transportation casks 
and all fuel is shipped in existing size canisters.  The peak shipping rate of assemblies, MTHM, and 
canisters are shown along with the average shipping rate over the period where transportation occurs.  
Also shown are the cumulative amount of assemblies, canisters, and MTHM that are shipped.  Table A-17 
also shows the peak, average, and cumulative number of canisters that are shipped for each of the major 
dry storage system vendors.  

While the cumulative shipments are essentially identical to the 1500 MTHM/yr – 2020 acceptance case, 
both the peak and average annual acceptance rates are roughly a factor of two larger due to the larger 
acceptance rate (also by a factor of two). 

3000 MTHM/year YFF-5 Acceptance, Starting in 2035 

Figure A-21 shows the annual shipping of canisterized fuel from the reactor sites for this case.  The 
shipping remains relatively constant over the entire 47-year period, ending in 2082, due to the availability 
of used fuel for shipping.  Figure A-22 shows the annual shipping of casks for each of the major cask 
vendors. 

Table A-18 shows the summary results for shipping used nuclear fuel from the reactor sites.  As shown in 
Table A-18, these cases do not involve the transportation of used fuel in re-useable transportation casks 
and all fuel is shipped in existing size canisters.  The peak shipping rate of assemblies, MTHM, and 
canisters are shown along with the average shipping rate over the period where transportation occurs.  
Also shown are the cumulative amount of assemblies, canisters, and MTHM that are shipped.  Table A-18 
also shows the peak, average, and cumulative number of canisters that are shipped for each of the major 
dry storage system vendors.   

The summary results shown in Table A-18 are similar to those shown in Table A-17 for 3000 MTHM/yr 
acceptance starting in 2020.  This is as expected since all used fuel is being shipped in canisters with the 
only difference being the date that acceptance begins (and ends). 

While the cumulative shipments are essentially identical to the 1500 MTHM/yr – 2035 acceptance case, 
both the peak and average annual acceptance rates are roughly a factor of two larger due to the larger 
acceptance rate (also by a factor of two). 

6000 MTHM/year YFF-5 Acceptance, Starting in 2020 

Figure A-23 shows the annual shipping of canisterized fuel from the reactor sites for this case.  It can be 
seen that 6000 MTHM/yr is shipped only for the first six years after acceptance begins in 2020.  At this 
point the acceptance rate decreases to about 3000 MTHM/year and then fluctuates around an average of 
approximately 3000 MTHM/yr.  This fluctuation results from needing to meet fuel assembly thermal 
limits within the dual-purpose canisters being used for both storage and transportation. 

Figure A-24 shows the annual shipping of casks for each of the major cask vendors.  A similar decrease 
and fluctuating trend is seen. 

Table A-19 shows the summary results for shipping used nuclear fuel from the reactor sites.  As shown in 
Table A-19, these cases do not involve the transportation of used fuel in re-useable transportation casks 
and all fuel is shipped in existing size canisters.  The peak shipping rate of assemblies, MTHM, and 
canisters are shown along with the average shipping rate over the period where transportation occurs.  
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Also shown are the cumulative amount of assemblies, canisters, and MTHM that are shipped.  Table A-19 
also shows the peak, average, and cumulative number of canisters that are shipped for each of the major 
dry storage system vendors.   

While the cumulative shipments are essentially identical to the 3000 MTHM/yr – 2020 acceptance case, 
both the peak and average annual acceptance rates are roughly a factor of two larger due to the larger 
acceptance rate (also by a factor of two). 

6000 MTHM/year YFF-5 Acceptance, Starting in 2035 

Figure A-25 shows the annual shipping of canisterized fuel from the reactor sites for this case.  It can be 
seen that 6000 MTHM/yr is shipped only for the first six years after acceptance begins in 2020.  At this 
point the acceptance rate decreases to about 3000 MTHM/year and then fluctuates around an average of 
approximately 3000 MTHM/yr.  This fluctuation results from needing to meet fuel assembly thermal 
limits within the dual-purpose canisters being used for both storage and transportation. 

Figure A-26 shows the annual shipping of casks for each of the major cask vendors.  A similar decrease 
and fluctuating trend is seen. 

Table A-20 shows the summary results for shipping used nuclear fuel from the reactor sites.  As shown in 
Table A-20, these cases do not involve the transportation of used fuel in re-useable transportation casks 
and all fuel is shipped in existing size canisters.  The peak shipping rate of assemblies, MTHM, and 
canisters are shown along with the average shipping rate over the period where transportation occurs.  
Also shown are the cumulative amount of assemblies, canisters, and MTHM that are shipped.  Table A-20 
also shows the peak, average, and cumulative number of canisters that are shipped for each of the major 
dry storage system vendors.   

While the cumulative shipments are essentially identical to the 3000 MTHM/yr – 2035 acceptance case, 
both the peak and average annual acceptance rates are roughly a factor of two larger due to the larger 
acceptance rate (also by a factor of two). 
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Figure A-15.  Cases 1 & 3: Annual 
2020 

Architecture Evaluation, Fiscal Year 2012 

 

 

 

Shipping of Canisterized Fuel, 1500 MTHM YFF-5 
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Figure A-16.  Cases 1 & 3: Annual 
Acceptance – 2020 

Table A-15.  Cases 1 & 3: Summary
2020 
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Figure A-17.  Cases 1 & 3: Annual 
2035 

Architecture Evaluation, Fiscal Year 2012 

 

 

Shipping of Canisterized Fuel, 1500 MTHM YFF-5 

 
A-49 

Acceptance – 



 Used Fu
A-50 

 

Figure A-18.  Cases 1 & 3: Annual 
Acceptance – 2035 

Table A-16.  Cases 1 & 3: Summary
2035 
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Figure A-19.  Cases 1 & 3: Annual 
2020 

Architecture Evaluation, Fiscal Year 2012 

 

Shipping of Canisterized Fuel, 3000 MTHM YFF-5 
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Figure A-20.  Cases 1 & 3: Annual 
Acceptance – 2020 
 

Table A-17.  Cases 1 & 3: Summary
2020 
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Figure A-21.  Cases 1 & 3: Annual 
2035 

Architecture Evaluation, Fiscal Year 2012 

 

Shipping of Canisterized Fuel, 3000 MTHM YFF-5 
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Figure A-22.  Cases 1 & 3: Annual 
Acceptance – 2035 

Table A-18.  Cases 1 & 3: Summary
2035 
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Figure A-23.  Cases 1 & 3: Annual 
2020 

Architecture Evaluation, Fiscal Year 2012 

 

 

 

Shipping of Canisterized Fuel, 6000 MTHM YFF-5 
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Figure A-24.  Cases 1 & 3: Annual 

Acceptance – 2020 

Table A-19.  Cases 1 & 3: Summary
2020 
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Figure A-25.  Cases 1 & 3: Annual 
2035 

Architecture Evaluation, Fiscal Year 2012 
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Figure A-26.  Cases 1 & 3: Annual 
Acceptance – 2035 

Table A-20.  Cases 1 & 3: Summary
2035 
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A-2.3.2 Results of At-Reactor Logistic Simulations: Cases 2 and 4 

This section presents the at-reactor logistics results for case 2 which considers that all used fuel in the 
used fuel pools is transported off-site in re-usable transportation casks.  All used fuel in dry storage is 
transported off-site in the existing size dry storage canisters canisters.  Fuel is transported both in re-
useable transportation casks and in the existing size dry storage canisters.  The assumptions presented in 
Section A-1.3.3 regarding site capabilities (i.e., crane capacities necessitating the use of legal weigh 
trucks) were considered in these analyses. 

1500 MTHM/year YFF-5 Acceptance, Starting in 2020 

Figure A-27 and A-28 show the annual shipping of bare fuel and canisterized fuel, respectively from the 
reactor sites for this case.  Used fuel from the pools is primarily shipped first (using re-usable 
transportation casks) until the inventory of fuel that has cooled at least five years is depleted.  As the 
inventory of fuel in the pools available for shipment is depleted, shipments from dry storage increase.  
Reactors begin to shutdown, starting in 2029 and running through 2055 and after 2060 there is no longer 
any fuel to ship from the pools.  All fuel shipments after 2060 through 2114 are in canisters, from on-site 
dry storage.  Figure A-29 shows the annual shipments from each of the major dry storage system vendors. 

Table A-21 shows the summary results for shipping used nuclear fuel from the reactor sites.  The peak 
shipping rate of assemblies, MTHM, and canisters are shown along with the average shipping rate over 
the period where transportation occurs.  Also shown are the cumulative amount of assemblies, canisters, 
and MTHM that are shipped.  Table A-21 also shows the peak, average, and cumulative number of 
canisters that are shipped for each of the major dry storage system vendors.   

1500 MTHM/year YFF-5 Acceptance, Starting in 2035 

Figure A-30 and A-31 show the annual shipping of bare fuel and canisterized fuel, respectively from the 
reactor sites for this case.  Used fuel from the pools is primarily shipped first (using re-usable 
transportation casks) until the inventory of fuel that has cooled at least five years is depleted.  As the 
inventory of fuel in the pools available for shipment is depleted, shipments from dry storage increase.  
Reactors begin to shutdown, starting in 2029 and running through 2055 and after 2060 there is no longer 
any fuel to ship from the pools.  All fuel shipments after 2060 through 2114 are in canisters, from on-site 
dry storage.  Figure A-32 shows the annual shipments from each of the major dry storage system vendors. 

Table A-22 shows the summary results for shipping used nuclear fuel from the reactor sites.  The peak 
shipping rate of assemblies, MTHM, and canisters are shown along with the average shipping rate over 
the period where transportation occurs.  Also shown are the cumulative amount of assemblies, canisters, 
and MTHM that are shipped.  Table A-22 also shows the peak, average, and cumulative number of 
canisters that are shipped for each of the major dry storage system vendors.   

Comparing Tables A-22 and A-21 shows that the cumulative shipments of bare fuel decreases and the 
cumulative shipments of canistered fuel increases as the start of accepting 1500 MTHM/yr of used fuel 
changes from 2020 to 2035.  The delay in starting acceptance results in more fuel being transferred from 
the used fuel pools to on-site dry storage and subsequent transport of the fuel in canisters. The peak and 
average shipping rates of bare fuel also are lower.   The peak annual shipping rates of canistered fuel are 
similar, primarily constrained by the 1500 MTHM/yr acceptance rates.  The average annual shipping rate 
of canistered fuel increases since more fuel is being shipped in canisters.  

3000 MTHM/year YFF-5 Acceptance, Starting in 2020 

Figure A-33 and A-34 show the annual shipping of bare fuel and canisterized fuel, respectively from the 
reactor sites for this case.  Used fuel from the pools is primarily shipped first (using re-usable 
transportation casks) until the inventory of fuel that has cooled at least five years is depleted.  As the 
inventory of fuel in the pools available for shipment is depleted, shipments from dry storage increase.  
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Reactors begin to shutdown, starting in 2029 and running through 2055 and after 2060 there is no longer 
any fuel to ship from the pools.  All fuel shipments after 2060 through 2067 are in canisters, from on-site 
dry storage.  Figure A-35 shows the annual shipments from each of the major dry storage system vendors. 

Table A-23 shows the summary results for shipping used nuclear fuel from the reactor sites.  The peak 
shipping rate of assemblies, MTHM, and canisters are shown along with the average shipping rate over 
the period where transportation occurs.  Also shown are the cumulative amount of assemblies, canisters, 
and MTHM that are shipped.  Table A-23 also shows the peak, average, and cumulative number of 
canisters that are shipped for each of the major dry storage system vendors.   

Comparing Tables A-23 and A-21 shows that the cumulative shipments of bare fuel increases and the 
cumulative shipments of canistered fuel deceases as the acceptance rate increases from 1500 MTHM/yr to 
3000 MTHM, starting in 2020.  Peak and average annual shipping rates show a similar trend.  The 
increased acceptance rate results in a reduction in the need to transfer fuel from the pools to dry storage, 
allowing for more used fuel to be shipped directly from the used fuel pools in re-useable transportation 
casks. 

3000 MTHM/year YFF-5 Acceptance, Starting in 2035 

Figure A-36 and A-37 show the annual shipping of bare fuel and canisterized fuel, respectively from the 
reactor sites for this case.  Used fuel from the pools is primarily shipped first (using re-usable 
transportation casks) until the inventory of fuel that has cooled at least five years is depleted.  As the 
inventory of fuel in the pools available for shipment is depleted, shipments from dry storage increase.  
Reactors begin to shutdown, starting in 2029 and running through 2055 and after 2060 there is no longer 
any fuel to ship from the pools.  All fuel shipments after 2060 through 2082 are in canisters, from on-site 
dry storage.  Figure A-38 shows the annual shipments from each of the major dry storage system vendors. 

Table A-24 shows the summary results for shipping used nuclear fuel from the reactor sites.  The peak 
shipping rate of assemblies, MTHM, and canisters are shown along with the average shipping rate over 
the period where transportation occurs.  Also shown are the cumulative amount of assemblies, canisters, 
and MTHM that are shipped.  Table A-24 also shows the peak, average, and cumulative number of 
canisters that are shipped for each of the major dry storage system vendors.   

Comparing Tables A-24 and A-22 shows that the cumulative shipments of bare fuel increases and the 
cumulative shipments of canistered fuel deceases as the acceptance rate increases from 1500 MTHM/yr to 
3000 MTHM, starting in 2035.  Peak and average annual shipping rates show a similar trend.  The 
increased acceptance rate results in a reduction in the need to transfer fuel from the pools to dry storage, 
allowing for more used fuel to be shipped directly from the used fuel pools in re-useable transportation 
casks. 

Comparing Tables A-24 and A-23 shows that delaying the beginning of acceptance from 2020 to 2035 
reduces the cumulative amount of bare fuel and increases the amount of canistered fuel shipped from the 
reactor sites.  This is again because the 15-year delay results in more fuel being placed into dry storage 
and subsequently being shipped in canisters.  Peak and annual shipping rates show similar trends. 

6000 MTHM/year YFF-5 Acceptance, Starting in 2020 

Figure A-39 and A-40 show the annual shipping of bare fuel and canisterized fuel, respectively from the 
reactor sites for this case.  Used fuel from the pools is primarily shipped first (using re-usable 
transportation casks) until the inventory of fuel that has cooled at least five years is depleted.  As the 
inventory of fuel in the pools available for shipment is depleted, shipments from dry storage increase.  
Ultimately, all the fuel placed in dry storage by 2020 is shipped (by approximately 2040) and no 
additional shipments of canistered fuel occur.  At this point, the acceptance rate of 6000 MTHM/yr cannot 
be maintained because there is insufficient fuel available to transport. From 2040 through 2060 only bare 
fuel shipments occur, essentially at the annual rate that fuel is discharged from the reactors (5-years 
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following discharge).  Figure A-41 shows the annual shipments from each of the major dry storage 
system vendors. 

Table A-25 shows the summary results for shipping used nuclear fuel from the reactor sites.  The peak 
shipping rate of assemblies, MTHM, and canisters are shown along with the average shipping rate over 
the period where transportation occurs.  Also shown are the cumulative amount of assemblies, canisters, 
and MTHM that are shipped.  Table A-25 also shows the peak, average, and cumulative number of 
canisters that are shipped for each of the major dry storage system vendors.   

Comparing Tables A-25 and A-23 shows that the cumulative shipments of bare fuel increases and the 
cumulative shipments of canistered fuel deceases as the acceptance rate increases from 3000 MTHM/yr to 
6000 MTHM, starting in 2020.  Peak and average annual shipping rates show a similar trend.  The 
increased acceptance rate results in a reduction in the need to transfer fuel from the pools to dry storage, 
allowing for more used fuel to be shipped directly from the used fuel pools in re-useable transportation 
casks. 

6000 MTHM/year YFF-5 Acceptance, Starting in 2035 

Figure A-42 and A-43 show the annual shipping of bare fuel and canisterized fuel, respectively from the 
reactor sites for this case.  Used fuel from the pools is primarily shipped first (using re-usable 
transportation casks) until the inventory of fuel that has cooled at least five years is depleted.  As the 
inventory of fuel in the pools available for shipment is depleted, shipments from dry storage increase.  
Reactors begin to shutdown, starting in 2029 and running through 2055 and after 2060 there is no longer 
any fuel to ship from the pools.  All fuel shipments after 2060 through 2082 are in canisters, from on-site 
dry storage.  Figure A-44 shows the annual shipments from each of the major dry storage system vendors. 

Table A-26 shows the summary results for shipping used nuclear fuel from the reactor sites.  The peak 
shipping rate of assemblies, MTHM, and canisters are shown along with the average shipping rate over 
the period where transportation occurs.  Also shown are the cumulative amount of assemblies, canisters, 
and MTHM that are shipped.  Table A-26 also shows the peak, average, and cumulative number of 
canisters that are shipped for each of the major dry storage system vendors.   

Comparing Tables A-26 and A-24 shows that the cumulative shipments of bare fuel increases and the 
cumulative shipments of canistered fuel deceases as the acceptance rate increases from 3000 MTHM/yr to 
6000 MTHM, starting in 2035.  Peak and average annual shipping rates show a similar trend.  The 
increased acceptance rate results in a reduction in the need to transfer fuel from the pools to dry storage, 
allowing for more used fuel to be shipped directly from the used fuel pools in re-useable transportation 
casks. 

Comparing Tables A-26 and A-19 shows that delaying the beginning of acceptance from 2020 to 2035 
reduces the cumulative amount of bare fuel and increases the amount of canistered fuel shipped from the 
reactor sites.  This is again because the 15-year delay results in more fuel being placed into dry storage 
and subsequently being shipped in canisters.  Peak and annual shipping rates show similar trends. 
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Figure A-27.  Cases 2 & 4: Annual 

uel Management System Architecture Evaluation,
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Figure A-28.  Cases 2 & 4: Annual 
2020 

Architecture Evaluation, Fiscal Year 2012 
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Figure A-29.  Cases 2 & 4: Annual 

Acceptance – 2020 

Table A-21.  Cases 2 & 4: Summary
2020 

��

������!��
�""������"�
��  ���

��
�""
�

���
� ����� �
������� ����� �
�������	��� ������ �

��

������!��
�������  ���

��
�
�

���
� �����
������� ����
�������	��� ������ �

��

������!���$���
��"�"���  ���

����
��"�"

���
� ����
������� ���
�������	��� ����� �

 
 

��
���#���

����"#�!"� 	�������"
���
� ��� ���
������� ��� ���
�������	��� ����� ����

 
 

uel Management System Architecture Evaluation,

Shipping - Major Canister Vendor Summary, 1500 M

y of Shipping from Reactor Sites, 1500 MTHM YFF

�""������"�

�����!��
������"�
��  ���

��#�����!��
�""������"�
��  ���

��

����
����"#�!���
�""������"�
��  ���

���
����"#�
�""���
��  �

����� ����� ����� ����
����� ����� ����� ����
������ ������� ������� �����

�����

�����!��
�����
��  ���

��#�����!��
�����
��  ���

��

����
����"#�!���
�����
��  ���

���
����"#�
����
��  �

���� ����� ����� ����
���� ����� ���� ����

������ ������ ������ ����
����"#�!"'��"�"�

��!���$���
"���  ���

��#�����!��
�$�����"�"�
��  ���

�� ��������"#�!"�
��  ���

�������
��  �

��� ���� ��� ���
��� ���� ��� ���

����� ����� ����� ����

����!��!&�#�!����&"#��������!"�

"#�!"�
	��
��
����"#�!"�

�!��"	$����!�
����"#�!"�

�$�����$#���"
����"#�!"�

��� ��� ��
��� �� ���

����� ���� ���

, Fiscal Year 2012 
October 2012 

 
MTHM YFF-5 

F-5 Acceptance - 

��
!���
����"�
���

��#���
����"#�!���
�""������"�
��  ���

�� �����
�� �����
��� �������

��
!���
��
���

��#���
����"#�!���
�����
��  ���
�����
�����

�� �������

�"#�!"�
���

��#�������"#�!"�
��  ���

����
���

�� �����

"� �$#����%�"�
�!����#�����"#�!"�

���
��

����



Used Fuel Management System A
October 2012 

 

 

Figure A-30.  Cases 1 & 3: Annual 

Architecture Evaluation, Fiscal Year 2012 
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Figure A-31.  Cases 2 & 4: Annual 
2035 

uel Management System Architecture Evaluation,
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Figure A-32.  Cases 2 & 4: Annual 

Acceptance – 2035 

Table A-22.  Cases 2 & 4: Summary
2035 
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Figure A-33.  Cases 2 & 4: Annual 

uel Management System Architecture Evaluation,
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Figure A-34.  Cases 2 & 4: Annual 
2020 

Architecture Evaluation, Fiscal Year 2012 
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Figure A-35.  Cases 2 & 4: Annual 
Acceptance – 2020 

Table A-23.  Cases 2 & 4: Summary
2020 
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Figure A-36.  Cases 2 & 4: Annual 

Architecture Evaluation, Fiscal Year 2012 
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Figure A-37.  Cases 2 & 4: Annual 
2035 

uel Management System Architecture Evaluation,
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Figure A-38.  Cases 2 & 4: Annual 
Acceptance – 2035 

Table A-24.  Cases 2 & 4: Summary
2035 
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Figure A-39.  Cases 2 & 4: Annual 

uel Management System Architecture Evaluation,
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Figure A-40.  Cases 2 & 4: Annual 
2020 

Architecture Evaluation, Fiscal Year 2012 
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Figure A-41.  Cases 2 & 4: Annual 
Acceptance – 2020 

Table A-25.  Cases 2 & 4: Summary
2020 
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Figure A-42.  Cases 2 & 4: Annual 

Architecture Evaluation, Fiscal Year 2012 

 

 

Shipping of Bare Fuel, 6000 MTHM YFF-5 Accepta
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Figure A-43.  Cases 2 & 4: Annual 
2035 

uel Management System Architecture Evaluation,
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Figure A-44.  Cases 2 & 4: Annual 
Acceptance – 2035 

 

Table A-26.  Cases 2 & 4: Summary
2035 
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A-3. Consolidated Storage Facility and Fuel Handling Logistics 

The cases and input parameters presented in Section 3 were simulated using the TSL simulation model 
(Nutt et al. 2012) to evaluate at reactor and fuel handling logistics.   The cases considered are summarized 
in Table A-27 (see Section 3.1 for details regarding each case).  The assumptions and input/boundary 
conditions are provided in Section 3.3.  The shipment of UNF from the reactors, explicitly considered in 
the TSL simulations as discussed in Section A-2 above, has a very strong influence on the characteristics 
of the CSF and fuel handling facilities.   

It should be noted that in Cases 2 and 4, packaging/re-packaging of the UNF at the CSF, occurs relatively 
soon before transportation of the UNF to the repository.  As discussed in Section 3, UNF disposition 
scenarios in which packaging for disposal occurs at reactors or upon receipt at the CSF have been given 
preliminary consideration and may be evaluated in more detail later. 

 

Table A-27. TSL Case Matrix 
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A-3.1 Summary-Level Results Of CSF and Fuel Handling  

Summary level results of CSF logistics are shown in Table A-28 and more detailed results and charts are 
provided in the following discussion.  The capabilities of the CSF were assumed to be unconstrained.  
The peak annual bare fuel cask and dual-purpose cask arrivals are dictated by the rate that UNF (canisters 
and bare fuel) is shipped from the reactors to the CSF and establish the required processing capability of 
the CSF.  Peak bare fuel assembly and dual-purpose canister inventories are dictated by the rates that 
UNF arrives at and is shipped from the CSF and the duration between the start of CSF and repository 
operations.  These establish the required capacity for the CSF.  Canisters and bare fuel assemblies counts 
and rates are shown primarily, rather than mass (MTHM) because it is these discrete units that dictate 
facility capability requirements.  However, inventories are also shown in MTHM. 
 
Summary level results of fuel handling logistics are shown in Table A-29 and more detailed results and 
charts are provided in the following discussion. The capabilities of the fuel handling facilities were 
assumed to be unconstrained.  The peak annual bare fuel and dual-purpose cask packaging/re-packaging 
rates and quantities are dictated by the rate that UNF (canisters and bare fuel) is shipped to the repository 
and the fraction of UNF being handled as either bare fuel or in canisters.  Peak annual bare fuel cask and 
dual purpose cask shipments from the reactors and/or the CSF to the repository establish the required 
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throughput capability for the packaging/re-packaging operations.  Canisters and bare/canisterized fuel 
assembly counts are shown, rather than mass (MTHM), because it is these discrete units that dictate 
capability requirements.  

A-3.2 Detailed Results of CSF Logistics 

Detailed results for each of the cases are provided in a number of figures as shown in Table A-30.  These 
figures show time-dependent and peak arrivals and inventories at the CSF for both canistered and bare 
fuel.   

Case 1 - All Canisters, Re-Package at Repository 

The results for Case 1 are shown in Figures A-45 through A-50.  Canisters arrive at the CSF until the 
repository starts operations (2040 or 2055), as shown in Figures A-45 and A-46.  When the repository 
starts operations, the repository first receives UNF from the reactor fleet until such time that there is no 
longer UNF available.  UNF is then shipped from the CSF to the repository.  As shown in Figure A-44, 
the CSF canister inventory increases until the repository begins operation, then decreases once the 
repository begins to receive UNF from the CSF. 

The peak annual arrival rate of all canisters, shown in Figure A-47 (based on the results shown in Figure 
A-45), increases for higher UNF acceptance rates, but does not depend on when the CSF starts operation 
and the period between CSF and repository operations.  The total annual arrival rate of all canisters is 
dominated by the arrival of vertical canisters, which represents the majority of canisters that arrive at the 
CSF.   

The peak annual arrival rate of horizontal canisters at the CSF is larger when the repository start time is 
delayed until 2050, as shown in Figure A-47.   This is because the arrival rate of horizontal canisters to 
the CSF increases after 2040 (as can be seen in Figure A-45), rather than those canisters being sent to the 
repository. This is a direct effect of the assumed YFF shipment of fuel from the reactors as shown in 
Figure A-20 and discussed in Section A-2.3 which gives preference to vertical dry storage systems being 
shipped earlier.  Since the fraction of vertical canisters increases over time, peaking around 2055, the 
youngest fuel stored in canisters at the reactor sites will tend to be in vertical canisters. 

The peak inventory of canisters in dry storage, shown in Figures A-49 and A-50, increases for: 

• Higher UNF acceptance rates, 
• Longer period between the start of CSF and repository operations, and  
• Later start of CSF operations. 

Case 2 – Canisters and Bare Fuel, Re-Package at Repository 

The results for Case 2 are shown in Figures A-51 through A-62.  Canisters and bare fuel casks arrive at 
the CSF until the repository starts operations (2040 or 2055), as shown in Figures A-51 and A-52.  Again, 
when the repository starts operations, the repository first receives UNF from the reactor fleet until such 
time that there is no longer UNF available.  UNF is then received from the CSF.  As shown in Figures A-
54 and A-60, the CSF canister and bare fuel inventory increases until the repository begins operation, then 
decreases once the repository begins to receive UNF from the CSF. 

The peak annual arrival rate of bare fuel casks, shown in Figure A-59 (derived from the peaks shown in 
Figure B-51), increases for higher UNF acceptance rates, but does not depend on the period between the 
start of CSF and repository operations when the CSF begins operation in 2020.  This is because the 
highest arrival rate occurs prior to 2040 as can be seen in Figure A-55.  Figure A-59 also shows that for 
3000 MTHM/yr delaying the start of CSF operations until 2035 reduces the peak annual bare cask arrival 
rate because more UNF is placed into canisters at the reactor sites to maintain available used fuel pool 
capacity. 
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Table A-30.  CSF Logistic Results Figure Matrix 

 
Annual 

Canister 
Arrivals 
at CSF 

Cumulative 
Canister 

Arrivals at 
CSF 

Peak 
Annual 

Canister 
Arrivals 
at CSF 

CSF 
Canister 
Inventory 

Peak 
CSF 

Canister 
Inventory 

Annual 
Bare Fuel 

Cask 
Arrivals at 

CSF 

Cumulative 
Bare Fuel 

Cask 
Arrivals at 

CSF 

Peak Annual 
Bare Fuel 

Cask 
Arrivals at 

CSF 

CSF 
Bare 
Fuel 

Inventory 

Peak CSF 
Bare Fuel 
Inventory 

Case 1 (all 
canisters, re-
package at 
repository) 

Figure 
A-45 

Figure 
A-46 

Figure 
A-47 

Figure 
A-48 

Figure 
A-49 

 
Figure 
A-50 

 

Case 2 (canisters 
and bare fuel, re-
package at 
repository) 

Figure 
A-51 

Figure 
A-52 

Figure 
A-53 

Figure 
A-54 

Figure 
A-55 

 
Figure 
A-56 

Figure 
A-57 

Figure 
A-58 

Figure 
A-59 

Figure 
A-60 

Figure 
A-61 

 
Figure 
A-62 

Case 3 (all 
canisters, re-
package at CSF) 

Figure 
A-63 

Figure 
A-64 

Figure 
A-65 

Figure 
B-66 

Figure 
A-67 

 
Figure 
A-68 

 

Case 4 (canisters 
and bare fuel, re-
package at CSF) 

Figure 
A-69 

Figure 
A-70 

Figure 
A-71 

Figure 
A-72 

Figure 
A-73 

 
Figure 
A-74 

Figure 
A-75 

Figure 
A-76 

Figure 
A-77 

Figure 
A-78 

Figure 
A-79 

 
Figure 
A-80 

 

The peak annual arrival rate of canisters, shown in Figure A-53, is a multi-variable function and depends 
primarily on the acceptance rate of fuel from the reactors and the time that acceptance begins.  These 
variables influence how much UNF must be transferred to canisters to maintain used fuel pool capacity 
and therefore, how much UNF would be shipped to the CSF in re-useable transportation casks.  
Additional details can be found above in Section A-2.3.  

The peak inventory of canisters in dry storage, shown in Figure A-55, and bare fuel assemblies in storage, 
shown in Figure A-61, increases for: 

• Higher UNF acceptance rates, 
• Longer period between the start of CSF and repository operations, and  
• Later start of CSF operations.  

Comparing Figure A-55 (Case 2) with Figure A-49 (Case 1) shows that the canister inventory in dry 
storage at the CSF is reduced when bare fuel is transported from the used fuel pools at reactor sites when 
the CSF begins operation.  However, capacity to handle and store this fuel at the CSF is required with 
peak values shown in Figure A-61.  This same trend can be seen for the total MTHM inventory in dry 
storage by comparing Figure A-50 (Case 1) with Figures A-56 and A-62 (Case 2). 

Case 3 - All Canisters, Re-Package at CSF 

The results for Case 3 are shown in Figures A-63 through A-68.  Canisters continually arrive at the CSF 
until all fuel is removed from the reactor sites, as shown in Figures A-63 and A-64.  This is because re-
packaging of all canisters occurs at the CSF.  As stated in Section 3.3, it was assumed that UNF would 
follow a first-in-first-out shipping schedule from the CSF to the repository.  After repository operations 
begin, UNF canisters are received from the reactors and placed into storage at the same time that UNF 
canisters are recovered from storage and sent to re-packaging.  As shown in Figure A-66, the total CSF 
canister inventory increases until the repository begins operation, remains constant as canisters are added 
to and removed from dry storage, then decreases as UNF canisters are no longer being received from the 
reactors.   

However, the canister inventory of vertical and horizontal canisters does not stay constant.  This is 
because under the assumed YFF acceptance priority, the vertical canisters preferentially arrive first at the 
CSF and then are the first to be shipped from the CSF.  The horizontal canisters arrive later and the 
inventory grows as they displace vertical canisters being removed from storage for re-packaging.  This 
trend is shown in Figure A-66. 
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The peak annual arrival rate of all canisters, shown in Figure A-65 (derived from the peaks shown in 
Figure A-63), increases for higher UNF acceptance rates, but does not depend on the period between CSF 
and repository operations.  This is because the peak annual arrival rates occur before 2040.  The total 
annual arrival rate of all canisters is dominated by the arrival of vertical canisters, which represents the 
majority of canisters that arrive at the CSF.   

The peak inventory of canisters in dry storage, shown in Figure A-67 increases for: 

• Higher UNF acceptance rates, 
• Longer period between the start of CSF and repository operations, and  
• Later start of CSF operations. 

Comparing Figures A-67 (Case 3) and Figure A-49 (Case 1) shows that peak canister inventories at the 
CSF are slightly higher when re-packaging operations are done at the CSF as compared to the repository.  
This is difference is due to an increased inventory of horizontal canisters in storage.  Figure A-63 shows 
that the rate of vertical canisters arrivals is highest when the CSF begins operation and reduces while the 
arrival of horizontal canisters increases after the CSF begins operation as a result of the assumed YFF 
acceptance preference from the reactors.  The first-in-first-out CSF shipping assumption results in a 
preference for removal of vertical canisters from storage (and subsequent re-packaging) that is essentially 
replaced with newly arriving vertical canisters.  However, since the rate of shipping horizontal canisters 
to the repository under the first-in-first-out assumption is less than the arrival rate, the inventory builds up 
until such time that the preference to ship horizontal casks increases.  This can be seen in Figure A-66. 

Case 4 – Canisters and Bare Fuel, Re-Package at CSF 

The results for Case 4 are shown in Figures A-69 through A-80.  Canisters and bare fuel casks continually 
arrive at the CSF until all fuel is removed from the reactor sites, as shown in Figures A-69, A-70, A-75 
and A-76.  This is because re-packaging of all canisters occurs at the CSF.  After repository operations 
begin, UNF canisters and bare fuel are received from the reactors and placed into storage at the same time 
that UNF canisters and bare fuel are recovered from storage and sent to packaging/re-packaging. 

As stated in Section 3.3, it was assumed that UNF would follow a YFF acceptance priority from the 
reactors and a first-in-first-out shipping schedule from the CSF to the repository.  This results in a 
preference to transport bare fuel residing in the used fuel pools at the reactor sites to the CSF first, 
followed by canister shipments as shown in Figures A-70 (canisters) and A-76 (bare fuel). 

As shown in Figures A-72 and A-78, the CSF canister and bare fuel inventory increases until the 
repository begins operation.  The bare fuel inventory, as shown in Figure A-78, decreases first as a result 
of the assumed first-in-first-out shipment preference (bare fuel will arrive first under the YFF acceptance 
preference). Once bare fuel inventory is depleted, the canister inventory shown in Figure A-72 then 
decreases. 

The peak annual arrival rate of bare fuel casks, shown in Figure A-71, increases for higher UNF 
acceptance rates, but does not depend on the period between the start of CSF and repository operations 
when the CSF begins operation in 2020.  This is because the highest arrival rate occurs when the CSF 
begins operations as shown in Figure B-31.  Figure A-71 also shows that delaying the start of CSF 
operations until 2035 reduces the peak annual bare cask arrival rate because more UNF is placed into 
canisters at the reactor sites to maintain available used fuel pool capacity. 

As with Case 2, the peak annual arrival rate of canisters, shown in Figure A-73, is a multi-variable 
function and depends on the acceptance rate of fuel from the reactors and the time that acceptance begins.  
These variables influence how much UNF must be transferred to canisters to maintain used fuel pool 
capacity and therefore, how much UNF would be shipped to the CSF in re-useable transportation casks.  
Additional details can be found in Appendix A, Section A-2.3.  

The peak inventory of bare fuel in storage, shown in Figure A-79, increases for: 
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• Higher UNF acceptance rates, 
• Longer period between the start of CSF and repository operations, and  
• Later start of CSF operations.  

 

The peak inventory of canisters in storage, shown in Figure A-73, depends on these same factors, but also 
depends on the amount of bare fuel received at the CSF.  Higher acceptance rates from the reactors when 
the CSF begins operations results in more bare fuel being transported to the CSF and fewer canisters.  
However, higher acceptance rates increase the rate that these canisters arrive at the CSF.  These two 
factors compete, leading to the results shown in Figure A-73 when the CSF starts operation in 2020.  
Delaying the start of the CSF from 2020 to 2030 results in more UNF being transferred to at-reactor dry 
storage leading to an increase in the rate that canisters are received and the canister inventory at the CSF 
(and a corresponding reduction in the rate that bare fuel is received, as shown in Figure A-33).  
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Figure A-45.  Annual Canister Arriv
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Figure A-46.  Cumulative Canister Arrivals, Case 1 (All Canisters, Re-Package at Repository) 
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Figure A-47.  Peak Canister Arrivals, Case 1 (All Canisters, Re-Package at Repository) 
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Figure A-48.  CSF Dry Canister Inventory, Case 1 (All Canisters, Re-Package at Repository) 
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Figure A-49.  Peak CSF Dry Canister Inventory, Case 1 (All Canisters, Re-Package at Repository) 
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Figure A-51.  Annual Canister Arriv

Architecture Evaluation, Fiscal Year 2012 
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Figure A-52.  Cumulative Canister Arrivals, Case 2 (Canisters and Bare Fuel, Re-Package at Repository) 
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Figure A-53.  Peak Canister Arrivals, Case 2 (Canisters and Bare Fuel, Re-Package at Repository) 
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Figure A-54.  CSF Dry Canister Inventory, Case 2 (Canisters and Bare Fuel, Re-Package at Repository) 
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Figure A-55.  Peak CSF Dry Canister Inventory, Case 2 (Canisters and Bare Fuel, Re-Package at 
Repository) 
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Figure A-56.  Peak CSF Dry Invent
Repository) 
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Figure A-58.  Cumulative Bare Fuel Cask Arrivals, Case 2 (Canisters and Bare Fuel, Re-Package at 
Repository) 

 

Figure A-59.  Peak Bare Fuel Cask Arrivals, Case 2 (Canisters and Bare Fuel, Re-Package at Repository)
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Figure A-60.  Bare Fuel Inventory, Case 2 (Canisters and Bare Fuel, Re-Package at Repository) 
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Figure A-61.  Peak Bare Fuel Assembly Inventory, Case 2 (Canisters and Bare Fuel, Re-Package at 
Repository) 
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Figure A-62.  Peak Bare Fuel MTH
Repository) 
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Figure A-63.  Annual Canister Arriv

Architecture Evaluation, Fiscal Year 2012 
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Note:  2020-2040 and 2020-2055 plots coincide as all bare fuel is processed through the CSF 

Figure A-64.  Cumulative Canister Arrivals, Case 3 (All Canisters, Re-Package at CSF) 
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Figure A-65.  Peak Canister Arrivals, Case 3 (All Canisters, Re-Package at CSF) 
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Figure A-66.  CSF Dry Canister Inventory, Case 3 (All Canisters, Re-Package at CSF) 
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Figure A-67.  Peak CSF Dry Canister Inventory, Case 3 (All Canisters, Re-Package at CSF) 
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Figure A-68.  Peak CSF Dry Invent
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Figure A-69.  Annual Canister Arriv

Architecture Evaluation, Fiscal Year 2012 

 

 

 

vals, Case 4 (Canisters and Bare Fuel, Re-Package a

 
A-109 

at CSF) 



 Used Fu
A-110 

 

Note:  2020-2040 and 2020-

Figure A-70.  Cumulative Canister A
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Figure A-71.  Peak Canister Arrivals, Case 4 (Canisters and Bare Fuel, Re-Package at CSF) 
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Figure A-72.  CSF Dry Canister Inventory, Case 4 (Canisters and Bare Fuel, Re-Package at CSF) 
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Figure A-73.  Peak CSF Dry Canister Inventory, Case 4 (Canisters and Bare Fuel, Re-Package at CSF) 
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Figure A-74.  Peak CSF Dry Invent
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Figure A-76.  Cumulative Bare Fuel Cask Arrivals, Case 4 (Canisters and Bare Fuel, Re-Package at CSF) 

 

Figure A-77.  Peak Bare Fuel Cask Arrivals, Case 2 (Canisters and Bare Fuel, Re-Package at CSF) 
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Figure A-78.  Bare Fuel Inventory, Case 4 (Canisters and Bare Fuel, Re-Package at CSF) 
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Figure A-79.  Peak Bare Fuel Inventory, Case 4 (Canisters and Bare Fuel, Re-Package at CSF) 
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Figure A-80.  Peak Bare Fuel MTH

uel Management System Architecture Evaluation,

HM Inventory, Case 4 (Canisters and Bare Fuel, Re-P

, Fiscal Year 2012 
October 2012 

 

Package at CSF) 



Used Fuel Management System Architecture Evaluation, Fiscal Year 2012  
October 2012 A-119 

 

 

A-3.3 Detailed Results of Fuel Handling Logistics 

Detailed results for each of the cases are provided in a number of figures as shown in Table A-31.  These 
figures show time-dependent and peak packaging/re-packaging rates for both canistered and bare fuel.   

Canister Re-Packaging 

When all UNF is transported from the reactors in existing size canisters (Cases 1 and 3) it must all be re-
packaged into disposable canisters.  As shown in Table A-29, 11,150 – 11,200 canisters must ultimately 
be re-packaged.  Because of the modeling assumption that once the repository is in operation it will 
accept UNF for disposal at the same rate it is accepted from the reactors, the annual rate that canisters are 
re-packaged is a simple function of the UNF acceptance rate, with higher acceptance rates leading to 
higher re-package rates.  This trend is shown in Figures A-81, A-82, A-85, and A-88. 

Canister re-packaging becomes more complex when bare fuel is transported from the at-reactor used fuel 
pools when the CSF becomes operational (Cases 2 and 4).  The youngest-fuel-first (YFF) acceptance 
prioritization for shipments from the reactors and the first-in-first-out (FIFO) prioritization for shipments 
from the CSF affect when UNF in canisters is re-packaged. 

When re-packaging occurs at the repository (Case 2, Figures A-84 and A-87) and repository operations 
begin in 2035, the YFF acceptance prioritization gives preference to shipping bare fuel from the reactor 
sites to the repository for packaging.  Canisters are transported from the reactors to the repository for re-
packaging only when there is no bare fuel available for transport from the reactor sites.  This trend is 
shown in Figure A-84. 

When repository operations begin in 2035, all bare fuel has either been transported to the CSF and is 
being stored uncanisterized or has been transferred to canisters being stored either at reactor sites or at the 
CSF.  No bare fuel is available for transport from the reactor sites when repository operations begin and 
canistered UNF is shipped from the reactors to the repository for re-packaging.  Once the canistered UNF 
from the reactor sites is removed and re-packaged, the repository then begins drawing fuel from the CSF.  
The YFF-FIFO acceptance prioritization results in bare fuel first being shipped from the CSF to the 
repository, followed by the shipment of canisters.  This trend is also shown in Figure A-84.   
 

Table A-31.  Packaging/Re-Packaging Logistic Results Figure Matrix 

 
Annual 

Canister Re-
Packaging 

Peak 
Annual 

Canister 
Re-

Packaging 

Annual 
Bare Fuel 
Packaging 

Peak 
Annual 

Bare Fuel 
Packaging 

Cumulative 
Bare Fuel 

Assemblies 
Packaged 

Cumulative 
Canisters 

Re-
Packaged 

Case 1 (all 
canisters, re-
package at 
repository) 

Figure A-81 Figure A-85  

Case 2 
(canisters and 
bare fuel, re-
package at 
repository) 

Figure A-83 Figure A-87 Figure A-89 Figure A-91 Figure A-93 Figure A-94 

Case 3 (all 
canisters, re-
package at CSF) 

Figure A-82 Figure A-86  

Case 4 
(canisters and 
bare fuel, re-
package at CSF) 

Figure A-84 Figure A-88 Figure A-90 Figure A-92 Figure A-93 Figure A-94 
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When repository operations begin in 2035, all bare fuel has either been transported to the CSF and is 
being stored uncanisterized or has been transferred to canisters being stored either at reactor sites or at the 
CSF.  No bare fuel is available for transport from the reactor sites when repository operations begin and 
canistered UNF is shipped from the reactors to the repository for re-packaging.  Once the canistered UNF 
from the reactor sites is removed and re-packaged, the repository then begins drawing fuel from the CSF.  
The YFF-FIFO acceptance prioritization results in bare fuel first being shipped from the CSF to the 
repository, followed by the shipment of canisters.  This trend is also shown in Figure A-84. It should be 
noted that this would be the hottest fuel at the CSF and under actual conditions would not likely be the 
first fuel shipped to the repository.  

The peak annual canister re-packaging rate when both bare fuel and canisters are packaged/re-packaged at 
the repository is not solely dependent on the acceptance rate, as shown in Figure A-87, as is the trend 
when all UNF is placed in canisters.  The peak annual canister re-packaging rate is also influenced by the 
amount of fuel transferred to canisters at the reactor sites; with higher acceptance rates,  more UNF is 
transported to the repository bare instead of being canisterized at the reactor sites first.  This is evident in 
the decrease in the peak annual re-packaging rate for an acceptance rate of 6000 MT/yr as compared to 
3000 MT/yr. 

Similar trends are seen when re-packaging occurs at the CSF (Case 4) and both bare fuel and canisters are 
transported to the CSF.  The YFF-FIFI acceptance prioritization results in a preference for bare fuel 
packaging and subsequent transport to the repository when it becomes operational.  This trend is shown in 
Figure A-84.  The peak annual repackaging rate for re-packaging at the CSF, shown in Figure A-88, is 
similar in magnitude to and follows the same trend as when re-packaging occurs at the repository, shown 
in Figure A-87.  These similarities result from roughly the same number of canisters having to be re-
packaged over the same period of time at either the CSF or at the repository. 

Bare Fuel Packaging 

The trends discussed above for canister re-packaging also influence bare fuel packaging trends as shown 
in Figures A-89 and A-90.  In general, when bare fuel is being packaged it displaces the re-packaging of 
UNF in canisters.   

Peak annual bare fuel packaging rates depend on the acceptance rate from the reactor sites as shown in 
Figures A-91 and A-92.  Higher acceptance rates result in more UNF being shipped from the reactors to 
either the CSF or the repository.  The peak annual bare fuel packaging rate for bare fuel packaging at the 
CSF, shown in Figure A-92, is similar in magnitude to and follows the same trend as when bare fuel 
packaging occurs at the repository, shown in Figure A-91.  These similarities result from roughly the 
same number of bare fuel assemblies having to be packaged over the same period of time at either the 
CSF or at the repository.   

Cumulative Packaging and Re-Packaging 

As discussed above, when all UNF is transported from the reactors in canisters, 11,150 – 11,200 canisters 
must ultimately be re-packaged (Cases 1 and 3).   

Transporting UNF as bare fuel to the CSF when it starts operations affects the total number of canisters 
that must be re-packaged and the amount of bare fuel that has to be packaged.  Figure A-93 shows the 
cumulative number of bare fuel assemblies that are packaged and Figure A-94 shows the cumulative 
number of canisters that are re-packaged.  Cumulative amounts are very similar for both Cases 2 
(packaging/re-packaging at repository) and Case 4 (packaging/re-packaging at CSF) so single figures are 
provided.  As the acceptance rate increases, less fuel is transferred to canisters and remains as bare fuel 
until it is packaged. 
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Figure A-81. Annual Canister Re-Packaging Rate, Case 1 (All Canisters, Re-Package at Repository) 

 

Figure A-82. Annual Canister Re-Packaging Rate, Case 3 (All Canisters, Re-Package at CSF) 
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Figure A-83.  Annual Canister Re-Packaging Rate, Case 2 (Canisters and Bare Fuel, Re-Package at 
Repository) 
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Figure A-84.  Annual Canister Re-Packaging Rate, Case 4 (Canisters and Bare Fuel, Re-Package at CSF) 

�

���

���

���

���

���

���

���� ���� ���� ���� ���� ���� ���� ���� ����

�

��
��
�
���

�
�


��

�
�

��
��

�

���

	
�

�
������
�������
����
����������
��
��
������

��������������

��������������

��������������

���	����	����	�� ����������� �	��
����������

�

���

���

���

���

���

���

���� ���� ���� ���� ���� ���� ���� ����

�

��
��
�
���

�
�


��

�
�

��
��

�

���

	
�

�
������
�������
����
����������
��
��
�����

����������������

����������������

����������������

����������������

���	����	����	�� ����������� �	��
����������



 Used Fuel Management System Architecture Evaluation, Fiscal Year 2012 
A-124 October 2012 

 

   

Figure A-85.  Peak Annual Canister Re-Packaging Rate, Case 1 (All Canisters, Re-Package at 
Repository) 

 

Figure A-86.  Peak Annual Canister Re-Packaging Rate, Case 3 (All Canisters, Re-Package at CSF) 
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Figure A-87.  Peak Annual Canister Re-Packaging Rate, Case 2 (Canisters and Bare Fuel, Re-Package at 
Repository) 

 

Figure A-88.  Peak Annual Canister Re-Packaging Rate, Case 4 (Canisters and Bare Fuel, Re-Package at 
CSF) 
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Figure A-89.  Annual Bare Fuel Packaging Rate, Case 2 (Canisters and Bare Fuel, Re-Package at 
Repository) 
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Figure A-90.  Annual Bare Fuel Packaging Rate, Case 4 (Canisters and Bare Fuel, Re-Package at CSF) 
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Figure A-91.  Peak Annual Bare Fuel Packaging Rate, Case 2 (Canisters and Bare Fuel, Re-Package at 
Repository) 
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Figure A-92.  Annual Bare Fuel Packaging Rate, Case 4 (Canisters and Bare Fuel, Re-Package at CSF)
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Figure A-93. Cumulative Bare Fuel Packaging, Cases 2 and 4 (Canisters and Bare Fuel, Re-Package at 
CSF / Repository) 
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Figure A-94. Cumulative Canistered Fuel Packaging, Cases 2 and 4 (Canisters and Bare Fuel, Re-Package 
at CSF / Repository)  
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A-4. Transportation Logistics 

The cases and input parameters presented in Section 3 were simulated using the Transportation 
Operations Model (TOM) portion of the TSL simulation model (Busch et al. 2012) to evaluate 
transportation logistics implications for the cases considered (summarized in Table A-27 with details 
provided in Section 3.1).  The assumptions and input/boundary conditions are provided in Section 3.3.  
The shipment of UNF from the reactors to the CSF or repository and from the CSF to the repository, 
depending on the specific case being evaluated, were calculated using the CALVIN portion of the TSL 
model and a shipping schedule was input into TOM for transportation logistics calculations.  

A discussion of the transportation logistics (and ultimately estimated cost)s associated with moving UNF 
from its current (or projected) location to interim storage facilities and ultimately to a final destination 
repository requires an accounting of the assumptions and simplifications that must be made in such an 
analysis.  These include assumption made in the transportation cost estimates, the transportation network, 
and the location of the storage facilities and repository. 

While the present state of the transportation network is known, both rail and road (and to a much lesser 
extent, waterway) networks are changing entities, and an assumption implicit in the analysis is that the 
networks as they are now will be usable at such time as UNF is to be moved.  Many sites have rails that 
go up to or into the utilities’ control area, but in many cases these rail lines have not used since 
construction of the reactors.  The lines are still in the network, but it may be that refurbishment would be 
required if those rail lines are to be utilized in the transportation of the UNF.  Of particular concern are 
the rail crossings and the bridges.  As the railroad infrastructure ages, it may no longer be capable of 
handling the weight of the cask cars.  That said, the rail routes and truck routes for this analysis were 
developed using the transportation networks as they currently exist. 

Not every reactor site currently has the capability for direct loading of canisters onto rail cars.  However, 
when considering that all UNF is loaded into canisters at the reactor sites prior to transport either to the 
CSF or the repository, it was assumed that every site would be made capable of transporting these large 
canisters to the nearest railhead (i.e., by heavy-haul truck). 

Another consideration is that while the cost of trailer transportation over the road network is, for the most 
part, proportional to the distance travelled, the cost of routing over the railroad network is not as 
straightforward.  Each rail line is owned by a company, and that company will limit which other railroad 
companies can use the line.  The routing of cargo by dedicated rail means that the shipment will be 
“handed off” from one carrier to another along its path, and contracting with each carrier may be required.  
Because the details of such contracting are impossible to model, the TOM software includes a proxy 
routing cost function based on distance. 

It was assumed that there can only be one consist (i.e., cask car, escort car, security car) loading at the 
reactor at a time.  There are economies of scale that can be realized by accomplishing all of the loading 
needed in a calendar year at once.  In particular, when cranes have to be brought in to the reactor site, 
there is generally a deployment cost which covers the cost involved in bringing the crane to the site and 
setting it up.  There is also a daily cost for having the crane on-site, as well as an hourly cost for the 
operation of the crane, which will cover the cost of the operating crew.  However, these rates would likely 
again be contracted between whoever implements the transportation of UNF and the company providing 
the equipment and crews.  Modeling the details of such contracting is complex, and the TOM model 
assumes that the crane deployment costs are charged for each rail consist. 

It is assumed that the unloading capability at the interim storage facilities and repository are unlimited 
(unconstrained).  While this would not likely be the actual case, it is assumed that the unloading 
capabilities will be constructed so as to not be the bottleneck in the transportation process.  Once the 
details of the interim storage facilities and repository are established, a constraint could be added to TOM 
to ensure that the unloading infrastructure is not overtaxed. 
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The maximum consist size was assumed at three cars for a rail transport and three trailers for a truck 
convoy.  Train dynamics and weight restrictions on bridges limit the number of railcars that can be 
included in a consist.  Security concerns limit the number of trucks that can be observed by an escort 
truck.  Also, once casks are loaded on to transportation assets, they must be secured, and not all sites have 
the facilities for storage of railcars or trailers once they are loaded.  Limiting the consist size to three cars 
mitigates these storage issues. 

Train consists were assumed to travel with two buffer cars and an escort car containing security.  Truck 
convoys were assumed to travel with an escort truck. 

The transportation cycle modeled in TOM starts at the fleet maintenance facility, goes to the reactor site 
to pick up the SNF, transports it to the interim storage facility (or repository).  After unloading, the 
consist (or convoy) goes to the cask maintenance facility and finally travels to the fleet maintenance 
facility. 

It should be recognized that a computationally generated schedule is an idealized model of how shipments 
would be accomplished in a perfect world.  Machinery does not fail, transportation assets are not delayed, 
and all needed equipment appears on schedule.  In actuality, such a schedule is fragile.  Introducing a 
“contingency factor” to purposefully introduce delays in the schedule would produce buffers that will 
help guard against such a problematic schedule, but would also tend to overestimate the resources 
required.  It must be kept in mind that TOM is a planning model, and not an operations model. 

Summary results of the transportation logistics modeling for each case is shown in Table A-32 and details 
are provided in Table A-33.  Overall, the results show that higher UNF acceptance rates (either from the 
reactor sites or from the CSF) lead to larger infrastructure requirements, as expected.   

When considering that all UNF is loaded into canisters at the reactor sites prior to transport either to the 
CSF or the repository (Cases 1 and 3), it can be seen that when the packaging/re-packaging facility is 
located at the CSF the required transportation fleet is larger.  In a sense, essentially two transportation 
fleets are required to ship UNF both to the CSF and from the CSF to the repository.  Recall, when the 
repository starts operations, the rate of UNF transfer to the repository is the same as the rate of UNF 
transfer from the reactors to the CSF.  

In addition, a larger number of lower capacity canisters are shipped between the CSF and the repository to 
maintain the overall UNF transfer rate.  This trend can be seen in Table A-32 where there is a difference 
in fleet requirements for 12 and 21 PWR assembly capacity canisters at a throughput of 3000 MTHM/yr 
when all UNF is transported canisters and re-packaging occurs at the CSF.  No difference is seen when 
re-packaging occurs at the repository.  The detailed acquisition schedule shown in Table A-33 shows that 
in cases where re-packaging occurs at the CSF there is a need to acquire a large number of casks, rail cars, 
etc. when the repository begins operation in either 2040 or 2055. 

The results in Table A-32 show that the transportation fleet requirements are larger for the cases that 
transport UNF in the used fuel pools to the CSF when it begins operations (Cases 2 and 4).  This is 
because of transportation thermal limits, the re-useable transportation casks are generally loaded to a 
lower capacity to allow immediate shipment offsite than are dual-purpose canisters that are stored onsite 
to allow cooling before shipment.  In addition, those reactor sites that currently cannot directly load rail 
casks are assumed to utilize legal-weight truck shipping, although for purposes of this initial analysis the 
same sites are assumed to ship fuel in large canisters in the canister-only cases.  This is evident by the 
need for a legal weight truck transportation fleet in addition to the rail fleet.   

As before, the transportation fleet requirements are larger when bare fuel packaging and DPC re-
packaging occurs at the CSF for the same reasons as discussed above.  
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Table A-32.  Transportation Acquisition Summary 
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Table A-32.  Transportation Acquisition  

    

-rio ....,..__ aFSIIIrt _,.,_.,_ Dllpaool c.ww - l030 12112112022 120D 1-1202512112112027121121120291.., 12031120!2 l.tm 120!412DJ5120M 121B7120M 12m912G40 120411204112045 1-120451 Sin 
Cookl i2 2 1 1 1 2 2 1 1 1 1 1 9 
B"""r Railcar 14 2 2 

1500 2020 2040 4 Cask Railcar 16 
Escort Railcar 7 1 1 
task Trailer 
EsmrtTruck 
Cookl 33 2 1 1 1 2 2 1 1 1 1 1 --- 2 - 10 
Buffer Riilcar 16 

1500 2020 2055 4 cask Railcar 16 
Escort RiliiC3r 8 
CaskTiiiiUer 
EK:ort Truck 
Cooko " 1 5 1 1 2 1 2 1 2 2 23 ---- ---B"""rllallcor 20 2 2 2 

3000 2020 2040 4 task Railcar 26 3 1 
EscortRilllcar 10 1 1 1 
task Trailer 
E.!<ort Truck 
Cook• 4l 6 5 1 1 2 2 1 1 20 - ---- ---
Buffer Railcar 20 2 2 2 

1500 2020 2055 4 task Railcar 26 
Escort Railcar 10 1 1 1 
cask Troller 
E.!<ortTNck 
Cooks u 25 7 4 1 1 

Clnlsten Only- Buffer Rililcar 11 4 2 

Re-PacbiOat 3000 2035 2055 4 task Railcar 22 5 
EH::ort Railcar g 2 1 Repository 

E.!<ort Truck 
Cookl 66 9 4 1 1 1 1 1 2 9 2 11 3 30 -
Buffar Rililcar 38 10 

6000 2020 2040 4 cask Railcar 51 7 2 
EK:ortRililtar 19 5 
Cask Trailer 
E.!<ort Truck 
Cookl n 1 3 1 3 6 1 2 6 6 1 1 6 --Bllffar Railcar 38 

6000 2020 2.055 4 cask Railcar 52 
E.!<ort Railcar 19 
task Trailer 
E.!<ort Truck 
Cookl 44 1 5 1 1 2 1 2 1 2 2 23 ---- ---B"""r Railcar 20 2 2 2 

3000 2020 2.040 12 cask Railar 26 3 1 
E.!<ort Railcar 10 1 1 1 
cask Troller 
Escort Truck 
Cooks " 7 5 1 1 2 1 2 1 2 2 23 ----B"""r Railcar 20 2 2 2 

3000 2020 2040 21 task Rallar 26 3 1 
Escort Railcar 10 1 1 1 
CalkTI"iiiler 
Escort Truck 
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Table A-32.  Transportation Acquisition (Continued) 

   

- CSF-.t ...,._., ..... ........ - 2114111 :mul -I -1211!1112D511 :mz ll!ll531l!II5412D5512D561 :111571 -I -1 2111111-1 1lllll21-1 ZIII412DI512DI61 :ID&71 -I-12DJIII2D7ll - Cllb 4 1 3 2 2 2 1 2 1 1 3 6 2 
Buffer Railcar 

1500 2020 2040 4 Cask Rollar 
Escort Rallcar 
Cask Trailer 
Escort Truck 
Cllb 3 2 2 1 2 2 1 3 1 1 3 6 2 ---
Buffer Rilikiilr 

1500 2020 2055 4 Cosk Rollar 
Escort Railcar 
Cask Troller 
EscortTrudt 
Cllb 2 2 1 3 ---- 4 13 2 -- 1 3 -- 1 4 6 6 u 7 
Bufrer Railcar 8 4 

3000 2020 2040 4 Cask Rollar 7 6 
Escort Rallcar 4 2 
Cask Trailer 
Escort Truck 
Cllb 4 5 1 3 4 - 13 3 5 2 1 4 4 6 6 II 3 
Buffer Railcir 4 4 

1500 2020 2055 4 CoskRollcar 10 4 
Escort Railcar 2 2 
Cask Troller 
EscortTrudt 
CUb 2 2 1 1 1 26 2 1 1 2 3 1 -- --- ---- --Bufrer Railcar 2 2 Olnisters Only- Cask Rollar 4 

Re-Potkapat 3000 2035 2055 4 Escort Railcar 1 1 RopOIIiti:Jry Cosk Troller 
EscortTrudl: 
Cllb . 19 12 22 16 10 1 5 11 1 ---- 3 3 
Bufrer Railcar 

6000 2020 2040 4 CoskRollcar 1 
Escort Railcar 
Cask Troller 
EscortTrudt 
CUb ....A 9 18 20 5 ---- 3 19 15 3 6 ---- 6 3 5 3 
Bufrer Railcar 4 

6000 2020 2055 4 Cask Rollar 9 
Escort Railcar 2 
Cosk Troller 
EscortTrudl: 
Cllb . 3 2 2 1 3 ---- 4 13 2 -- 1 3 - 1 4 6 6 11 7 
Bufrer Railcar 8 4 

3000 2020 2040 12 CoskRollcar 7 6 
E5COrt Railcar 4 2 
Cask Troller 
ESClDrtTrudt 
Cllb 3 2 2 1 3 4 13 2 1 3 1 4 6 6 11 7 ---- - -Bufrer Railcar 8 4 

3000 2020 2040 21 Cask Rollar 7 6 
Escort Railcar 4 2 
Cosk Troller 
EscortTrudt 
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Table A-32.  Transportation Acquisition (Continued) 

 

-- Aa:opto-- CSF!brt ..,.._.,SIIIrt a.p.o!Conlstar - 2117212073120741207512076121177121178 12079121110 121111120121211131211141-121116 121117121111112019 121190 1-11211921211931 109412185121&6 1-71 sr.. 
Casb 4 1 1 1 2 2 1 1 1 2 1 I 1 5 2 3 
Buffer Rilikilr 

1500 2020 2040 4 CaskRail<ar 
Escort Riilcar 
CiiskTiilliler 
EocortTrlltk 
Casb 5 1 1 1 z 1 1 1 2 4 1 5 z 5 ----Buffer Railtar 2 

1500 2020 2055 4 cask Rallcor 
Eocort Rolltar 1 
cask Trailer 
EocortTruck 
Casb 2 1 2 4 1 1 5 ----Buffer Rolltar 

3000 2020 2040 4 cask Rallcor 
Eocort Rolltar 
Cask Trailer 
EocortTruck 
Casb 5 z 1 z 5 3 1 3 z 3 5 z 7 -- ---- ----Buffer Ralltar 

1500 2020 2055 4 Cask Rollcor 
Escort Ralltar 
Cask Trailer 
EocortTruck 
Casb 1 2 1 3 4 1 2 4 8 4 12 3 1 5 1 1 2 

Canisters Only- Buffer Ralk:llr 
Cask Railcar z Re-Piilc:bie iilt 3000 2035 2055 4 Escort Ralkar 

Repo•iiDry Cask Trailer 
EsoortTrLM:k 
Casb 
Buffer Riililcar 

6000 2020 2040 4 Cask Rillilcilr 
Escort Rilik:ar 
CaskTI'illiler 
Escort Truck 
Casb 27 3 26 9 3 
Buffer Riilik;;u 

6000 2020 2055 4 cask Railcar 
Eocort Rollclr 
Cask Trailer 
Escort Truck 
Casb 2 1 2 4 1 1 5 ----Buffer Rollalr 

3000 2020 2040 12 Cask Rollcor 
Escort Rollclr 
Cask Trailer 
Escort Truck 
Casb 2 1 2 4 1 1 s ----Buffer Rallalr 

3000 2020 2040 21 Cask Rollcar 
Eocort Rallclr 
Caslr:Traller 
Escort Truck 
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Table A-32.  Transportation Acquisition (Continued) 

  

s.:...1o AIDptlnal- DlspOMI Clnlsler - 20!111120!1!11nm 121011211121 nm 121041214! 121061 21071 Z1011 210912110 lzwlzwl2113121141 :ws 12116121171211.11211912120 121211nnlnnl - c.a 4 2 1 1 4 1 1 2 2 1 1 3 1 6 3 1 1 2 2 1 3 3 
Buffer ltlllcar 

1500 2020 2040 4 ask Rollcar 2 
Escort Raflcar 
CiJ1kTI'ililer 
EscortTrudr: 
c.a 4 2 1 1 ' 2 2 1 1 4 6 3 1 1 2 3 1 2 4 - -
Buller Rllllcar 

1500 2020 2055 4 Cask Railcar 2 
EscortRallcor 
Cask Trailer 
Escort Trude 
c.a 
Buller Rllilcar 

3000 2020 2040 4 Clsk Rellar 
Escort Railcar 
ask Troller 
Escort Trude 
c.a 
Buller Rllllcar 

1500 2020 2055 4 cask Railcar 
Escort RJIICir 
CiskTraller 
Escort Trude 
c.a , , 2 I 

canisters Only- Buflar Rllilcar 
Clsk Railcar Re-Pockapot 3000 2035 2055 4 E1p;;ortRiilcar 

Repository ClskTraller 
EscortTnd 
c.a 
Buller Railcar 

6000 2020 2040 4 ask Railcar 
Escort Rallcor 
CillskTrailar 
Escort Trude 
c.a 
Buller Railcar 

6000 2020 2055 4 Cask Railcar 
EscortRiliiCilr 
Cask Trailer 
Esp;;ortTruck 
c.a 
Buller Railcar 

3000 2020 2040 12 ask Rollcar 
Escort Rallt::ilr 
ask Troller 
EscortTrudr: 
c.a 
Buller Rllllcar 

3000 2020 2040 21 Cask Railcar 
Escort Rallcor 
Cask Trailer 
Escort Trude 
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Table A-32.  Transportation Acquisition (Continued) 

  

sc.nerto -.,qncelllte tsfsc.rt Rlpolbry5tllrt Dllpolll c.nlner - 21:141 21:zsl 21:161 21211 21111 212111 2uo I 2131 I 21;12 I 21S3 I ztiMI ztJSI 213& I 21371 21llll 2ut I 2140 I 21411 2142 I n..a I 21441 2145 I 21•l 2147 Toll is SID 
Clslls 1 s J 2 1 174' 
Buffer Railear 11 

1500 2020 2040 4 Ciik Rililtir 11 
Escort Rollcor I 
cask Troller 
Escort Truct 
Clslls 2 5 1 2 1 -- a 1 2 4 115 
Buffer Railcar 11 

1500 2020 2055 4 cask Rallcor 11 
Escort Railcar ' cask Troller 
Escort Truck 
Clslls 17& 
Buffer Railcar lll 

3000 2020 2040 4 Clsk Railcar 4J 
Escort Railcar 19 
CilskTrillilar 
Escort Truck 
Clslls 117' 
Buffer Rallcllr Jo4 

1500 2020 2055 4 cask Railcar 40 
Escort Rililtir 17 
cask Trailer 
Escort Truct 
Clslls 1&8 

canmr>Only- Buffer Railcar 21 
Cilsk Railcar " Re-l'llckqeat 3000 2035 2055 4 Escort Rallar 1-Repository cask Troller 
Escort Truct 
Clslls 257 
Buffer Rilibr 41 

6000 2020 2040 4 cask Rallcor &1 
Escort Railcar 
Clsk 
Escort Truck 
Clslls 316 
Buffer Railcar 4l 

6000 2020 2055 4 ca•k Railcar 11 
Escort Railcar 21 
CiskTrailar 
Escort Truct 
Clslls 171 
Buffer Railcar • 

3000 2020 2040 12 Clsk Railcar 4J 
Escort RaiiCilr 19 
caok Trailer 
Escort Truct 
Clslls 176 
Buffer Rallcar lll 

3000 2020 2040 21 Cisk Railcar 4J 
Escort Rollcor 19 
cask Troller 
Escort Truck 
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Table A-32.  Transportation Acquisition (Continued) 

s-.to CSFS..rt AsAt 2020 I 2021 I2022120Z3120241.msl 2021 120271 :mal:zoa lao I aou l20n I :IOU 120341201512031 l•'l:aal 20311l2040 I2041121142 120U 121144120451 Slot 
casb 55 16 4 3 3 4 5 8 2 4 4 3 1 2 1 1 3 1 6 
Buller Railcar 24 

1500 2020 2055 4 cask Railcar 22 2 
Escort Rancor 1l 

9 
Escort Truck ID 
casb 56 16 3 5 3 4 4 6 1 1 1 1 2 1 1 1 3 1 6 ----Buller Rallcor 24 

3000 2035 2055 4 Cask Railcar 22 2 
Escort Railcar 1l 
caskTroiler 9 
Escort Truck 6 
casb 83 24 • • 3 1 1 1 1 1 1 2 2 1 1 2 4 14 -- -
Buffer Railcar 32 2 2 

6000 2020 2040 4 CilskRiililciilr 40 7 
Escort Railtillr 16 1 1 
cask Trailer 10 
Escort Truck 8 
casb 19 23 13 6 5 1 6 6 3 4 1 1 5 1 1 1 2 1 9 --Buffer Rililtir 34 4 

6000 2020 2055 4 cask Rollcar 40 1 
Escort Rancor 11 2 
ClskTnlrler ID 
Escort Truck 8 
casb 42 41 22 5 9 6 3 3 2 -

canisters and Buller Railcar 32 6 4 
Bare Fuel - 3000 2020 2040 12 cask Railcar 39 8 

Re-Packop ot Escort Rancor 16 3 2 
RepositXJry caskTroiler 3 3 

Escort Truck 2 4 
casb 141 H 6 • 12 10 9 1 7 4 5 6 14 17 9 10 3 • • 4 16 25 
Buffer Railcar 72 4 

3000 2020 2040 21 Cilsk Riilikilr 87 8 
Escort Railcar 36 2 
cask Trailer 13 
Escort Truck 10 
casb 143 25 13 9 7 16 5 4 12 2 5 3 17 18 12 4 4 1 9 4 1 2 
Buffar Rililtir 68 2 4 8 4 

1500 2020 2040 4 cask Railcar 84 11 
Escort Rancor 34 1 2 4 2 
CaskTrarler 13 
Escort Truck ID 
casb 83 24 8 8 ' 1 1 1 1 1 1 2 2 1 1 2 4 1A -- -Buller Rallcor 32 2 2 

1500 2020 2040 4 cask Railcar 40 7 
Escort Railcar 16 1 1 
CilskTI'ililer ID 
Escort Truck 8 
casb 83 24 • • 3 1 1 1 1 1 1 2 2 1 1 2 4 14 -- -
Buffer Railcar 32 2 2 

1500 2020 2040 4 CillskRiililcilr 40 7 
Escort RaiiCillr 16 1 1 
cask Trailer 10 
Escort Truck 8 
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Table A-32.  Transportation Acquisition (Continued) 

  

- CSFstln llepolltiory Sllrl 

_, 
204612047 120411120481 zoso 121151 12052 12055 121154 1 21155 121156 12051 12051121159 I ZO&O 121161 12052 12065121164 1 Z0651 21166 12051 1206112116l11 Z010 lzon I Size 

CUics & & 4 3 4 2 • 1 1 1 2 1 1 1 1 
Buffer Rililciir 

1500 2020 2055 4 cask Railcar 
Escorc Rollcar 
Cook Troller 
Escort Truck 
CUics & 12 3 5 2 ---- 7 1 1 1 2 1 3 1 J 
Buffer Railcar 

3000 2035 2055 4 C.sk Railcar 
Escort Railcar 

Escort Truck 
CUics 13 3 15 10 7 3 7 3 3 2 2 1 5 2 --- u 9 21 5 5 1 J 
Buffer Railcar 

6000 2020 2040 4 cask Railc;n 
Escort Railcar 
ClskTroller 
Escort Truck 
CUics 9 10 9 6 2 4 3 2 3 9 2 1 6 3 4 --- 16 6 21 a 5 1 J 
IMler Railcar 

6000 2020 2055 4 Clsk Railcar 
Escort Railcar 
Cask Trailer 
Escort Truck 
CUics 3 1 5 1 2 1 5 6 3 2 2 u 2 2 --Canisters and Buffer Railcar 

Bilre Fuel - 3000 2020 2040 12 cask Railcar 
Re-Podooce ;ot Escort Raibr 

Repository cask Trailer 
Escorc Truck 
CUics 14 20 s & s 2 4 4 s & 9 " & 4 1 3 
Buffer Rililcar 

3000 2020 2040 21 cask Railcar 
Escort Railcar 
Cook Troller 
Escort Truck 
CUics 7 5 1 4 7 44 13 35 13 10 3 3 9 1 3 2 I -Buffer Railcar 

1500 2020 2040 4 Clsk Railcar 
Escort Raik:ar 
caskTrallar 
Escort Truck 
CUics 13 3 15 10 7 3 7 3 3 2 2 1 5 2 --- 11 I 21 s s 1 J 
Buffer Rililciir 

1500 2020 2040 4 cask Railcar 
Escort Rollcar 
Cook Troller 
Escort Truck 
CUics 13 3 15 10 7 3 7 3 3 2 2 1 5 2 --- 11 9 21 5 s 1 J 
Buffer Railcar 

1500 2020 2040 4 C.sk Railcar 
Escort Railcar 

Escort Truck 
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Table A-32.  Transportation Acquisition (Continued) 

--. CSFSbrt - 2an 120731 :zcm 1207512076 1 '111T11 2011 120791 :ao 12011120111201S 1201412015120161 20171-1 -12090 1211!111 2119212119312094 12095 12096 120971 ,.. 
CUlls 6 2 3 3 2 3 1 1 1 1 2 1 1 1 5 
Buffer Riilcar 

1500 2020 2055 4 cask Railcar 
EO<ort Railcar 
cask Trailer 
Escort TRick 
CUlls 4 4 1 3 2 ---- 2 3 1 __ 1 1 2 2 1 -- 1 ---- 3 
Buffer Rollcar 

3000 2035 2055 4 cask Railcar 
Escort Rillllcar 
cask Trailer 
EO<ortTnlck 
CUlls 2 1 2 3 2 3 1 1 9 
Buffer Rollcar 

6000 2020 2040 4 Cask Railcar 
Escort Rililcar 
cask Troller 
Escort Truck 
CUlls 2 3 3 1 2 1 6 1 5 9 9 5 3 1 -- --Buffer Rallcor 

6000 2020 2055 4 cask Railcar 
Escort Rancar 
cask Trailer 
EstortTruck 
Qslco 1 3 4 2 5 6 3 24 15 10 a 3 3 1 3 2 1 1 -Qnlotersond Buffer 

Bare Fuel - 3000 2020 2040 12 cask Railcar 
Re-PaCkal"llt Escort Railcar 

Repaslblry Cask Trailer 
EstortTruck 
CUlls 
Buff&r Rililcar 

3000 2020 2040 21 cask Railcar 
Escort Railcar 
cask Troller 
Escort TRick 
CUlls 2 4 3 3 
BufferRiiltar 

1500 2020 2040 4 CllskRallar 
EO<ort Railcar 
Cil&klliililer 
Escort TRick 
CUlls 2 1 2 3 2 3 1 1 9 
Buffer Rillcar 

1500 2020 2040 4 cask Railcar 
EstortRiliiCilr 
cask Troller 
Escort TRick 
CUlls 2 1 2 3 2 ' 1 1 9 
Buffer Rollcar 

1500 2020 2040 4 Cask Railcar 
Estort R.iilcar 
cask Trailer 
Escort Truck 
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Table A-32.  Transportation Acquisition (Continued) 

  

5cenlriD A<alp!MceRne DllpaUI cor-. - -1-1 zllllll nDllllDll neal nD41 nos I no&lll071 nD!II mol .nul m.zl nnl nlAI m.sl Zll&l m71 UDI :nl!ll mol nnl nnl zml Size 
casks 4 4 l J 1 5 1 1 1 z 10 6 5 1 J 1 z J J 
Buffer Railcar 

1500 2020 2055 4 C85kR1nar 
Eo<ort Railcar 
Cask Trailer 
Escort Truck 
casks J 7 1 2 1 -- 2 5 1 1 2 3 9 6 • 1 4 2 ---- 3 3 
Buffer Railcilr 

3000 2035 2055 4 Cask RiliiCilr 
Eo<ort Railcar 
cask Trailer 
Eo<ortTruck 
casks 
Buffer Railcor 

6000 2020 2040 4 cask Railcar 
EsmrtRallcar 
Cask Trailer 
Eo<ortTruck 
Clslcs 5 1 
Buffer Railtilr 

6000 2020 2055 4 Cask RiliiCilr 
Eo<ort Railcar 

Eo<ortTruck 
casks 1 3 6 1 

canine,. and Buller Railcor 
Ba"' Fuel - 3000 2020 2040 12 cask Railcar 

R.-Packase at Eo<ort Railcar 
Repository Cook Trailer 

ElcortTruck 
Clslcs J 
Buffer Railcar 

3000 2020 2040 21 Cask RiilnCilr 
Esmrt FtliltiU 
cask Trailar 
Eo<ortTruck 
casks J 
Buller Rallcor 

1500 2020 2040 4 cask Railcar 
Eo<ort Railcar 
Clsk Trailer 
Eo<ortTruck 
Clslcs 
Buffer Rllrlcar 

1500 2020 2040 4 Cask RiliiCillr 
Eo<ortRailcar 
cask Trailer 
Eo<ortTruck 
Clslcs 
Bul'llor Railcar 

1500 2020 2040 4 cask Railcar 
Eo<ort Railcar 
C.sk Trailer 
Eo<ortTruck 
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Table A-32.  Transportation Acquisition (Continued) 
 -- ...........,_ CSFSbut """""""'- DllpaAI can- - m41212512U61212712121121291 :wo Inn I zwl :ws I W41zml 21361 m71 :wa 1213912140 lnuln•21n.a 12144121451214& l.n47 Tamil - Cnlcs 3 1 2 2 4 5 27& 

Buller Railcar 
1500 2020 2055 4 Cask Railcar 

Escort Railcar 12 
Cask Tn1ller 9 
Escort Truck 10 
Cnlcs 3 1 2 ---- 5 4 5 1 1 I 3 3 1 2 3 ---- 2 299 
Buffer Railar 

3000 2035 2055 4 Cask Railcar 
Escort Railcar 12 
Cask Trailer I 
Escort Truck & 
Cnlcs 322' 
Buffer !lli 

6000 2020 2040 4 Cask Railcar 47 
Escort Railc;u 11 
Cask Troller 10 
Escort Trude. I 
Cnlcs 355; 
Buffar RaiiCiilr • 

6000 2020 2055 4 Cask Railcar 47 
Escort Railcar 19 
cask Trallar 10 
Escort Truck I 
Cnlcs 21& 

Cilnidersilnd Buffer RaiiCilr 4Z 
Bare Fuel - 3000 2020 2040 12 CaokRollcar 47 

Re-Packop ot Esoort Rallciu 21 
Reposltory Cask Troller & 

Escort Truck & 
Cnlcs 471 
Buller RallC3r 7li 

3000 2020 2040 21 Cask Railcar liS 
Escort Rallciu • Cask Troller 19 
Escort Truck 10 
Cnlcs 502' 
Buller RaliC3r I& 

1500 2020 2040 4 Cask Rollcar liS 
Escort Railcar 43 
Cask Troller 19 
Escort Truck 10 
Cnlcs az2: 
Bufh!r Rallcar • 

1500 2020 2040 4 caskRailc;r 47 
Escort Railcar 11 
Cask Trailer 10 
Escort Truck • Cnlcs 322' 
Buller Railcar • 

1500 2020 2040 4 Cask Railcar 47 
Escort Railcar 11 
cask Trailer 10 
Escort Truck I 



Used Fuel Management System Architecture Evaluation, Fiscal Year 2012  
October 2012 A-145 

 

 

Table A-32.  Transportation Acquisition (Continued) 

 

Soonar1o 

,.,.,.. __ 
aFSiort llepaoltDry Slort Dlspoool 01- - 2020 12021120221202312024120251202112027120211202912010 12031 12032 120U 120M 12015120MI :10!171:10!11:10191 :1040 120411204212114312044120451 - Cosies 32 2 1 1 1 2 2 1 1 1 1 w 5 ' 2 11 

Buffer Rlollcor 14 2 54 4 

1500 2020 2040 4 c .. kRooilar 16 85 
Escort Railcar 7 1 27 2 
CillskTrailer 
EKOrtTruck 
Cosies 32 2 1 1 1 2 2 1 1 1 1 2 12 -Buffer R<!llcar 16 

1500 2020 2055 4 Cilsk Rancar 16 
8 

Cilsk Trailer 
Escort Truck 
Cosies 46 • 5 1 1 2 1 2 1 177 9 3 • 25 -- ----Buffer R<lilcor 20 2 2 114 

3000 2020 2040 4 ClskRallcar 27 173 
Esc;ortbilcar 10 1 1 57 
c .. kTraller 
Escort Truck 
Cosies 43 6 3 2 1 1 2 2 1 2 1 1 :10 -- -Buffer Rlollcor 22 6 

1500 2020 2055 4 CukRllllcar 27 2 
Escort Railcar 11 3 
Clsk Trailer 
Escort Truck 
Cosies 26 23 5 ---- 1 4 1 1 . 

canisters Only- Buffer R<!llcar 20 2 
CilskRanmr 26 1 Re-Packo8e at 3000 2035 2055 4 Escort Railcar 10 1 C5F Cilsk Trailer 
Escort Truck 
Cosies 70 7 3 2 4 4 1 2 11 341 9 11 7 3 s 
Buffer R<lilcor 36 2 222 6 

6000 2020 2040 4 Cask RaOar 49 335 11 
Esc;ortbilcar 11 1 111 3 
task Trailer 
Escort Truck 
Cosies 61 5 4 1 3 6 1 2 11 1 5 1 4 --Buffer Rlollcor 36 2 

6000 2020 2055 4 CukRllllcar 51 
Escort Railcar 11 1 
cask Trailer 
Escort Truck 
Cosies 43 7 5 1 1 2 1 2 1 &3 5 3 17 -- ----Buffer R<!llcar 20 2 2 36 4 

3000 2020 2040 12 CillskRanmr 26 1 56 3 
Escort Railcar 10 1 1 18 2 
Cilsk Trailer 
Escort Truck 
Cosies 45 6 5 2 2 2 1 1 39 3 21 19 - ---- -Buffer R<lilcor 22 2 20 2 6 4 

3000 2020 2040 21 Cask Aanc:ar 27 M 1 11 2 
Esc;ortbilcar 11 1 10 1 3 2 
Cask Trailer 
Escort Truck 
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Table A-32.  Transportation Acquisition (Continued) 

  

- CSFbt "-Po!!IIIYbt 
DlopcRCrillao - -I 10471-1 -1 21150 l2051l2052l2055l2054l2055l2056l2057l20511l2059l2050 1206112062120611 -I 2065l2066l2067l2061l2069l2070 1211711 - c:.su 4 1 a a 1 3 3 1 a 1 1 1 75 3 8 3 6 6 

Buffer Rallcar 

1500 2020 2040 4 cask Railcar 
Escort Rallcor 
C.SkTiillller 
Escort Truck 
c:.su 2 2 2 1 2 2 93 1 9 2 3 1 1 1 3 7 3 -- --
Buffer RiliiCir 54 6 

1500 2020 2055 4 caskRallcor 86 
Escort Railcar 27 3 
C.SkTI'illiler 
Escort Truck 
cans 5 2 3 2 2 3 10 I I I 1 4 1 w 9 3 3 3 -- --Buffer Railcar 

3000 2020 2040 4 caskRallcor 
Escort Rallr:ar 
cask Troller 
Escort Truck 
cans 4 2 2 2 2 110 23 1 3 5 I 2 I 
Buffer Rollcor 116 2 

1500 2020 2055 4 cask Railcar 181 3 
Esmrt Railcar 58 1 
cask Troller 
Escort Truck 
cans - 2 1 ---- 3 174 9 I 8 3 20 6 3 1 2 1 2 1 J 

CanlsteniOnly- Buffer Rellcar 112 4 
cask Railcar 171 Ro-Packilp;rt 3000 2035 2055 4 Escort Railcar 56 2 CSF cask Troller 
Escort Truck 
c:.su 16 5 24 14 I 5 3 11 39 21 22 2 -
Butfl!!!rRallar 

6000 2020 2040 4 cask Railcar 
Escort Rallar 
Cask Troller 
Escort Truck 
c:.su 12 13 22 20 5 2 350 20 u t 3 39 -Buth!r Rallar 202 u 

6000 2020 2055 4 CukRaiiCilr 308 1B 
Escort Rallcor 101 6 
Cask Troller 
Escort Truck 
c:.su 10 5 4 3 9 I 1 I 2 3 I 56 4 2 1 3 -- -- -- -- ----Buffer Railcar 2 

3000 2020 2040 12 cask Railcar 4 
Esmrt Railcar 1 
caskTI'illiler 
Escort Truck 
c:.su 5 5 2 2 3 10 2 4 2 I 20 22 18 3 --- --Buffer Railcar 

3000 2020 2040 21 cask Railcar 
Escort Railcar 

Escort Truck 
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Table A-32.  Transportation Acquisition (Continued) 
 ,.....,.._ CSF.!brt .........,.It DllpoAI c.-. - 2072l2073l2074l2015l2078 I2077I2078I201912C*II20I1120a l2013l-l 2015l-l 2017l20111l2019l2090 1-1 2092 1-12094120951-1•71 - COOb 1 2 • 1 2 2 s 1 2 1 1 55 21 lO • • 11 7 

Buffer Rallcar 

1500 2020 2040 4 cask Railcar 
Escort Railcar 
C.SkTtliler 
Escort Truck 
COOb 3 2 1 1 2 2 71 1 ' 1 3 2 4 1 1 1 2 6 3 s -Buffer Rallc.ar 

1500 2020 2055 4 cask Rlilc.ar 
Escort Railcar 
cask Trailer 
EsautTruck 
COOb 3 3 6 3 
Buffet' Rililt.ilr 

3000 2020 2040 4 C.kR.iiltilr 
Estort Rililcar 
C.kTrililar 
EscartTruck 
COOb 162 9 3 3 - 3 3 3 6 3 I 
Buffar RiliiCilr 

1500 2020 2055 4 cask Railcar 
Escort Railcar 
cask Troller 
Escort Truck 
COOb 1 - 4 4 3 1 159 4 3 s 9 - 1 3 2 3 3 3 I 

Only- Buffer Rallcar 
cask Railcar Re-Pacl<a&o at 3000 2035 2055 4 Escort R1llcar CSF CoskTroller 
Escort Truck 
COOb 
Buffer Ra11car 

6000 2020 2040 4 cask Railcar 
Escort Railcar 
CIJkTraller 
Escort Truck 
COOb 21 24 
Buffer Rallcar 

6000 2020 2055 4 cask Railcar 
Escort Rallc.r 
cask Troller 
Esc:ott:Truc:k 
COOb 3 
Buffer Rallc.ar 

3000 2020 2040 12 cask Railcar 
Escort Railcar 
task Trailer 
EocortTruek 
COOb 
Buffer 

3000 2020 2040 21 Calk Railt.ilr 
Estort Railcar 
Cask Trailer 
EstortTruck 
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Table A-32.  Transportation Acquisition (Continued) - Al:apbiKa lllto CSFStolt ....,_.,Stolt - 211!111211!1!1121!111210li2JIIZ 121031210412105 121Dii I Z11171nllll21ll912l1o 12111 121121211! 121141211512111 12117 1211& 1211912110 12U11l1221nn I Slzo 

Qosb 3 1 1 2 1 1 5 1 1 2 !16 20 25 11 3 3 
Buffer Rililtillr 

1500 2020 2040 4 cask Railcar 
Escort Rallcor 
cask Trailer 
EscortTnldr: 
Qosb 3 1 -- 2 1 54 22 1 13 1 7 8 3 1 J 
Buffer Railcar 

1500 2020 2055 4 Cask Railtilr 
Escort Railciilr 
cask Trailer 
Escort Truck 
Qosb J 
Buffer Railcar 

3000 2020 2040 4 Cask Rarlcar 
Esoort Railcar 
caskTroller 
Escort Truck 
Qosb 
Buffer Railcar 

1500 2020 2055 4 cask Railcar 
Escort Railcar 
caskTraller 
Escort Truck 
Qosb 

Cilnlsters Only - Buffer Railcar 
Cask Railtilr Ra-Pockoaa at 3000 2035 2055 4 Eloort Railcilr CSF cask Troller 
Escort Truck 
Qosb 
Buffer Railcar 

6000 2020 2040 4 cask Railcar 
Escort Railcar 

Escort Truck 
Qosb 
Buffer Rollcar 

6000 zozo 2055 4 cask Railcar 
Escort Rallcor 
CaskTn11ller 
Escort Truck 
Qosb 
Buffer Railcar 

3000 2020 2040 12 CnkRailcou 
Escort Railcar 
cask Troller 
Escort Truck 
Qosb 
Buffer Railcar 

3000 2020 2040 21 cask Railcar 
ElicortRililcar 
caskTroiler 
Escort Truck 
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Table A-32.  Transportation Acquisition (Continued) 

  

_._... CSF-.t .,._I C.- - uul2ml212111m71212111212S 12130 !2w 12mi21DI21341mslmal2ml21.311213912140 l:zm.l:zm.l uu I U441nai214112Z47 T-SIN 
c.b . 
Buffer Riiltilr 74, 

1500 2.02.0 2.040 4 Cask RiiliiCillr 101 
Estort Riilcar 

!171 Cask Trailer 
EKortTNtk 
c.b - 38 11 Z4 12 ' ' S:l Buffer Rilltiir 

1500 2.02.0 2.055 4 Cask Rilllcar 101' 
EKortllollcar .I Cask Trailer 
EKortTNtk 
c.b - :I Buffer RiiiiCilr 

3000 2.020 2040 4 Cask Railcar :zoo' 
Esc:ortRIIIc:ar a ' 
C.SkTr1ller I Escort TRick 
c.b - :I Buffer 

1500 2.020 2055 4 Cask Railcar 2lJ 
Escort Railcar ni caskTrlller 
Escort Truck 
c.b -Buffer Rollc:ar Ul, 

Ro-Poo:lcop ;rt 3000 2035 2055 4 cask Railcar liB 
Escort Railcar 

"I CSF C.UicTr,aller 
EKortTruck 
c.b -Buffer Rollaor • , 

6000 2.020 2040 4 caskRollcor -EKortRallcar WI 
EKortTNtk 
c.b -Buffer Riililcar 252' 

6000 2.020 2055 4 C.kRiilcar !177, 
EscortftliiCillr 1.25 
C.kTriiler 
EKortTNCk 
c.b . 260 
Buffer Riilllcar • 

3000 2020 2040 12 cask Rollcar !10' 
Esc:ortftlllcar u ' 
C.kTriller 
EKortTruck 
c.b . 245 
Buffer Riilllcar 511, 

3000 2020 2040 21 cask Rollcor lJ Escort Rolllcar 
C.kTriller 
Escort TRick 
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Table A-32.  Transportation Acquisition (Continued) 
 - Acai!ICinCe- CSFStllt Re..-ryStllt DilpuiQo- - :mol :mnl :mnl :111131:111141 :msl-1 :m71-1-1-1 am11 amzlmBI ao341 :111!151211361 2037 1:111311 :111!1111-1 zoul -1-1:10441:10451 - c..b 53 19 2 4 3 3 1 7 9 3 5 1 1 2 92 3 13 3 1 7 

Buffer Rollar 20 2 55 2 

1500 2020 2055 4 Cask Railcar 20 4 84 
EscortRollcor 10 1 28 1 
C.sll. Trailer 9 
EsoortTruck 8 
c..b 53 11 8 4 3 2 4 11 2 4 1 1 1 2 1 1 3 1 7 --Buffer Roilar 20 2 

3000 :was 2055 4 Cask Railcar 20 4 
EsoortRililar 10 1 
cask Trailer 9 
Escort Truck 8 
c..b 83 Z4 10 u I 6 6 1 1 1 1 1 2 1 1n 11 6 u -
Buffer Ralk:llr 36 2 2 106 2 

6000 2020 2040 4 
cask Railcar 41 1 2 2 155 1 
Esoort Railcar 18 1 1 53 1 
C..sltTrailer 12 
EscortTrudl: 8 
c..b 90 19 11 7 3 6 6 2 3 1 4 2 2 2 1 4 11 - ----
Buffer Rollar 32 2 4 

6000 2020 2055 4 C..sltRallcar 39 6 
EscortRallcor 16 1 2 
Cast Trailer 12 
Escort Truck 8 
c..b 44 42 19 3 12 3 3 3 3 3 1 

C1nlster11nd Buffer Rollar 34 2 
Bare Fuel -

3000 2020 2040 12 Cast Railcar 41 4 
Re-Poc""'" at EscortRailar 17 1 

CSF Cask Trailer 3 3 
Escort Truck 2 4 
c..b 145 37 15 9 7 13 10 6 9 4 6 1 11 13 13 11 4 5 • 349 7 11 3 3 --Buffer Roilar 70 2 6 178 4 

3000 2020 2040 21 C..sltRallcar 86 8 215 
Escort Rililtir 35 1 3 89 2 
Clsltll'aller 12 1 
EscortTruct 10 
c..b 146 40 12 11 7 16 5 7 • 3 4 6 14 17 7 13 4 2 13 5 1 
Buffer Rollar 68 4 2 

1500 20.20 2040 4 C..sltRoilcar 83 10 
Escort 34 2 1 
Cask Trailer 12 1 
Escort Truck 10 
c..b 17 14 11 9 1 6 6 3 1 3 1 2 2 4 1 64 3 2 3 1 14 --Buffer Railcar 30 8 34 4 

1500 2020 2040 4 Cast Railcar 40 5 52 
Escort Rallar 15 4 17 2 
Cask Trailer 10 
Escort Truck 8 
c..b 85 11 11 9 3 6 & 7 -- 2 1 1 1 3 2 1 1 40 3 21 4 10 
Buffer Rollar 32 4 2 16 2 4 

1500 2020 2040 4 Cask Railcar 39 6 27 3 11 
Escort Railcar 16 2 1 8 1 2 
cask Trallar 12 
Escort Truck 8 
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Table A-32.  Transportation Acquisition (Continued) 
 -- Acalpllnce -

CSFSialt llopaoi1Dry- - -1 211471 -1 211411 1 2050 I Zll51121l521205312054121155121156 121l571205IIZ050120&0 121161120121206312054120651-120671201i1121& 1-1 10711 Silo 
CUicl 7 7 5 4 6 5 4 1 1 1 1 1 1 &I 5 12 1 l 3 
Buller Railcar 

1500 2020 2055 4 
Caskltlilcar 
Esoort Rllllcar 
Cask.T1'11tler 
Escort Truck 
CUicl 4 5 6 6 2 96 6 u 2 1 1 1 1 1 1 1 1 1 --- ---- --Buffar Railcar 48 

:1000 2035 2055 4 CoskRallcar 77 
Estart Ra llcar 24 
Cosklrarler 
Escort Truck 
CUicl u 10 1-' u 1 s 2 2 l 4 2 2 6 3 158 10 3 6 9 - - -
Buller Railcar 

6000 2020 2040 4 CoskRallcar 
Escortllorlcar 
C.klrailar 
Escort Truck 
CUicl u 6 7 5 6 4 2 4 110 16 3 2 l 6 2 3 l l 
Buller Railcar 102 

6000 2020 2055 4 
CoskRoilcar 158 
Escort Ail llcar 51 

Esoori:Trudc: 
CUicl 2 2 4 1 2 5 4 178 16 9 13 3 3 - -Clnistenand Buffer Railcar 100 

Bilre Fuel - :1000 2020 2040 12 CoskRallcar 154 
at Escort Ra llcar 50 

tSF CUkTrarler 
Escort Truck 
CUicl 10 5 7 -- 2 3 2 12 
Buller Railcar 

:1000 2020 2040 21 CoskRallcar 
Escort Ra llcar 
CUkTrarler 
Escort Truck 
CUicl 6 3 2 7 7 2 349 4 11 3 3 
Buf'h!rR.IIk:ar 160 2 

1500 2020 2040 4 CUkRollcar 257 3 
Escort Railcar 110 1 

Escort Truck 
CUicl ' 5 10 10 1 2 4 3 5 4 2 2 2 6 3 55 1 3 1 3 - --
Buller Railcar 

1500 2020 2040 4 CoskRailcar 
Escort ltl ilcar 
CaskTrarler 
EscartTrudc: 
CUicl 11 7 10 6 2 3 6 7 1 3 2 1 2 1 2 4 2 11 21 15 6 3 - -
Buller Railcar 

1500 2020 2040 4 
CoskRallcar 
Esoort Rl llcar 
cask.Trarler 
Escort Truck 
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Table A-32.  Transportation Acquisition (Continued) 

  

-- _,.._lliltll CSFStart llopaiiiDry Start 
Plspoul Qullsbtr - 2072 1 :111731 -·I :111751 :1117& I 'H177121!7112II7II DOl :IDI1120I21 :1111312!1141 :a& I Jlll71 Dll-1 21110 I Jll!l1 121112 I 211!131211!141 211151 ZD!I&I 21117 1 - casks 6 2 5 2 1 2 3 4 1 1 1 5 3 <49 15 13 7 1 3 5 

Buller Railcar 

1500 2020 2055 4 cask Railcar 
Escort Railcar 
cask Trailer 
Escort Truck 
casks 5 2 2 3 1 74 ---- 2 11 3 1 4 3 2 4 1 -- 1 1 1 4 
Buffer Railcar 

DlO 2035 2055 4 
cask Railcar 
Escort Railcar 

Escort Truck 
casks 1 2 3 3 3 3 
Buffer Rallcor 

fiOOO 2020 2040 4 caskRallcer 
Escort Railcar 
CUkTrailrar 
Escort Truck 
CUks 159 9 ' - 6 9 ' 3 ' 3 ' I 
Buller Railcar 

fiOOO 2020 2055 4 C..kRallcer 
Escort Railtiir 
cask Trailer 
Escort Truck 
CUks -- 4 2 3 3 5 5 151 6 4 6 l 9 l 3 l 1 J 

Canlsb!rs and Bufh!r Railcar 
Bara Fuel -

3000 2020 2040 12 
cask Railcar _......,"" Escort Railcar 

CSF cask Tr•iler 
Escort Truck 
CUks 
Buffer Rilllcar 

3000 2020 2040 21 
cask Railcar 
Escort Railcar 
cask Trailer 
EKortTruck 
CUks u -Buffar Railcar 

1500 2020 2040 4 cask Railcar 
Escort Railcar 
cask Troller 
Escort Truck 
casks 3 3 3 
Buffer Railcar 

1500 2020 2040 4 cask Railcar 
Escort Railcar 
Cask Trailer 
Escort Truck 
CUks 
Buller Railcar 

1500 2020 2040 4 C..kRallcer 
Escort Railcar 
C.SkTrailer 
Escort Truck 
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Table A-32.  Transportation Acquisition (Continued) 
 

-rio Aaloplonco- CSFSWt Repalllaoy Slllrt - 20!111 211!1!11 Z1liO ln011nll21 21011 21041 21.G51 ZJDII 211171211111 Z10!11 Z110 121111 zwl 21131 2114121151 Z11J lm71 zualmglmo 1=1 zml zw I - Cllb 4 5 1 z 3 7 z 1 z 40 1l Z7 15 3 
Buffer RaliCir 

1500 20211 2055 4 C.stRollcor 
Escort Ralltilr 
ClillkTiiililu 
Escort Truck 
Cllb 3 7 3 3 3 1 49 lA I 13 1 3 I 1 1 3 
Buffer 

3000 2035 2055 4 Clsk Railcar 
Escort Railcar 
C3sk Tr.1111r 
Escort Truck 
Cllb 
Buffer Rallcar 

6000 20211 2040 4 CllskRollcor 
Escort Railcar 
CCilsk Tr.lll1r 
Escort Truck 
Cllb 
Buffer Rolleor 

6000 20211 2055 4 Clslr. Railcar 
Escort Railcar 
cast frillier 
ElcortTruck 
Cllb 

C.nlsters ond Buffer Rolleor 
Bare Fuel -

3000 20211 2040 12 CllskRolleor 
at Escort Railcar 

CSF Cisk Tlilller 
Escort Truck 
Cllb 
Buffer Rolleor 

3000 20211 2040 21 cost Rollcor 
Escort Railcar 
Clsk Trailer 
ElcortTruck 
Cllb 
Buffer Railt.ir 

1500 20211 2040 4 CllskRolleor 
EscortRolleor 
C&slr.Tr11ller 
Escort Truck 
COsb 
Buffer Rolloor 

1500 20211 2040 4 C.stRoileor 
Escort Railcar 
Clslr.Tr1ller 
Escort Truck 
Cllb 
Buffer Rolloor 

1500 20211 2040 4 
COislr.RaiiCillr 
Escortlllllleor 
Clsk T111ller 
Escort Truck 
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Table A-32.  Transportation Acquisition (Continued) 
 - C!FSWt .....-.,Start .,__I C.- 2124121251 Z126121Z7121211212912uo Inn lm2121D 1213412115 121•1 m712ua 121191214012141121421214112144121451214612147 T-Slnt 

Cltb ' 626 
BulforRallcor Ill 

1500 2020 2055 4 
CllslcRallar 101 
Escort Raikor 40 
DskTrailer • Escort Truck I 
Cltb 3 40 14 24 12 ' 3 &lt' 

70 

3000 2035 2055 4 CllslcRailar Ull 
Fscort Ralkor !5 
Clldclr.lller • EscortTNck I 
Cltb 647 

141 
6000 2020 2040 4 

CllslcRailar 212 
ExortRaikilr 

12 
FscortTNck I 
Cltb 64!. 
Bufhr Riil!;;lr 140 

6000 2020 2055 4 
CllslcRailar 203 
Fscort Raikar 70 

12 
FscortTruck I 
Cltb 600 

Clnimlrsind BulforRallcor 1115 
Bilre Fuel -

3000 2020 2040 12 
CllslcRallar lJII 

Re-Pick;qe ot EKortRalkilr • CSF ' FscortTruck ' Cltb 753 
BufferRiilc;u ZID 

3000 2020 2040 21 
CllslcRailar m 
Fscort Ralkor 1JO 

13 
FscortTruck lD 
Cltb 757 
Buffer Rillcar 2115 

1500 2020 2040 4 
Clllr:Rilik:ou 353 
EKortRilikilr 11B 

13 
FscortTruck lD 
c..b 37B' 
BufferRillccu 76 

1500 2020 2040 4 
CllslcRallar n 
EscortRillk:ir 311 
Castl"rilllar lD 
FscortTruck I 
Cltb 368' 
Buffer Railcar liD 

1500 2020 2040 4 
CllslcRallar .. 
EKortRillkilr Ill 

12 
Escort Truck I 
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B.1 FACILITY SIZING CONSIDERATIONS 

Facilities that are needed to support a given UNF system architecture scenario vary in size and 
configuration, relative to other scenarios, principally as a function of the type,   total quantity (capacity) 
and annual quantity (throughput) of material that must be handled under that scenario.. To support its 
mission, a facility must be equipped with sufficient infrastructure to process the quantity of material, or 
through-put, assigned to each operational scenario as a function of the time needed to accomplish each 
material handling or processing sequence through each element of the facility. Thus, as a given through-
put must be processed through all facility elements and different facility elements may require different 
time periods to process the same through-put quantities, each facility processing element must be sized 
accordingly. 
 
As an example, a finite minimum time is needed to receive a UNF transportation cask carrier, unload its 
cask cargo and prepare the cask for further handling and processing steps. As a result, the number of each 
carriers each carrier bay can be considered to handle per shift, per day and per year is a function of the 
time that the carrier bay is occupied for one carrier and cask handling/processing cycle. As the through-
put target is increased beyond the respective handling capacity for an element of a facility, additional 
facility elements must be included as needed to achieve the desired target through-put. As this concept is 
applied to each principal element of a facility for a given throughput scenario, it is then possible to 
“scale” or estimate the number of facility elements, of each type, needed to process the material through 
the facility for that scenario.  The time needed to process material through the facility is typically broken 
down into various handling or “unit operations” steps and their estimated times. The total of the unit 
operations times associated with each key facility infrastructure element can then be used to determine the 
number of facility elements of each type needed to achieve the desired through-put target. While the unit 
operations times are not absolute and may vary as a function variations in material type and associated 
hardware, isolated handling variations etc., they can be viewed as average step times and operational total 
times considered over longer periods such an annual operating period.  
 
This study assumed a set of standard operational considerations upon which to base the facility sizing for 
key infrastructure elements. They are summarized by the following: 
 

• Facility operations are based on three eight hour shifts per day 

• Two shifts per day are assigned for processing operations and one shift is assigned for 

maintenance, repairs, testing and calibrations etc.  

• 75% utilization factor is assumed for each processing line 

B.1.1 Throughput Estimates 

Through-put is defined as the type and quantity of material that must be processed by facility modules 
and facility element ( module operation station) for each case and associated scenario.  Below is the 
formula used to derive the throughput estimates.  For the purpose of this study throughput simply means 
the number of component (casks, canisters, assemblies etc.) processed per facility element per year.   

Desired Through-put Target = DTP 

Facility infrastructure element time (hours) associated with processing one unit = Unit  Operations Time 
= (T) 

Operational Hours/shift   = (A) = 8 
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Shifts required/Unit Processed = (B) = (T)/(A)= T/8 

Available Operating Shifts/day = (D) = 2 

Operating Calendar Days Required /Unit Processed = (E) = (B)/(D)= T/16 

Facility Element Assumed % Utility or Availability =75% 

Available calendar days/yr = (F )= .75 x 365 = 273 

Estimated Units that can be processed/year per Facility Element =(U)= (F)/(E) = 273 / (T/16)=  4368/T 

No. of facility infrastructure elements (lines)needed to achieve desired target through-put = #IE = DTP/U 
= (DTP x T)/4368 

Based on the above, key facility infrastructure elements were examined on the basis of their total unit 
operations processing time for a line of the respective facility infrastructure element. The total unit 
operations time is the sum of the times for individual unit operations steps that occupy the facility element 
during of one through-put item (one cask, one canister etc.). Typical facility infrastructure elements 
included carrier cask receipt bays, carrier cask release bays, cask and canister handling cranes, fuel pool 
fuel assembly handling cranes, canister welding stations etc. 
 

B.1.2 Capacity and Size Estimates 

Facility elements whose sizes are a function of capacity rather than throughput were sized based on the 
total capacity required for a given scenario. Typical examples of these include storage pad quantities and  
sizes, fuel pool fuel assembly total storage capacity etc. 
 

B.2 FACILITY DESCRIPTIONS AND PROCESSING ELEMENT UNIT 
OPERATIONS  

The following sections provide a summary description of the respective facilities addressed in this study, 
their typical unit operations times contributing to the sizing of the facility infrastructure elements 
associated with each scenario.  The Used Fuel Disposition Storage, Transportation and Disposal 
Interface Cost Study (DOE 2012e), developed unit cost information for typical facilities which would be 
associated with the UNF receipt and disposition missions related to this study. Their associated facility 
descriptions from the referenced cost study are summarized below, for clarity and continuity in describing 
their functional elements, their unit operations activities and associated size estimates.  Tables B-1– B-8 
provide a summary of the unit operations facility element sizing data associated with the scenarios in this 
study.  
 

B.2.1 Consolidated Storage Facility (CSF) Scope 

The scope of the CSF includes the following major functions: 

• Receiving fuel from reactors, currently in various wet and dry storage configurations, that will need to 
be considered by consolidated storage  

• Storing dry fuel on pads  

• Storing dry fuel in vaults (as an alternative to  pads) 
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• Storing bare fuel in pools 

• Transferring fuel to a Repackaging Facility where it would be processed into waste  package sized 
containers, with the size dependent upon specific repository geologic conditions  

• Transferring fuel to a Repository for final disposition 

B.2.1.1 CSF Modules 

In order to provide the flexibility to respond to unknown situations and developments associated with 
accomplishing the back-end of the fuel cycle the CSF physical features were subdivide into the following 
potential stand-alone facility modules.  These include: 

• Cask Receipt and Canister Transfer (CRCT) Facility 

• Dry Storage Pads (Vertical and Horizontal) 

• Dry Storage Canister (DSC)  Storage Vault Canister Transfer (SVCT) Facility 

• Bare Fuel Receipt and Storage (FRS) Facility 

Basic facility modules could then be combined into configurations necessary to the facility size and 
throughput requirements dictated by each given scenario.  Sections 2.1.2 through 2.1.6 below summarize 
these facilities and associated operations. Section 2.1.7 summarizes the unit operations activities times 
associated with the facilities and tabulates the key facility element quantities (e.g. number of carrier 
receipt bays, number of carrier release bays, number of fuel pools and basins etc.) associated with the 
scenarios developed in this study. 

B.2.1.2 CSF Facility Modules Design Concepts 

The CSF will receive commercial UNF, currently in various wet and dry storage configurations, from 
reactor sites.  If the fuel is packed in welded or bolted canisters, the canisters will be shipped in licensed 
transportation casks that measure approximately seven feet in diameter and 17 feet in length.  Each cask 
may weigh as much as 175 tons, gross container weight, including fuel.    

The CSF module dry storage design concepts are based on receiving and storing cask/canister systems 
whose designs are similar to the commercially available vertical and horizontal systems designs.   

At no time, during the shipment or storage processes, beyond initial fuel canister loading at the reactor, 
would it be intended that the canisters be opened or the UNF fuel assemblies be directly handled until the 
fuel is subsequently transferred into the repackaging facility, in preparation for disposal.   

In general, the cask and canister handling design concepts and storage design concepts are similar to 
concepts developed for  DOE’s past repository surface facility designs and the  Private Fuel Storage 
L.L.C. (PFS) proposed for Toole County, Utah (.  The receipt and the vertical storage design concepts are 
based closely on the facility that the US NRC licensed as PFS (US NRC-PFS).  
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B.2.1.3 Cask Receipt and Canister Transfer Facility 

The scope for the CRCT facility  includes the following processes.  The pre-conceptual layout of the 
CRCT facility is illustrated in Figures B-1–B-3:  

• Receiving containerized fuel from the reactors in legacy existing storage systems  

• Removing canisters from the transport over packs (or casks)  

• Transferring canisters to facility over packs (or casks) 

• Transferring fuel to CSF dry storage 

The CRCT facility will be located at the CSF and is envisioned as a structural steel high-bay structure, 
consisting, of one or more receipt bays, each on the order of 168.5 ft. wide, 162 ft. long, and somewhere 
between  70 and 90 ft. high.  This structure will have rail carrier access into each cask bay for cask 
handling and canister unloading/transfer operations.  Each CRCT building transfer bay would contain a 
250 ton, single trolley, overhead bridge crane.  This crane would also be equipped with a 25 ton auxiliary 
hoist  

Each bay would receive the transportation cask on its rail carrier, remove the transportation cask impact 
limiters and remove the transportation casks from the carriers, open the transportation casks, unload the 
UNF canisters from the cask, and place the canisters into the facility storage casks for transfer to the dry 
storage pads.   

The loaded storage casks and empty transportation casks would be removed from the building by the 
same rail carrier “pusher engine” used to deliver the loaded rail cars from the Site security rail inspection 
siding, located at the site perimeter, as reflected in Figures B-4 and B-5.  The CRCT facility will have the 
ability to provide localized (at the work site) HEPA filtered ventilation for cask venting and sampling 
operations. 

Following removal of the loaded storage casks from the building, the transportation cask would be 
radiologically surveyed, decontaminated if necessary, and reassembled for shipment offsite.  Each loading 
bay would provide for rail carrier pass through for fuel transportation cask receipt, and returns and storage 
cask transfer to dry storage.   

Adjacent to the rail line, the structure would contain two below grade shielded wells (for placement of the 
loaded transportation cask and empty storage cask) approximately 20 ft. in depth, with one at 
approximately 8 ft. diameter and one at approximately 12 ft. diameter.  Two additional, shallow inline 
wells would exist for temporary placement of the transportation cask lid and storage cask lid, with their 
tops resting at the level of the floor surface.  Although other concepts and alternatives might be 
considered, the concept of use of the four casks and lids inline wells is suggested, vs. transfer cask 
handling and heavy component placement operations on and above the level of the CRCT building floor.  
The suggested concept would reduce overhead building height and allow a 50 ton floor running bell crane 
to travel over the shielded wells, transferring the UNF canisters from the transportation casks to the 
storage casks, on a standard handling cycle.   

B.2.1.4 Dry Storage Pads 

The loaded CSF storage cask would be mounted on a self-propelled modular transporter (SPMT) at the 
CRCT facility and transferred to a dry storage pad or vault.    The storage casks are equipped with vents 
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and channels that provide cooling by passive, natural convection processes.  It is proposed that the storage 
casks and pads would be constructed, on an as needed basis, at the CSF to the respective licensed storage 
unit design.  A concrete batch plant will be located within the boundary of the CSF to support on-site 
final fabrication of the storage units.      

B.2.1.4.1 Dry Storage - Pads (Horizontal) 

Horizontal storage casks would be transported from the CRCT building to a storage pad with a SPMT.  At 
the storage pad the SPMT would position itself and the shielded cask for precise insertion of the canister 
into a horizontal storage module.  This process of loading the storage casks is illustrated by pictures in 
Figures B-1–B-5. 
 
 

 

Figure B-1.  Downending a horizontal shielded cask on an SPMT for transfer to the storage pad. 

 
 

 

Figure B-2.  SPMT transporting horizontal shielded cask and canister from the CRCT building. 
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Figure B-3.  SPMT in transit with horizontal shielded cask and canister. 

 
 

 

Figure B-4.  Positioning SPMT for canister insertion into a horizontal storage module. 

 
 

 

Figure B-5.  SPMT canister insertion into a horizontal storage module. 

 
 

Horizontal storage systems, such as shown in Figure B-6, can be aligned with multiple single-canister 
horizontal storage units in a module. Horizontal storage module arrays containing 12 canisters are 
assumed for layout purposes. Each module is approximately 52 ft. wide by 89 ft. long, containing 12 
horizontal storage units.  Rows of modules would be separated by approximately 50 ft. to allow access for 
the SPMT shielded transporter.  Areas between the modules would have transporter access and be 
surfaced sufficiently to allow travel of heavy lift equipment.  
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Figure B-6.  Horizontal storage unit. 

 
 

B.2.1.4.2 Dry Storage – Pads (Vertical) 

Vertical storage casks would be transported from the CRCT facility to a storage pad with a SPMT as 
shown in Figure B-7.  At the storage pad, the vertical cask would be lifted by a service crane or vertical 
cask crawler crane and placed on the storage pad. 
 
 

    

Figure B-7.  SPMT carrying a UNF storage cask. 

 
 

Figure B-8 illustrates a typical vertical cask storage pad.    There are multiple licensed vertical dry storage 
systems and the vertical dry storage design concept would have to accommodate all vertical dry storage 
systems in use. Multiple vertical cask storage pads are needed.  Each storage pad would be constructed 
flush with grade level and accept up to 8 storage casks in a 2 x 4 array.  The typical vertical storage pad 
dimensions would be on the order of approximately 67 feet long by 30 feet wide by 3 feet thick.  Each 
cask would contain ~10 to 14 MTHM, assuming a basis of 68 BWR or 32 PWR assemblies in each cask, 
although canister loading densities will be a function of licensed canister design and actual loading 
densities achieved at reactor source sites.  Although other pad configurations can be designed, each pad 
would be surrounded by a compacted gravel skirt, on the order of 30 feet wide.  Areas between the pads 
would have transporter access and be surfaced sufficiently to allow travel of heavy lift and transfer 
equipment such as a SPMT.  
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Figure B-8.  Typical vertical cask dry storage pad. 

 

B.2.1.5 DSC Storage Vault and Canister Transfer Facility 

The scope for the Storage Vault Canister Transfer (SVCT) facility includes the following functions.  The 
pre-conceptual layout of the SVCT has been illustrated in Figure B-21 

• Receiving canisterized fuel from the reactors in either existing storage systems or newly designed 
disposal canisters that are compatible with future repository disposal criteria.    

• Removing canisters from the transport over packs (or casks)  

• Transferring canisterized fuel to CSF DSC vaults  

A dry storage vault concept for the receipt, unloading, and storage of 3,000 MTHM of canisterized fuel 
was previously developed in the Engineering Alternative Study (EAS) for Separations –Summary Report 
(DOE 2007b).  The basic receipt and storage concept has been adopted for the SVCT with an expansion 
of the module storage capacity to 7,500 MT.   

The SVCT facility is envisioned to receive commercial UNF packaged in welded or bolted canisters in 
transportation overpacks.  The UNF canisters will be transported to the facility by rail.  The UNF canister 
will be transferred from the shipping over-pack to an underground vault for storage. 

When received, the licensed transportation cask will be opened and unloaded by removal of its sealed fuel 
canister into a transfer cask. The canister will be moved to an underground transfer shuttle cart which 
moves the canister into the vault operations area. Overhead crane mounted shielded transfer casks are 
then used to locate the canister in the desired vault storage location.  The underground vault ventilation is 
assumed to provide cooling by passive, natural convection; thermal analyses will be necessary to evaluate 
this assumption for canisters with higher burnup, newly discharged (5-10 years old) used fuel..   
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Following transfer of the fuel canisters to the storage vault, the transportation cask would be 
radiologically surveyed, decontaminated if necessary, and reassembled for shipment offsite.  Each loading 
bay would provide for railroad pass through of fuel transportation cask carriers.   

B.2.1.6 Bare Fuel Receipt and Storage Facility 

The scope of the bare Fuel Receipt and Storage (FRS) Facility for the pool storage includes the following 
functions.  The pre-conceptual layout is illustrated in Figure B-7, Figure B-8, and Figure B-9. 

• Receiving bare fuel transportation cask on a transportation cask carrier from the reactor. 

• Removing bare fuel transportation cask from the transportation cask carrier  

• Transferring bare fuel from the transportation cask to CSF pool storage 

A pool storage concept for the receipt, unloading, and storage of 3,000 MTHM was previously developed 
in the Engineering Alternative Study (EAS) for Separations –Summary Report (DOE 2007b).  The basic 
receipt concept was adopted for this study with an expansion of the storage capacity to 7,500 MT. 

The wet storage pool is separated from the cask receipt bays by an airlock.  The transportation cask is 
moved from the cask receipt bays, through the airlock, lowered into the pool and flooded with water prior 
to removal of the inner container lid.  Once the lid is removed, the individual fuel assemblies are 
transferred to the desired fuel assembly storage rack location. 

The pool consists of 8 interconnected basins.  Each basin is approximately 158 ft. long by 60 ft. wide and 
55 ft. deep.  Each basin contains 100 storage racks providing 35 assembly storage positions using a 15 by 
15 inch array.  Thus each fuel pool basin corresponds to 3500 bare fuel assembly storage positions. 

If an 8-basin, 28,000 assembly pool (3500 assemblies per basin, separate PWR and BWR assembly 
basins) were fully loaded with high-burn-up UNF, on a ratio of 43% PWR fuel assemblies and 57% BWR 
assemblies, the total assemblies of each type would be about 12,040 PWR and 15,960 BWR.  On that 
basis, at approximately 0.436 MTU per PWR assembly and 0.179 MTU per BWR assembly, the total 
decay heat (60GWd/MT PWR fuel is ~3,530 watts/MT and 50 GWd/MT BWR fuel is ~2,920 watts/MT) 
would be about 26.9 MW.  The decay heat is discharged to the atmosphere by cooling towers.  Water 
treatment, ventilation, and support areas are adjacent to the pools. 

Used nuclear fuel assemblies will arrive onsite via commercially licensed transport vehicle.  The transport 
vehicle will consist of a special railcar or special truck with casks specifically designed for the safe and 
secure transport of UNF.  All shipping casks will be NRC licensed, and contents will be within license 
constraints.  For baseline planning purposes, it can be assumed that rail casks contain approximately 26 
PWR fuel assemblies (or 61 BWR assemblies) and truck casks contain approximately 4 PWR fuel 
assemblies (or 9 BWR assemblies).  

The fuel transportation casks will be received and initially staged in a receipt area where contamination 
surveys, other integrity checks and transportation & shipment documentation verification can be 
performed, to assure that receipt documentation and package condition is in order and that 
decontamination or repairs are not required before unloading.   

The transport,vehicle and transportation cask, upon completion of the radiological survey, will proceed to 
the Fuel Receipt and Storage (FRS) facility for removal, inspection, survey and storage of the bare spent 
fuel assemblies.  Cameras, scanners, manipulators and similar equipment are likely to be required to 
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perform this function.  The used fuel assembly may require washing and de-scaling prior to release to 
storage. 

B.2.1.7  Facility Unit Operations Times and Facility Element Sizing Estimate Data 

This section summarizes facility unit operations and sizing data associated with the above facilities.  Unit 
operations activities and estimated durations are summarized in Tables B-1 and B-2 and below.  Tables 
B-3 and B-4 provide associated facility infrastructure element estimates. 

Vertical storage cask pads and horizontal storage modules are sized on the basis of 8 vertical casks per 
pad and 12 horizontal storage units per horizontal storage module.  Wet storage pools are sized on the 
basis of 3,500 UNF fuel assemblies per basin with 8 basins per fuel pool.  The required CSF Facility 
infrastructure requirements are estimated on the basis of the following for the scenarios included in this 
study.
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Table B-1.  Cask receipt and canister transfer bay unit operation 

Unit operations activities 

Unit operations step 
time 

(hours) 
Dock transport carrier, anchor, unload cask accompanied rigging/hardware, remove 
shipping restraints, remove transport cask personnel barrier, remove cask impact limiters, 
complete receipt documentation, perform rad surveys. 8 
Install transport cask trunions and prepare cask for lifting, mount transport cask lifting 
yoke 2.85 
Upend transport cask, lift and transfer transport cask into transport cask receipt well, 
position crane for next carrier. 2.25 
Transfer empty storage casks into facility, anchor carrier, remove storage cask transfer 
restraints, prepare storage cask for lift and prepare cask for canister receipt, remove 
transport cask lifting yoke, install storage cask lifting yoke, lift and transfer storage cask 
into storage cask receipt well. 2 
Prepare transport and storage casks outer lids for removal and canister transfer, perform 
rad surveys. 2.5 
Position shielded facility cask to transport cask for canister removal, remove cask lids, 
transfer canister to storage cask, install cask lids, retire shielded facility cask and survey, 
inspect casks and document. 3.5 
Lift and transfer storage cask to facility shuttle carrier, anchor storage cask for shuttle 
transfer to storage, survey for transfer. 2.25 
Mount transport cask lifting yoke, lift and transfer empty transport cask to carrier, 
downend, remove and load tunions, install cask impact limiters, install cask personnel 
barrier, install shipping restraints, load and release, finalize preparation for offside release, 
remove carrier anchors. 8 

Transfer transport cask carrier to rail yard and storage cask carrier to cask storage area. 1 

Total Time in Cask Receipt Bay ~32 
Notes: 

• Durations shown are assumed to apply to all rail and truck cask/container packages received regardless of 
capacity. 

• At approximately 32 hours estimated for canister transfer operations per bay, 4 shifts may be assumed 
considering shift changes and turnovers etc., per cask transfer cycle, per bay.  Assuming approximately .75 
utility per bay considering downtime for maintenance and repair this would relate to 365 × .75 days per 
year = 273 days per year for operations = 273 days × 2 shifts per day = 546 shifts/y for operations.  At 4 shifts 
per container package processed, 546 shifts/4 shifts per container relates to processing of approximately 136 
inbound cask and canister transfer per year per bay.   

• Timeline activities do not account for bay down time, for for potential decon of inbound or outbound canisters, 
casks, or carriers.  If required such activities can be assumed to occur in off  shifts and at other locations as 
needed.  Timeline does not account for bay occupancy/traffic time for return receipt and processing of 
casks/canister from downstream canister processing facilities or other traffic. 

• Thus each cask receipt and canister transfer building bay supports cask receipt and canister transfers, on a two 
shift basis, on the basis of approximately 136 casks and canisters received per year per bay.  An additional 
transfer bay would be allowed for each increment of 136 casks/canisters through-put per year beyond 136. 
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Table B-2.  Storage vault canister transfer (SVCT) bay unit operations 

 
Unit operations activities 

Unit operations 
step time 
(hours) 

Dock transport carrier, anchor, unload cask accompanied rigging/hardware, remove shipping 
restraints, remove transport cask impact limiters, complete receipt documentation, perform rad 
surveys 8 
Install transport cask trunions and prepare cask for lifting, mount transport cask lifting yoke. 2.85 
Upend transport cask, lift and transfer transport cask into transport cask receipt well, position 
crane for next carrier. 2.25 
Position facility vault transfer cask in receipt bay, prepare vault transfer cask for canister 
receipt. 1 
Prepare transport cask outer lid for removal and canister transfer, perform rad surveys. 2.5 
Position facility vault transfer cask for canister removal, remove cask lid, transfer canister to 
vault transfer cask, install cask lid, survey & inspect casks and document. 3.5 
Move transfer cask to vault, remove transfer cask lid, lift and transfer canister to vault storage 
position, install vault shield plug and transfer cask lid. 4 
Lift and transfer empty transport cask to carrier, downend, remove and load trunions, install 
cask impact limiters, install cask personnel barrier, install shipping restraints, load and anchor 
cask accompanied rigging/hardware, complete rad survey and transportation documentation 
for release, finalize preparation for offsite release, remove carrier anchors. 8 
Transfer transport cask carrier to rail yard for release. 1 
                                                                                                                                             Total 
Time In Storage Vault Canister Transfer Bay ~ 33 
Notes: 

• Durations shown are assumed to apply to all cask/container packages received regardless of capacity. 

• At approximately 33 hours estimated for canister transfer operations per bay, 4 shifts may be assumed 
considering shift changes and turnovers etc., per cask transfer cycle, per bay.  Assuming approximately .75 
utility per bay considering downtime for maintenance and repair this would relate to 365 × .75 days per year = 
273 days per year for operations = 273 days × 2 shifts per day = 546 shifts/y for operations.  At 4 shifts per 
container package processed, 546 shifts/4 shifts per container relates to processing of approximately 136 
inbound cask and canister transfers per year per SVCT bay. 

• Thus each SVCT building receipt bay supports cask receipt and canister transfers, on a two shift basis, on the 
basis of increment of 136 casks/canister throughput per year beyond 136. 
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B.2.2 Repackaging Facility  

Current storage and transportation systems’ design, operations, and licensing requirements do not 
consider disposal requirements because the disposal requirements are not defined and are not connected to 
storage and transportation functions.  Nuclear utility decisions related to UNF storage are largely 
motivated by minimizing their cost and minimizing potential impacts to continued safe and cost-effective 
operation of their nuclear plants.  This disconnect between storage and transportation and disposal, as 
well as insufficient pool storage capacity to enable continued reactor operation, has led to widespread use 
of large capacity dry storage casks.  Direct disposal of the large canisters currently used by the 
commercial nuclear power industry is beyond the current experience base domestically and 
internationally, and represents significant engineering and scientific challenges.  Repackaging of fuel 
from these larger canisters into smaller ones for disposal, may be required to avoid extensive surface 
decay storage, or to meet physical constraints on disposal systems, or because additional criticality 
controls are determined to be necessary.  

For the purpose of this analysis, the repackaging of the canisters could be accomplished either at a stand- 
alone facility or a facility co-located with a CSF or Mined Geologic Repository.  The scope for the 
Repackaging Facility (RF) includes the following processes.  The pre-conceptual design of the RF is 
illustrated in Figure B-1, Figure B-2, and Figure B-3. 

• Receiving bare fuel or canisterized fuel from either a utility site, a consolidated storage facility or 
both 

• Unloading the transportation cask from the transportation carrier or unloading a transfer cask 
from a CSF SPMT  

• Opening bare fuel transportation casks 

• Cutting open welded dual purpose canisters 

• Unloading used fuel assemblies from the casks or canisters and repackaging the assemblies into 
disposal canisters 

• Transferring repackaged fuel to a CSF or a Repository 

The RF module is sized for 1500 MTU/yr through-put.  The main sub-structures within the module 
include a Carrier Receipt Bay, a Waste Handling Building (WHB), and a Carrier Release Bay. Two air 
locks are included—one between the Receipt Bay and the WHB and one between the WHB and the 
Release Bay (Figure B-9).  The configurations of the Receipt Bay and the Release Bay may vary 
considerably depending on whether the RF is co-located with a CSF or a Mined Geologic Repository, or 
is a stand-alone facility.  For example, if the repackaging facility is co-located with a Mined Geologic 
Repository, then the Release Bay would not necessarily be needed and could potentially be replaced with 
a transfer corridor to a facility for placing waste package over packs on the canisters as described in 
Disposal Concepts/Thermal Load Management (FY11/12 Summary Report) (DOE 2012c).   
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Figure B-9.  Isometric view of the overall repackaging facility module concept, including carrier receipt bay, 
airlocks, waste handling building and carrier release bay. 

 
 
Commercial UNF will be transported to RF in NRC-certified transportation casks. The waste will be 
transported by rail or road to the Facility Operations Area security station, where personnel will verify the 
shipping manifests, then inspect and survey the cask and its carrier.  After the cask and its carrier enter the 
Radiologically Controlled Area, they will be staged in parking areas designated for either truck carriers or 
rail carriers. When the cask is scheduled for processing, a site prime mover will move the cask and carrier 
to the Carrier Receipt Bay.  The facility operations security station is assumed to be a shared facility with 
either the CSF or the Repository, depending on where the RF is co-located. 
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B.2.2.1 Carrier Receipt Bay Features and Operations 

 

Figure B-10.  Carrier receipt bay module. 

 
 
The Carrier Receipt Bay Module is envisioned as a structural steel high-bay structure.  The structure 
would be nominally 75 ft high.  For a 1500 MTU/year through-put, this structure would require at least 
two lines with two 250 ton overhead bridge cranes.  A third line is shown in B-10 for additional 
flexibility. The actual number of lines and bays will be a function of projected through-put.  The material 
handling system in the Carrier Receipt Bay will receive and inspect shipping casks from the carrier/cask 
transport system, prepare the casks for unloading, and unload transportation casks from the railcar or 
truck.  The Carrier Receipt Bay will include sufficient space between lines for a Mobile Access Platform 
(MAP), Cask Stand for Tilt Frame Bare Fuel Transportation Casks and Horizontal Dual Purpose Canister 
(DPC) Transportation Casks, Tilt Frame, Transportation Cask Transfer Trolley, and lay down areas for 
impact limiters and other equipment.  The MAP will allow personnel access to transportation casks 
brought in by rail or truck. The MAP bridges over the cask lying on the carrier. The MAP includes 
platforms to provide access by personnel to different features on the cask (e.g., personnel barriers and 
impact limiters). Railcars and trucks will enter and exit the Carrier Receipt Bay by 30 ft high by 25 ft 
wide roll up metal doors. 

Receiving operations will include the following and were based on the operations documented in Civilian 
Radioactive Waste Management System (CRWMS) Management and Operations (M&O) Attachment II, 
Section 1.3.2.1 (DOE 2000a) 
 

• Performing a radiation survey of the carrier and the DPC transportation cask or bare fuel 
transportation cask 

• Removing or retracting the personnel barrier(s) 

• Sampling the cask exterior for contamination 
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• Measuring the cask’s temperature 

• Removing or retracting the cask impact limiters 

• Installing the cask’s lifting attachments (if any). 
 

Shipping operations for empty carriers/casks leaving the facility will include: 
• Removing the cask’s trunnions (if required) 
• Checking the cask’s tie-downs 
• Installing the cask’s impact limiters 
• Performing another radiation survey of the cask 
• Installing the personnel barriers. 

B.2.2.1.1 Transportation Casks Handling Operations 

The concept of operations assumes that two types of transportation casks will be received at the 
Repackaging Facility: 

• Transportation casks that can be upended directly on the railcar to a vertical orientation for 
unloading (Direct Vertical Cask) 

• Transportation casks that must be transferred from the railcar in a horizontal orientation to a 
tilting frame that is used to upend the cask to a vertical orientation for unloading (Tilt Frame 
Cask) 

The handling operations differ based on the type of cask.  

B.2.2.1.2 Direct Vertical Casks Operations 

Associated operations include: 
• Receive and move a Direct Vertical Transportation Cask on a railcar into preparation area for 

unloading 
• Remove personnel barriers if present 
• Remove impact limiters from transportation cask 
• Attach lift yoke to transportation cask 
• Upend cask 
• Transfer transportation cask to cask transfer trolley/cart  
• Move cask transfer trolley/cart into position in front of WHB Airlock 
• Remove cask lid bolts, and attach cask lid lift fixture; remove and store lid 

B.2.2.1.3 Tilt Frame Cask Operations 

Associated operations include: 
• Receive and move a Tilt Frame Transportation Cask on a railcar into preparation area for 

unloading 
• Remove personnel barriers if present 
• Attach slings to transportation casks for horizontal lift 
• Make horizontal transfer of cask to cask stand 
• Remove impact limiters from transportation cask 
• Transfer cask stand to tilt frame 
• Attach lift yoke to transportation cask 
• Upend cask 
• Transfer transportation cask to cask transfer trolley/cart 
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• Move cask transfer trolley/cart into position in front of Waste Handling Building Airlock 
• Remove cask lid bolts, and attach cask lid lift fixture; remove and store lid 

B.2.2.2 Waste Handling Building Features and Operations 

The WHB is a multi-level reinforced concrete structure made of noncombustible materials with interior 
and exterior shear walls, concrete floor, concrete roof slab diaphragms, concrete mat foundations, and a 
transfer pool. The nominal footprint of the WHB, including air locks, is about 282 ft by 92 ft.   The 
maximum height of the building is about 100 ft. above grade, with the majority of the building under a 
roof approximately 80 ft above grade. The WHB pool substructure includes the rooms surrounding the 
pool that provide internal buttresses for the actual pool and space for make-up tanks, pumps and filters, 
ion exchangers, etc. The concrete base mat for the basement structure (pool and surrounding rooms) is 55 
ft below the top of the at-grade concrete mat.  The spent fuel pool is sized hold approximately 750 MTU 
of used nuclear fuel (6 month worth of spent fuel assembly inventory for a 1500 MTU module.)  This will 
allow some flexibility for fuel blending as a thermal management strategy as well as decouple waste 
receipt and unloading critical path operations from waste package canister loading and closure operations.  
The pool is split into separate basins and storage racks for BWR assemblies and PWR assemblies and 
includes separate spent fuel transfer machines (handling cranes) for BWR and PWR assemblies to avoid 
change out operations of lifting grapples. 

The foundation for the WHB is a reinforced concrete mat at grade and another reinforced 
concrete mat below the pool having the necessary thickness to adequately support the structure. 
The foundation mat at grade for the Waste Handling structure is 3 ft thick and the pool 
foundation is a 5-ft-thick mat. 
 
 

 

Figure B-11.  Elevation of waste handling building. 

 
 

An airlock structure connects the Receipt Bay with the WHB.  The cask transfer cart will move the 
transportation cask into the air lock, which will have isolation doors to maintain a lower air pressure in 
the canister transfer work areas than in the carrier bay. The cart will take the cask through the air lock to 
the cask preparation area similar to the area in (Civilian Radioactive Waste Management System 
(CRWMS) Management and Operations (M&O) Attachment II, Section 1.1.2.1 (2000b). 

If the cask contains a DPC, an overhead bridge crane will lift the DPC out of the cask to the second level 
and the empty transportation cask will be decontaminated (if necessary) and returned to the Receipt Bay 
where it will be reconfigured for re-deployment to the transportation system. 
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B.2.2.2.1 Cask Cavity Gas Sampling Subsystem 

The cask cavity gas sampling system samples the gas inside a loaded transportation cask or DPC before it 
is opened to obtain an indication of the condition of the waste inside. The presence of gaseous fission 
products or gases other than helium is indicative of off-normal conditions inside the cask. The cask cavity 
gas sampling system also vents the cask or DPC to the HVAC system to equalize pressure with the room 
prior to opening the cask. 

 

 

Figure B-12.  View of receipt side airlock. 

 
 
B.2.2.2.2 Dual Purpose Canister Unloading Operations 

DPC cutting is done at the DPC cutting station in the cask preparation area.  Although DPC lid cutting is 
done dry, within a hot cell area of the WHB, the reference concept assumes DPC UNF unloading is done 
wet. 

• The DPC contained within a shielded site transfer cask is transferred to the DPC cutting 
station using the cask handling crane.  

• A shield ring may be installed to limit personnel exposure.   
• The DPC cutting jib crane is used to remove the shielded transfer cask lid.  
• The DPC cutting machine is placed onto the DPC outer lid.  The DPC outer lid weld is then 

cut, and the DPC cutting jib crane is used to remove the DPC cutting machine and the outer 
lid. (The DPC cutting machine is assumed to include an integral vacuum system to remove 
metal cuttings during the cutting process.)  

• The DPC cutting machine is placed back onto the DPC to cut the siphon and vent port cover 
welds. The siphon and vent ports are used to sample and vent the DPC interior and fill the 
DPC with treated borated water in preparation for transfer to the pool.  
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• The DPC cutting machine is then used to cut the final weld on either the inner lid or the 
shield plug, depending on the DPC type.  

• If the DPC is a type that has an inner lid, the inner lid is removed from the DPC after the 
weld is cut. A lifting adapter is then attached to the shield plug. The lid to the shielded 
transfer cask is replaced using the DPC cutting jib crane. The shield ring is removed.  

• Transfer casks with BWR DPC canisters are positioned next to BWR UNF  basin and transfer 
casks with PWR DPC canisters are positioned next to the PWR UNF Basin. 

• The shielded transfer cask containing the DPC is then transferred to the pool, where the 
shielded transfer cask lid is removed.  

• If the DPC is a type that has a siphon tube attached to the shield plug, the shield plug is raised 
above the shielded transfer cask and the siphon tube is detached from the shield plug using 
the siphon tube shear tool. The detached siphon tube remains in the DPC.  

• The shield plug is placed in a staging area in the pool.   
• The used fuel transfer machine then accesses the interior of the DPC to remove the UNF 

assemblies.  The UNF assemblies consist of PWR or BWR fuel; therefore, the used fuel 
transfer machine uses the PWR grapple or the BWR grapple to remove the UNF assemblies.  

• The UNF assemblies are then transferred to a disposal canister or to the UNF staging rack. If 
the cask or canister contains damaged-fuel cans, these are transferred in the same manner. A 
limited number of special oversized cells are provided as part of the UNF staging racks to 
accommodate damaged-fuel cans or baskets shipped to the facility or encountered during 
UNF transfer within the WHB pool 

 
 

 

Figure B-13.  View of DPC cutting stations adjacent to storage pool and canister unloading space.  The 
observation corridor/control room is shown on the upper level. 

 
 

B.2.2.2.3 Disposal Canister Loading Operations 

• An empty disposal canister (and transfer cask if utilized) is placed on a disposal canister transfer 
trolley in the Carrier Release Bay 
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• The empty disposal canister is moved through the Release Side Airlock and into the staging area 
below the canister welding and drying stations.   

• A bridge crane lifts the empty disposal canister through the portal and places it in a disposal 
canister transfer trolley. 

• The disposal canister transfer trolley positions the empty canister on the deck next to the canister 
loading area in the pool. 

• The canister is filled with water and is lowered into the pool. 

• The spent fuel transfer machine grapple is positioned over the UNF assembly to be moved. Once 
in position, the grapple is engaged and the assembly is lifted to the proper height under water for 
movement.  The spent fuel transfer machine moves laterally to a position over the waste package 
canister and lowers the assembly into the canister, then disengages the grapple. This operation 
will repeat until the canister is full. 

• The canister closure lid is seated on top of the canister using the overhead crane. 
• The loaded canister (and transfer cask if utilized) is removed from the fuel pool, the canister is 

drained and placed in the canister transfer trolley. 
 
 

 

Figure B-14.  Detail view of the disposal canister side of the packaging pool. 

 
 

B.2.2.2.4 Disposal Canister Closure 

• The Disposal Canister Transfer Trolley moves the loaded disposal canister to one of the welding 
stations 

• The canister lid is welded onto the disposal canister 
• The Disposal Canister Transfer Trolley moves the welded canister to one of the drying stations. 



Used Fuel Management System Architecture Evaluation, Fiscal Year 2012     
October 2012   B-24 
 

• Residual water is removed from the canister cavity by either a vacuum or forced helium drying 
system 

• The disposal canister is backfilled with helium to provide an inert atmosphere. 
• An empty transportation cask is positioned in the room below the disposal canister closure and 

drying area using a transportation cask transfer cart/trolley. 
• The overhead crane lowers the disposal canister into a transportation cask in the vertical position. 
• The cask transfer cart moves the loaded transportation cask into the airlock between the WHB 

and the Carrier Release Bay. 
 
 

 

Figure B-15.  View of disposal canister closure and drying/inerting area. 

 
 
B.2.2.2.5 Carrier Release Bay Features and Operations 

The Carrier Release Bay Module is envisioned as a structural steel high-bay structure similar in design 
and construction to the Carrier Receipt Bay Module described above.  The main difference between the 
Receipt Bay and the Release Bay would likely be the number of lines required, with the Release Bay 
requiring more lines due to the greater number of canisters with smaller loads being shipped out for the 
same level of through-put.  The material handling system in the Carrier Release Bay will receive and 
inspect empty transportation casks and empty disposal canisters from the carrier/cask transport system, 
prepare the casks for unloading, unload transportation casks from the railcar or truck, and reload the 
transportation cask and loaded disposal canister for release to the repository.  Like the Receipt Bay, the 
Carrier Release Bay will include sufficient space between lines for a Mobile Access Platform (MAP), 
Cask Stand Tilt Frame, Transportation Cask Transfer Trolley, and lay down areas for impact limiters and 
other equipment.  The MAP includes platforms to provide access by personnel to different features on the 
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cask (e.g., personnel barriers and impact limiters). Railcars enter and exit the Carrier Release Bay by 30 ft 
high by 25 ft wide roll up metal doors. 
 
Release operations will include: 

• The cask transfer cart moves the loaded transportation cask from the airlock to the    Carrier 
Release Bay. 

• Placing the loaded transportation cask on a tilt frame and moving it to the horizontal position. 
• Attaching impact limiters to the transportation cask 
• Loading the transportation cask on the railcar 
• Replacing the personnel barrier(s) 

 
 

 

Figure B-16.  Release side airlock and carrier release bay. 

 
 

B.2.2.3 Facility Unit Operations Times and Facility Element Sizing Estimate Data 

This section summarizes facility unit operations and sizing data associated with the above facility.  Unit 
operations activities and estimated durations are summarized in Tables B-5 and B-6 below. Tables B-7 
and B-8 provide associated facility infrastructure element estimates. 

Repackaging facility carrier release bays are reduced by 50% for a repackaging facility located at the 
repository to account for reduced package handling for waste packages not requiring transportation 
overpack hardware preparation. Similarly repackaging facility carrier receipt bays are reduced by 50% for 
a repackaging facility located at the CSF to account for reduced package handling for storage casks not 
requiring transportation overpack hardware removal. 

The required Repackaging Facility infrastructure requirements are estimated on the basis of the following 
for the scenarios included in this study.  Repackaging facility lag storage pool capacity is estimated at half 
of the assigned annual through-put for each scenario. 
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Table B-7.  Repackaging facility inbound infrastructure elements estimate 
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B.2.3 Support Facilities 

To support the CSF and RF major facility modules described above, the team sub-divided the physical 
features into the following support facilities.  A summary description of each support facility is provided 
below. 

• Low Level Waste Building 

• Operations/Maintenance/Radiological Protection and Health Physics Building 

• Security Building  

• Administrative Building (including training) 

The LLW staging facility was derived from the FOEAS Early Fuel Receipt Sensitivity Analysis reflected 
in references 2 and 3. This facility was assumed to double in scale for the repackaging facility which is 
expected to generate more LLW from repackaging compared to fuel storage. The sizes of the other listed 
support facilities, derived from prior UFD studies, were not assumed to vary appreciably as a function of 
scenario through-put.  

B.2.3.1 Low Level Waste Building 

The Low Level WHB would be constructed adjacent to one of the facilities described in Section 2.1 and 
2.2 would be of a single story steel frame construction.  This building will provide space and utilities 
necessary to package low level solid waste, and solidify and package low level liquid waste for offsite 
disposal.  This structure and accompanying facility area will also provide space for the interim staging of 
accumulated LLW packages pending offsite disposal.  This building would also have the ability to 
provide localized (at the work site) HEPA filtered ventilation.   

Long term storage of low level waste would not be provided at the facility.  On this basis it would be 
interim-staged, for periodic disposal at a licensed disposal facility, offsite. 

B.2.3.2 Operations/Maintenance/Radiological Protection Building 

The Operations / Maintenance / Radiological Protection building would be of a single story steel frame 
construction.  This building would provide space for light industrial maintenance shops, radiological 
laboratory facilities, and personnel office space. 

B.2.3.3 Security Building  

The Security building would be located at the entrance to the receipt facility.  This building will provide 
office space for security staff and house security, communication, and normal service and back up 
emergency power electrical equipment needed for these personnel and services. 

B.2.3.4 Administrative Building and Other Services 

The Administration building would be of a single story steel frame construction.  It would include office 
and record management space, an emergency response center, training facility, and meeting rooms.  
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A fuel storage cask and horizontal storage module fabrication completion area would be provided, 
together with a batch plant, to allow fuel storage unit shells, provided by the licensed manufacturer, to be 
filled and cured, on site, according to the licensed design basis.   

All buildings would be provided domestic water, sanitary waste, normal electric power, and controlled 
atmosphere ventilation services.  

B.2.4 Test and Validation Facility R&D Module 

During FY 2012, a design concept for implementing DOE’s Research Development & Demonstration 
plan recommendations at a new “greenfield” CSF coupled with a test and validation facility (T&VF) was 
developed and documented in the Used Fuel Research and Development Test and Validation Facility 
Cost Study (DOE 2012d)   

Due to the limited through-put anticipated for this facility it was conceptualized on the basis of at least 
one radiological process line and one adjacent non-radiological mock up facility which provided the 
capability to simulate one process line. An alternative facility with two radiological process lines with a 
single line mock up facility was also conceptualized for scenarios that might involve higher test and 
validation through-puts.  

The two line facility was assumed for this study. The scale of this facility was not adjusted as a function 
of scenario through-puts nor capacity in this study. 

B.3 REFERENCES FOR APPENDIX B 

 

1.  (PFS)- Private Fuel Storage L.L.C. (PFS) facility proposed for Toole County, Utah 
(http://www.privatefuelstorage.com/project/facility.html) 

2. (US NRC-PFS) – NRC News Release No. 06-028, February 22, 2006, NRC Issues License To 
Private Fuel Storage For Spent Nuclear Fuel Storage Facility In Utah  

3.  (DOE 2007a) - Follow-on Engineering Alternative Studies for Separations(FOEAS), Early Fuel 
Receipt & Storage (EFR&S) Considerations, FRS-G-ESR-G-00053, Rev. 0, September 2007, P. 
Rodwell, R. Geddes, S. McConnell  

4. (DOE 2007b) –Engineering Alternative Studies(EAS)  for Separations-Summary Report, EAS-G-
ESR-G-00049, June 2007, S. McConnell, D. W. Ostby, et.al 

5. (DOE 2008) - Follow-on Engineering Alternative Studies (FOEAS) Summary Report, Global Nuclear 
Energy Partnership (GNEP), GNEP-CFTC-PMO-MI-DV-2008-00087, March 2008, Consolidated 
Fuel Treatment Center 

6. (DOE 2012c) - Disposal Concepts/Thermal Load Management FY11/12 Summary Report, 2012, 
Hardin et.al.  

7. (DOE 2000a)  - Civilian Radioactive Waste Management System (CRWMS) Management and 
Operations (M&O) Attachment II, Section 1.3.2.1  
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8. (DOE 2000b)  - Civilian Radioactive Waste Management System (CRWMS) Management and 

Operations (M&O) Attachment II, Section 1.1.2.1  

9. (DOE 2012d) - Used Fuel Research and Development Test and Validation Facility Cost Study, 
FCRD-UFD-2012-000206, Rev. 0, August 2012, J. Carter, A. Delley, et. al  

10. (DOE 2012e) Used Fuel Disposition Storage, Transportation and Disposal Interface Cost Study, 
FCRD-UFD-2012-000372, Revision 0, September 2012 



U
s

e
d

 F
u

e
l 

M
a
n

a
g

e
m

e
n

t 
S

y
s

te
m

 A
rc

h
it

e
c
tu

re
 E

v
a
lu

a
ti

o
n

, 
F

is
c

a
l 
Y

e
a

r 
2
0

1
2
 

O
ct

o
b

e
r 

2
0

1
2

 
B

-3
3

 

  B
.4

 
C

O
N

S
O

L
ID

A
T

E
D

 S
T

O
R

A
G

E
 F

A
C

IL
IT

Y
 L

A
Y

-O
U

T
 D

R
A

W
IN

G
S

 

 

-

-

- !. ,. 

.; 

_, 
-, .. 

- ::-)-- -

- &-- ·-

2r- --

J 
-

.( 

-

() r ' ___ --1l \._ 1\._) ;l 

-



 
  
  
 

U
s

e
d

 F
u

e
l 

M
a
n

a
g

e
m

e
n

t 
S

y
s

te
m

 A
rc

h
it

e
c
tu

re
 E

v
a
lu

a
ti

o
n

, 
F

is
c

a
l 
Y

e
a

r 
2
0

1
2
 

O
ct

o
b

e
r 

2
0

1
2

 
B

-3
4

 

 

 

F
ig

u
re

 B
-1

7
. 

-l - l · l - l · l - l·l - 1 - 1 - l - l·l·l - l - l-l • l - l · l-l - 1·1·1-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

- i 
-

0-··-
3 -

0-··-

0-··-

' 

"-'--

""'--

0-"t w)·---t- '1-

0-··-

0-··i 
0----- ( ---
0-··-

i 
i 

-

! 
i 
i 
4 

IlL 

• 

! 
i 
i 

c6 

!' 
i 
i 

! 
i 
i i 

j 

I '--

! I 
i 
I 

:-
12, 
ij' 
!I' 

- I - I · I - I • I - I · I - I - I - I - I · I - I - I - I - I - I - I • I · I - I · I - I - I · 

i·' a§ 
I 

i ' • I 
I< T :r-

i"": • ' ! il 
I 1: 

_, 



U
s

e
d

 F
u

e
l 

M
a
n

a
g

e
m

e
n

t 
S

y
s

te
m

 A
rc

h
it

e
c
tu

re
 E

v
a
lu

a
ti

o
n

, 
F

is
c

a
l 
Y

e
a

r 
2
0

1
2
 

O
ct

o
b

e
r 

2
0

1
2

 
B

-3
5

 

  

  

 

F
ig

u
re

 B
-1

8
. 

 



 
  
  
 

U
s

e
d

 F
u

e
l 

M
a
n

a
g

e
m

e
n

t 
S

y
s

te
m

 A
rc

h
it

e
c
tu

re
 E

v
a
lu

a
ti

o
n

, 
F

is
c

a
l 
Y

e
a

r 
2
0

1
2
 

O
ct

o
b

e
r 

2
0

1
2

 
B

-3
6

 

 

 

 

F
ig

u
re

 B
-1

9
. 

  
 

j 
: 

i; t!! i! ". I; •• •• 0 I 
t . ; 

' 0 LTI ' 0 []] (§) El 

! 
i 
i 
i ll8B!IB!lB!lll8B!I 

i ll8B!IB!lB!lll8B!I 
BH88BH888!!88 0 

i .. 
88liE 88liE ll8B!I 

i 88liE ll8B!I ll8B!I • 88liE ll8B!I ll8B!I " i ll8B!IIl8B!IIl8B!I a: 

i ll8B!IIl8B!IIl8B!IIl8B!I ';! 

"" ll8B!IIl8B!IIl8B!IIl8B!I 

i '"" 
i ;::' 

ll8B!IIl8B!IIl8B!IIl8B!I -i !l8Bll 8llEE l!!lB!! 88BE l'j 

!l8Bll ll8B!I l!!lB!! 88BE it! 

88B8 llHll8 88Bll 88BE i;> 
88B8 8BE8 l!!lB!! BBBE 

! 88B8 8BE8 l!!lB!! 88!IE 

;;• 



U
s

e
d

 F
u

e
l 

M
a
n

a
g

e
m

e
n

t 
S

y
s

te
m

 A
rc

h
it

e
c
tu

re
 E

v
a
lu

a
ti

o
n

, 
F

is
c

a
l 
Y

e
a

r 
2
0

1
2
 

O
ct

o
b

e
r 

2
0

1
2

 
B

-3
7

 

  

  

 
  

F
ig

u
re

 B
-2

0
. 

  
 

i 
' I . • . n ! I ; . I 
' 
j i 
i 

e 

. . • 

1'1 

0 

., •• "' ii 

rn ® El 

IIIII 
II II 
II II 
IIIII 
II II 

IIIII 
IIIII 
IIIII 
IIIII 

!:!6 
jo 

0 m 

I I II I I ...,.,_......____.J 
IIIII 8 

rn 

I E li II 
I !!: li 



 
  
  
 

U
s

e
d

 F
u

e
l 

M
a
n

a
g

e
m

e
n

t 
S

y
s

te
m

 A
rc

h
it

e
c
tu

re
 E

v
a
lu

a
ti

o
n

, 
F

is
c

a
l 
Y

e
a

r 
2
0

1
2
 

O
ct

o
b

e
r 

2
0

1
2

 
B

-3
8

 

 
 

 
 

F
ig

u
re

 B
-2

1
. 

  
 



U
s

e
d

 F
u

e
l 

M
a
n

a
g

e
m

e
n

t 
S

y
s

te
m

 A
rc

h
it

e
c
tu

re
 E

v
a
lu

a
ti

o
n

, 
F

is
c

a
l 
Y

e
a

r 
2
0

1
2
 

O
ct

o
b
e
r 

2
0

1
2

 
B

-3
9

 

  

 

 
 

 
F

ig
u

re
 B

-2
2
. 

  

 
 



 
  
  
 

U
s

e
d

 F
u

e
l 

M
a
n

a
g

e
m

e
n

t 
S

y
s

te
m

 A
rc

h
it

e
c
tu

re
 E

v
a
lu

a
ti

o
n

, 
F

is
c

a
l 
Y

e
a

r 
2
0

1
2
 

O
ct

o
b
e
r 

2
0

1
2

 
B

-4
0

 

 
 

 
 

F
ig

u
re

 B
-2

3
. 

  
 



U
s

e
d

 F
u

e
l 

M
a
n

a
g

e
m

e
n

t 
S

y
s

te
m

 A
rc

h
it

e
c
tu

re
 E

v
a
lu

a
ti

o
n

, 
F

is
c

a
l 
Y

e
a

r 
2
0

1
2
 

O
ct

o
b
e
r 

2
0

1
2

 
B

-4
1

 

  

 

 
 

F
ig

u
re

 B
-2

4
 



 
  
  
 

U
s

e
d

 F
u

e
l 

M
a
n

a
g

e
m

e
n

t 
S

y
s

te
m

 A
rc

h
it

e
c
tu

re
 E

v
a
lu

a
ti

o
n

, 
F

is
c

a
l 
Y

e
a

r 
2
0

1
2
 

O
ct

o
b
e
r 

2
0

1
2

 
B

-4
2

 

 B
.5

 
R

E
P

A
C

K
A

G
IN

G
 F

A
C

IL
IT

Y
 L

A
Y

-O
U

T
 D

R
A

W
IN

G
S

 
 

 
 

F
ig

u
re

 B
-2

5
. 
  

 



U
s

e
d

 F
u

e
l 

M
a
n

a
g

e
m

e
n

t 
S

y
s

te
m

 A
rc

h
it

e
c
tu

re
 E

v
a
lu

a
ti

o
n

, 
F

is
c

a
l 
Y

e
a

r 
2
0

1
2
 

O
ct

o
b
e
r 

2
0

1
2

 
B

-4
3

 

  

 

 
 

 

F
ig

u
re

 B
-2

6
. 

  
 



 
  
  
 

U
s

e
d

 F
u

e
l 

M
a
n

a
g

e
m

e
n

t 
S

y
s

te
m

 A
rc

h
it

e
c
tu

re
 E

v
a
lu

a
ti

o
n

, 
F

is
c

a
l 
Y

e
a

r 
2
0

1
2
 

O
ct

o
b

e
r 

2
0

1
2

 
B

-4
4

 

 
 

 
 

F
ig

u
re

 B
-2

7

v 

it, h ·Ill l ., n jJ, 
'1'1 il 

c 

I II I 

II 
tl I 

H et'i' I 1\ I 
'"' h i I 1' .. ,,\ i 
I ! Ill 



Used Fuel Management System Architecture Evaluation, Fiscal Year 2012 
October 2012 B-45 

 

 

 
INTENTIONALLY LEFT BLANK 



Used Fuel Management System Architecture Evaluation, Fiscal Year 2012  
October, 2012                                                                                                                                           C-1                          

 

 

APPENDIX C 

ROUGH ORDER OF MAGNITUDE COST ESTIMATING METHODOLOGY 

Appendix C describes the methodology used to derive rough order of magnitude (ROM) unit cost 
estimates for the consolidated storage facility (CSF), test-validation facility (TVF) and packaging/re-
packaging facility (RF) modules described in Appendix B.  This appendix provides a work breakdown 
structure (WBS) at a sub-module level.  The individual WBS elements are used to derive costs for various 
system configurations, capabilities, throughput, and capacity.  For the purpose of this evaluation, the unit 
cost estimates were allocated to the cost nomenclature defined below. 
 
Cost Nomenclature 
The unit costs estimates included the Total Project Costs (TPC) sometimes referred to as capital cost; the 
operations and maintenance cost (O&M) during the operational period; and the total Life Cycle Cost 
(LCC) which combined the TPC and O&M cost with additional capital project costs and facility 
decommissioning costs.   
 
Cost Basis 
Each of the costs defined above were determined parametrically based on prior cost estimates for “like” 
or extremely similar facilities and operational concepts.  These parametric costs are discussed below in 
Sections C.1 and C.2. 
 
The basis for these parametric costs were generally information contained in the working files supporting 
the Engineering Alternative Study (EAS) for Separations –Summary Report (DOE 2007b) and Follow-on 
Engineering Alternative Study (FOEAS) Summary Report, Global Nuclear Energy Partnership (DOE 
2008) conducted for the U.S. Department of Energy, Office of Nuclear Energy (DOE- NE).  These studies 
included three dry fuel storage methods; pool storage; receipt facilities for large dry storage canisters with 
transportation over packs; receipt facilities for bare fuel transportation casks; and many other site 
infrastructure and balance of plant (BOP) facilities.   
 
Packaging/repackaging facilities were not directly included in these prior studies, but parametric costs for 
the similar hardened radioactive material processing buildings included in these studies were used to 
estimate applicable parts of this facility.  A cost study for the TVF was recently completed and the results 
were documented in the Used Fuel Research and Development Test and Validation Facility Cost Study 
Report (DOE 2012d). 
 

C.1 Operation and Maintenance Costs 

Operations and Maintenance costs (O&M) were estimated based on the full time equivalent (FTE) annual 
staffing for the following three categories: 1) management, 2) salaried, and 3) hourly.  The staffing was 
converted to annual labor cost by the labor rates in Table A-1, and adding the labor overhead cost at 
28.5% (21.5% overheads and 7% fee). 
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Table C-1 Staffing Labor Rates 

Labor 
Category 

Annual 
Labor Cost 

($/yr) 

Management 150,000 

Salaried 150,000 

Hourly 83,000 

 

 

C.1.1 Resource (FTE) Staffing Estimates 

The resource (FTE) staffing estimates for dry fuel receipt and storage were determined based on the 
FOEAS (DOE 2008) Early Fuel Receipt Sensitivity Analysis in which 8,000 MT of used fuel was 
received at a rate of 1,500 MT/year.  The staffing was split into two groups; “direct” fuel handling support 
and BOP staffing.  This staffing estimate is in Table C-2, which also describes the method used to vary 
staffing as a function of processing rate.  This method will be applied to determine staffing for future dry 
storage receipt and storage scenarios. 

The FTE staffing estimates for bare fuel receipts and wet storage were estimated by the team based on the 
EAS (DOE 2007b) in which 3,000MT/year of fuel was received and stored in a pool awaiting 
reprocessing.  Table C-2 provides this base staffing estimate along with the method used to vary staffing 
as a function of processing rate. 

For a given system level analysis, the total direct CSF staffing is the maximum of the dry or bare fuel 
handling staff.  The maximum is used as the bare and dry fuel arrive at the facility over two different time 
frames.  CSF staffing is the total direct plus BOP staffing. 

The TVF and RF staffing estimates determined by the team are also provided in Table C-2 along with the 
method used to vary the RF staffing as a function of capacity.  The staffing for the TVF functions is 
assumed to be constant over the life of the facility.  

C.1.2 Annual Consumable Materials 

Consumable materials were estimated by algorithm based upon Savannah River Site (SRS) historical 
data.  Consumable materials at SRS range from 7 to 15% of direct labor cost.  This study assumes 10% of 
direct labor cost.  Overheads at 28.5% are also applied.  The RF materials cost also includes the cost of a 
thin wall (5/8”) stainless steel dry storage canister.  The unit cost for these canisters is provided in Table 
C-3.  Previous more detailed studies of small disposable canisters (3 PWR) have used substantially 
thinner walls, from 3/16” to 3/8”, which could substantially reduce the relative cost of the small canisters 
(Morisette et al., 1989). This is one of many areas for possible future system optimization analysis. 
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Table C-2 Staffing Estimates 

Base Staffing Description Full Time 
Equivalent 

(FTE) 

Method of Scaling 

Dry fuel receipt and inspection storage cask loading 
and crane operations (30), 

55 Base staffing for 1,500 MT/yr staffing is 
increased linear with receipt rate. The rate 
adjusted value is compared to the rate adjusted 
value for bare fuel handling (below) and the 
maximum staffing is selected. 

Cement Plant/Storage Cask Production (18), and 

LLW Treatment and Packaging (7) 

Bare Fuel Receipt and Inspection and Cask 
Unloading 

116 Base staffing for 3,000 MT/yr staffing is 
increased or decreased linear with receipt rate. 
The rate adjusted value is compared to the rate 
adjusted value for dry fuel handling (above) and 
the maximum staffing is selected. 

CSF BOP includes site management, engineering, 
QA/QC, safety, radiation control, warehouse, entry 
control, equipment maintenance, domestic and 
sanitary water treatment, cranes and rigging support 

76 Constant 

TVF fuel handling includes fuel receipt/inspection, 
cask and crane operations (10), 

65 Constant 

R&D technicians and scientist (49), and 

LLW staging (6) 

TVF BOP includes site management, engineering, 
QA/QC, safety, radiation control, equipment 
maintenance, mock-up shop, and rigging support 

59 Constant 

RF fuel receipt/inspection, cask unloading and crane 
operations 

145 Base facility operations for 1500 MT/yr capacity 
for a 4/9 PWR/BWR size waste package.  This 
facility requires 8 final waste package welding 
stations.  The FTE staffing  is a ratio to the 
number of welding stations divided by 8. 

RF BOP includes site management, engineering, 
QA/QC, safety, radiation control, warehouse, entry 
control, equipment maintenance, domestic and 
sanitary water treatment, cranes and rigging support 

76 Constant 

 

C.1.3 Annual Utilities 

Utilities (electricity) estimates were based upon the power demand previously determined by the FOEAS 
(DOE 2008) Early Fuel Receipt Sensitivity Analysis for 1,500 MT/year receipt of dry fuel storage.  Power 
consumption (20,000 mw-hr) is varied linearly with receipt rate and was doubled when pool storage is 
included to account for the additional mechanical equipment required. 
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Table C-3 Repackaging Dry Storage Canister Unit Cost 

Waste Package Compatible Size Canister 
Description 

(Assembly Capacity, Material, Thickness)  

Diameter 
(M) 

Cost ($) per 
Package 

4 PWR/9 BWR 5/8” Stainless 0.82 $60,000 

12 PWR/24 BWR 5/8” Stainless 1.29 $90,000 

21 PWR/44 BWR 5/8” Stainless 1.60 $117,000 

 

Power consumption for the TVF was assumed to be 1/10 the FOEAS (DOE 2008) Early Fuel Receipt 
Sensitivity Analysis due to the low annual thru-put of the TVF.  Power consumption for the RF was based 
upon the FOEAS (DOE 2008) for 1,500 MT/year.  Power consumption was varied linearly with receipt 
rate.  The cost of power was based on current Savannah River Site (SRS) cost of $85/MW-hr. 

C.1.4 Contract Services and Spare Parts 

Contract services included janitorial services, equipment rentals (e.g. computers, non-routine heavy lift 
equipment), etc.  These CSF costs were estimated based on the FOEAS (DOE 2008) Early Fuel Receipt 
Sensitivity Analysis at $250,000/yr.  Contract services and spare parts were varied to account for the type 
of storage.  The cost was assumed to double when both wet and dry storage is required. 

Contract services and spare parts for TVF operations were assumed to be $250,000/year.  Contract 
services for RF was also estimated to have a base cost of $250,000/year for the concepts described in 
Section 7.0.  This cost was scaled to the number of package welding stations divided by the 4 (the number 
of welding stations in the based concept).  

The cost of LLW disposal is also included as a contract service.  One of the largest disposal costs is 
associated with discarding the DPC cut open at the RF.  This is estimated by assuming the volume of a 
“typical” DPC, 2.5 m in diameter and 5 m in length and a disposal cost for Class A LLW of $1,650 per 
cubic meter.  The number of DPC required to be disposed annually is scenario specific. 

C.1.5 Annual O&M to Life Cycle Operations Cost 

Table C-4 summarizes the operational years assumed for the facilities.  The annual O&M cost (labor, 
materials, utilities, contracts and spare parts) is converted to LCC operations cost by multiplying the 
annual O&M cost by the total estimated number of operating years, plus an allowance for start-up (1 year 
prior to operations) staffing and initial decommissioning support (2 years). 

For the CSF and TVF, the number of operating years is determined based on planned start of CSF (e.g., 
2020 or 2035) to the end of the repository emplacement period.  The end of the repository emplacement 
period is determined by the planned start of emplacement operations (e.g. 2040 or 2055) and the period 
required to emplace 140,000 MT at a specified rate of emplacement (e.g., 1,500, 3,000, or  6,000 
MT/year). The resulting point value is then converted to a range by 80% low, 120% high algorithm 

The RF is assumed to operate in support of repository emplacement.  The operation time period is the 
waste emplacement time period plus an allowance of 1 year to build an initial inventory for emplacement 
and 3 years for start-up and decommissioning. The resulting point value is then converted to a range by 
80% low, 120% high algorithm. 
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Table C-4 Scenario Specific Operational Time Periods 

Project Phase Project Duration (yrs) 

CSF and TVF RF 

Operations Start-up 1 1+1 

CSF Operations   

CSF Start Repository Start   

2020 2040 20  

2020 2055 35  

2035 2055 20  

Repository Operations Emplacement 
Rate (MT/yr) 

  

1,500 93 93 

3,000 47 47 

6,000 23 23 

Decommissioning Support 2 2 

 

C.1.6 Decommissioning and Dismantlement 

The life cycle operations cost also includes an allowance for D&D.  This cost is determined by algorithm 
where the D&D costs is 10% of the TPC (Section C.2) plus 10% of the additional capital used for 
building expansion (e.g. pool storage buildings) plus 2% of additional capital used for dry storage (e.g., 
storage over packs). 

C.2 Total Project Cost 

TPC is comprised of four major segments: 

1) Conceptual Design 

2) Site Improvements and Infrastructure 

3) BOP facilities, and 

4) Process Facilities 

C.2.1 Conceptual Design 

The study team estimated the conceptual design activities to range from $10,000K to $15,000K inclusive 
for all three of the major facilities (CSF, TVF and RF).  A single conceptual design allowance was judged 
adequate given that all three facilities would be developed as an integrated facility. 
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C.2.2 Site Improvements and Infrastructure 

The site improvements and infrastructure estimate was based on the FOEAS (DOE 2008) Early Fuel 
Receipt Sensitivity Analysis in which a dry storage facility for 8,000 MT required approximately 50 
acres.  This area is representative of an initial capital investment needed to begin CSF operations site 
improvements and infrastructure.  The cost is expected to range between $57,600K and $74,900K and is 
detailed below in Table C-5. 

The same estimate is used for the RF site improvements and infrastructure cost since this facility may not 
be co-located with the CSF.  The standalone RF will require these same WBS items.  The TVF is to be 
co-located with the CSF.  Therefore, no additional cost is assumed. 

C.2.3 Balance of Plant 

Similarly, BOP WBS items are also based upon FOEAS (DOE 2008) Early Fuel Receipt Sensitivity 
Analysis.  These items are expected to range between $33,040K and $42,170K and are detailed below in 
Table C-6.  The same estimate is used for the RF which may not be co-located with the CSF.  The TVF is 
co-located with the CSF.  Therefore, no additional cost is assumed. 

C.2.4 Process Facilities 

Process Facilities estimates are derived from the EAS (DOE 2007b), FOEAS (DOE 2008) Early Fuel 
Receipt Sensitivity Analysis and TVF Cost Study (DOE 2012d) estimates.  These WBS items are 
summarized in Table C-7, which includes the data source study, the cost estimate range, a description of 
the sub-items included in the individual item and a resulting unit cost derived by this study. 

For example, the 3,000 MT/yr (EAS (DOE 2007b)) reprocessing estimate included 6 horizontal storage 
vaults at a cost range of $125,796K to $155,747K for a unit cost range of $62,900K to$77,900K which 
will be used in system level scenarios requiring horizontal storage. 

Cask receiving/shipping areas, pool storage areas, pool HVAC, and pool support areas were derived from 
the EAS (DOE 2007b) – Fuel Handling Building estimate using the foot print and equipment allocated to 
these areas.  These sub-module WBS elements are used in system level analysis to derive system level 
costs for both bare fuel CSF functions and some RF functions. 

The RF area for canister opening is ~9,200  sq.ft. and for canister closure is ~15,200  sq.ft. (Appendix B).  
These areas were converted to cost using the cost per sq.ft. parametric from the TVF (~$10, 160/sq. ft. to 
$ 14,730/sq.ft.).  Use of this parametric is judged acceptable since both processes will require a 
performance category 3 structure and both handle bare fuel (potentially damaged) assemblies, using 
remote handling techniques. 

Table C-8 provides an example TPC roll-up for the RF facility with a through-put of 1,500 MT/year.  
Each of the facility segments in Table A-8 will be varied for specific system level analyses scenarios. 

The LLW staging facility was derived from the FOEAS (DOE 2008) Early Fuel Receipt Sensitivity 
Analysis.  This WBS item was assumed to double for the RF which is expected to generate more LLW 
from repackaging compared to fuel storage.  The TVF was taken from the TVF Cost Study (DOE 2012d) 
which was specific to this WBS item. 

C.3 Additional Capital 

The TPC is scoped to provide 2 years of initial dry storage capacity or the first pool building which 
contains 8 basins and the associated support facilities (water treatment, HVAC, etc.)  Storage 
requirements beyond the initial TPC require additional capital ,which is scenario specific. 

The same unit costs in Table C-7 are used to estimate the additional capital required for the CSF Life 
Cycle.  Additional capital is not required for the TVF or RF. 
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Table C-8 Example Roll-Up ROM Cost Estimate - 1,500 MT/yr Repackaging  Facility TPC 

 Prior Study TPC 

Description 

WBS 
Low Range 

Costs ($1000) 

WBS 
High Range 

Costs ($1000) 

Cask Receiving �	�
�	
�� �

�
		�

Pool Area ���
����� �		�����

HVAC �����
��� �	�	��
	�

Pool Support Area ���� �	�����

Outbound shipping Bays ������	�� �	�
����	�

Canister Loading cells �	������ �
������

TPC Total �	������� ����
���
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